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Luminaire
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Test Number
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Test Date
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The results contained in this report pertain only to this IES file.
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Summary of Results

Power

Input Watts

Lumen Output

Output Lumens

Efficacy

Luminous Dimensions

278 W Two luminaires, plane 0°

Four luminaires

2982
107.25 Im/W

0° - 180°

0° - 180° Size
90° - 270° Size

Height

Keyword
TEST
TESTLAB
MANUFAC
TESTDATE
ISSUEDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
OTHER
OTHER
_CRI
_CCTMULT

_LAMPMULT

90° - 270°
-2.67
-2.67

0

IES File Header Contents

SPECTRUM
LIGHTING INC.

Spacing_Criterion

Two luminaires, plane 90°

Value

SP-01614_2

Spectrum Lighting Photometric Lab, VLS-245-981
Spectrum Lighting

11/8/2023

11/09/2023

SN32 30L 30HK xx xx xx MWI

32" x 11" Spin Pendant 30L 30HK MWI
Beam Angle: 120 deg

90 CRI, 3000K tested

Total luminaire wattages are approximate
This report prepared by Spectrum Lighting
90+

27HK x 0.99, 35HK x 1.01

20L x .68, 10L x .34

SN32 30L 30HK xx xx xx MWI

1.34

1.31

1.46

Full Beam Angle

120°

120°
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160
150°
140°
130°
120¢
1109

1009

90°

80°

70°
60°
50°
40°
30°
20°

Zone Lumens
0.00° - 10.00° 97.01
10.00° - 20.00° 276.51
20.00° - 30.00° 429.27
30.00° - 40.00° 540.13
40.00° - 50.00° 588.14
50.00° - 60.00° 539.21
60.00° - 70.00° 373.05
70.00° - 80.00° 122.56
80.00° - 90.00° 6.37
0.00° - 90.00° 2972.24

SN32 30L 30HK xx xx xx MW]

Candela Polar Plot

o 180° 1700
, 170 170° |

1100 cd

10°

140°

130°
120°

110°

100°

90°

80°

70°

0°-180°
22.5°-202.5°
450-225°
67.5°-247.5°
90°-270°
112.5°-292.5°
135°-315°
157.5°-337.5° ~

60°
50°

40°

% Fixture

3.25%
9.27%
14.40%
18.11%
19.72%
18.08%
12.51%
4.11%
0.21%

99.68%

Zonal Lumen Summary

Zone
90.00° - 100.00°
100.00° - 110.00°
100.00° - 120.00°
120.00° - 130.00°
130.00° - 140.00°
140.00° - 150.00°
150.00° - 160.00°
160.00° - 170.00°
170.00° - 180.00°

0.00° - 180.00°

Lumens
1.59
1.57
3.00
1.35
1.21
0.97
0.72
0.44
0.15

2981.68

SPECTRUM
LIGHTING INC.

% Fixture
0.05%
0.05%
0.10%
0.05%
0.04%
0.03%
0.02%
0.01%
0.01%

100.00%
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SPECTRUM
LIGHTING INC.

Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°
0.00° 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50 1007.50
2.50° 1005.79 1007.00 1007.11 1007.25 1007.29 1006.80 1007.01 1005.92 1005.91 1005.95 1007.06 1005.23 1008.26 | 1009.13 1008.41 1006.98 1005.79
5.00° 1004.13 1004.49 1004.72 1004.85 1003.40 1001.44 1004.74 1002.55 1003.26 1003.17 1003.88 1001.93 1006.34 1006.80 1006.30 1005.27 1004.13
7.50° 1001.95 1001.41 1001.69 1000.91 998.21 99572 | 1000.29 997.63 | 999.01 1000.20 999.52 997.87 | 1003.70 1003.93 1003.05 1002.43 | 1001.95
10.00° 99597 996.04 99520 99509 991.11 990.27 99296 990.81 993.12 993.02 993.18 99242 998.54 998.82 998.47 998.61 99597
12.50° 988.14 990.12 1 987.80 987.81 983.27 984.66 985.13 982.88 | 98531 985.67 986.19 @ 986.42 99259 99331 993.41 99261 988.14
15.00° 979.50 982.58 97890 979.10 97459 973.41 | 97678 97324 97595 97593 97832 977.00 H983.87 986.58 985.03 985.07  979.50
17.50° 970.54 973.64 | 969.73 96898 963.31 961.98 | 966.05 962.83 | 965.14 96592 968.20 966.59 | 974.52 97829 97576 97530 | 970.54
20.00° 958.67 961.67 95721 957.75 < 949.61 948.60 @ 953.34 950.21 | 953.39 952.85 95571 954.95 96404 966.50 96403 96432 958.67
22.50° 94599 948.80 | 94433 94530 935.19 934.99 1 939.32 936.83 | 939.54 939.68 94265 943.06 < 953.41 95438 951.86 951.81 94599
25.00° 93278 934.39 1 930.10 932.11 92025 920.00 @ 924.42 921.95 ' 924.62 92588 929.10 92834 941.40 941.67 938.51 938.65 93278
27.50° 919.48 919.52 | 91578 917.32 1 904.40 904.91 | 907.96 906.69 |909.86 911.33 91427 913.27 92929 92834 92503 924.49 919.48
30.00° 902.67 90405 899.73 901.74 888.02 889.36 890.69 889.72 895.16 893.54 898.58 896.60 213.11 914.15 90839 910.01 902.67
32.50° 885.46 887.12 | 883.41 88438 87027 872.35 87261 872.47 |876.97 87562 880.56 879.83 896.68 897.44 891.59 891.52 885.46
35.00° 867.62 868.62 863.45 866.36 851.88 850.99 854.19 85257 857.75 857.34 861.33 859.68 87599 877.86 87269 872.11 867.62
37.50° 849.66 847.43 | 84301 845.03 830.14 829.02 833.23 83240 |836.76 836.95 840.11 839.23 855.17 856.88 853.43 851.00 849.66
40.00° 824.70 823.92 819.33 822.82 807.26 805.67 811.50 808.28 81541 811.67 818.06 814.09 833.18 834.63 829.32 829.63 824.70
42.50° 799.40 798.38 | 79474 796.95 779.80 779.70 785.19 783.92 |787.84 78470 791.43 78823 809.86 809.52 804.39 803.22 799.40
45.00° 769.30 771.46 766.17 770.38 751.19 749.23 757.90 753.48 | 759.44 75477 763.40 75632 779.09 78241 77391 776.41 769.30
47.50° 737.81 737.43 73529 73876 71680 71565 72435 72239 72586 721.46 727.50 | 722.86 <746.79 749.46 741.66 740.84 737.81
50.00° 696.37 699.50 697.01 706.58 681.43 677.76 | 689.93 683.76 < 691.96 68333 689.95 681.54 708.74 71320 701.37 70484 696.37
52.50° 654.08 657.57 | 656.63 663.75 63595 63570 | 646.62 < 643.83 | 647.63 640.93 | 644.67 | 638.61 | 668.19 | 668.83 659.32  660.90 | 654.08
55.00° 607.77 613.96 61128 620.31 589.51 589.08 60270 595.83 | 602.96 593.72 598.31 589.90 @ 620.55 620.92 611.70 616.54 607.77
57.50° 56020 567.40 | 56422 571.89 539.81 538.76 551.74 546.70 |553.67 544.50 549.79 | 539.30 571.70 < 573.34 563.38 568.22 | 560.20
60.00° 508.44 519.88 513.94 52271 | 489.64 48525 500.18 49274 503.14 493.48 501.12 483.73 52025 52585 51339 518.08 508.44
62.50° 452.17 | 458.99 | 457.10 462.83 |425.01 42483 | 437.94 43559 | 442.60 433.06 | 436.17 42403 46326 | 464.89 456.19 < 457.35 45217
65.00° 384.93 39507 390.72 401.94 360.19 359.56 375.19 368.77 380.61 36582 370.77 356.13 396.84 400.71 38559 394.59 384.93
67.50° 31599 327.35 32257 333.56 |293.19 292.13 308.00 301.47 311.14 298.03 '300.41 286.45 327.87 | 330.23 31474 323.96 31599
70.00° 243.82 259.09 | 25239 26541 226,12 223.51 240.95 233.08 242.11 22993 230.20 213.97 25550 258.76 243.53 252.87 243.82
72.50° 173.49 188.44 |183.71 19837 158.62 157.99 174.60 166.29 17459 16219 161.22 14573 18477 186.07 173.65 180.51 173.49
75.00° 10590 117.60 116.43 13322 95.18 93.80 111.40 10238 111.19 9460 9577 8279 11575 11327 10533 113.78 105.90
77.50° 54.55 66.08 65.18 74.44 48.70 50.98 59.74 5272 | 58.42  51.15 4928  39.59 63.22 63.50 5483 5930  54.55

80.00° 22.81 16.42 25.73 28.32 12.22 15.05 19.39 22.97 19.73 15.77 11.76 15.84 24.72 15.79 20.89 21.10 22.81
82.50° 5091 9.42 8.15 13.58 6.72 5.96 10.28 5.96 9.58 6.29 6.90 422 7.23 9.25 5.29 10.16 591
85.00° 3.16 3.02 3.55 3.55 2.66 2.97 3.65 3.41 3.03 297 3.07 2.31 3.84 3.22 3.14 3.32 3.16
87.50° 1.78 2.41 1.76 2.40 1.94 2.02 2.20 2.00 2.12 2.06 2.07 1.43 2.25 2.43 2.15 2.03 1.78
90.00° 1.44 1.86 1.25 1.65 1.47 1.38 1.33 1.60 1.59 1.53 1.38 1.21 1.59 1.76 1.85 1.44 1.44
92.50° 1.39 1.68 1.11 1.51 1.45 1.19 1.41 1.44 1.56 1.42 1.35 1.17 1.34 1.74 1.58 1.57 1.39
95.00° 1.50 1.53 1.1 1.53 1.48 1.02 1.46 1.45 1.46 1.36 1.38 1.22 1.26 1.70 1.31 1.61 1.50
97.50° 1.70 1.49 1.37 1.74 1.57 1.27 1.49 1.36 1.30 1.46 1.53 1.20 1.51 1.57 1.42 1.56 1.70
100.00° 1.94 1.48 1.71 1.92 1.43 1.52 1.52 1.23 1.23 1.57 1.49 1.14 1.87 1.47 1.67 1.47 1.94
102.50° 1.98 1.55 1.75 2.08 1.02 1.53 1.56 1.34 1.23 1.39 1.22 1.49 1.62 1.47 1.49 1.36 1.98
105.00° 1.96 1.55 1.75 2.03 0.82 1.53 1.57 1.55 1.27 1.24 1.16 1.95 1.25 1.52 1.19 1.56 1.96
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Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

pfc|20% 20% 20% 20% |20%
pcc|80% 80% 80% 80% |70%
pw|70% 50% 30% 10% |70%
03547 | 3547 3547 3547|3464
1[3270 3139 3022 2917|3189
22980 2747 2554 2392 (2902
3|2718/ 2413 2178 1990 | 2644
42485 2135 1878 1682 (2417
RCR  5(2282 1903 1438 1443|2219
6|2103 1709 1444 1254|2046
7|1947 1546 1285 1103|1895
818101407 1153 979 |1762
9|1688 1288 1043 878 | 1646
10[1581 1186 950 793 |1542
Cone of Light
Mtg Height Light Level
5.5 ft 33.3fc
6.5 ft 23.8 fc
7.5 ft 17.9 fc
8.0 ft 15.7 fc
10.0 ft 10.1 fc
12.0 ft 7.0 fc
14.0 ft 5.1 fc
16.0 ft 3.9 fc
20.0 ft 2.5fc
24.0 ft 1.7 fc
28.0 ft 1.3fc
SN32 30L 30HK xx xx xx MWI

20% 20% 20%
70% 70% 70%
50% 30% 10%
3464 3464 3464
3071 2965 2869
2690 2513 2363
23662148 1972
2095 1855 1670
1869 | 1621 1435
1680 1430 1248
1521 1274 1098
1386 1144 976
1270 1036 875
1171 944 791
Beam
Diameter

19.1 ft

22.6 ft

26.0 ft

27.8 ft

34.7 ft

41.7 ft

48.6 ft

55.5 ft

69 .4 ft

83.3 ft

97.2 ft

20%

50%

50%

3308
2944
2584
2276
2019
1805
1625
1474
1346
1235
1140

20%

50%

30%

3308
2857
2435
2090
1811

1586
1402
1252
1126
1021

931

20%
50%
10%
3308
2777
2307
1936
1646
1418
1236
1089
969
870
787

20%

30%

50%

3165
2827
2486
2193
1949
1745
1574
1430
1308
1203
1112

20%
30%
30%
3165
2756
2362
2035
1769
1553
1376
1230
1108
1006
219

20%
30%
10%
3165
2691
2253
1901
1623
1402
1224
1081
963
865
783

SPECTRUM
LIGHTING INC.

20%

10%

50%

3034
2719
2395
2117
1884
1689
1527
1389
1272

20%
10%
30%
3034
2662
2293
1982
1728
1521
1351
1209
1091

11721992
1085 907

20%
10%
10%
3034
2610
2202
1867
1600
1386
1213
1072
956
860
779

0%
0%
30%
2972
2606
2242
1938
1690
1488
1322
1185
1070
973
891

Average Luminaire Luminance [cd/m?]

0.00°
45.00°
55.00°
65.00°
75.00°

85.00°

0.00°
1937
2092
2037
1751
787

70

45.00°
1937
2083
2049
1777
865
78

90.00°
1937
2042
1976
1638
707

59
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SPECTRUM
LIGHTING INC.

UGR CIE 190:2010

Ceiling | 47 97 05 05 03|07 07 05 05 03
reflectance

ool 05 03 05 03 03|05 03 05 03 03
reflectance

Plane

02 02 02 02 02|02 02 02 02 02
reflectance

Room

. . Viewed crosswise Viewed endwise
dimensions

2H | 143 159 14,6 162 165(140 156 143 159 162
3H [ 156 170 160 174 177|152 167 156|170 17.4
4H | 158 172 162 175 179|154 168 158 17.1 17.5

2 6H | 158 17.1 162 174178 (154 167 158 170 17.4
8H | 158 170 162 174 178|154 16.6 158 170 17.4
12H | 157 169 162 173 177|154 165 158 169 17.3
2H | 148 162 152 165 169 (145 159 149 162 16.46
3H [ 163 174 167 178 182|159 170 163|174 17.8
4H | 165 175 170 180 184 (161 17.1 165 17.5 179
™ 6H [166 174 170 179 183|161 170 165 |17.4 179
8H | 165 173 170 178 183 |16.1 169 165 173 178
12H (165 172 170 177 182|160 168 165 172 17.7
4H [ 16.6 174 171 179 183|161 169 16.6 17.4 17.9
8H 6H [166 173 171 178 183|161 168 166|173 17.8

8H |[166 172 171 177 182|161 167 166 172 17.7
12H | 16.6 171 17.1 17.6 18.1 | 161 166 166 | 17.1  17.7
4H | 16.6 173 17.1 178 183 ([ 16.1 168 166 173 178
12H  éH | 166 172 170 | 17.7 182 |16.1 167 166 172 17.7

8H | 166 17.1 171 17.6 181 [16.1 16.6 166 17.1 177

Corrected UGR values based on total output energy
SHR=1.0

Corrected UGR values based on total output lumens

SHR=1.0
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