DMD22GY 220L 35K xx DF22 BC22 CNFR xx

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
TEST SP-01565_2 CANDELA HORIZONTAL FOOTCANDLES 80/50/20% REFLECTANCES
0° AZIMUTH INITIAL DOWNLIGHT ONLY HORIZONTAL FOOTCANDLES AND WATTS/SQ FT

ol 90° 0 | |oe-0°| 649 | 3% ||, . | FCat |Diameter| FCat ||cCeiing| Fixture RCR2 RCR4

80° Distonce-g Beam |atBeam | Beam Height | Spacing . W/sq. Ft . w/sa. Ft
1000 cd b (o o 7o

- 00 6647 00200 | 2558 | 13% Centfer | Angle Edge
15ap. o Ny B . 22 14 71 071 81 1.02
2000 cd 60° 5° 6693 " o C R C
ssthed 0°-30%| 5491 | 27% 26 18 | 45 0.45 51 0.65

150 6802 12 46 fc 249" 8fc

50° . .
3000.cd 0°-40° | 8730 | 43% ; i 32 22 38 0.38 30 0.38
3500 cd 14 34 fc 29.1 6fc

25° 6452 )
4000 cd 400 " " ) } Delivered
0°-60°| 13658 | 68% 16 26 fc 332 4fc lluminance 99 FC per W/Sq. Ft. | 79 FC per W/Sq. Ft.
4500 cd 35° 5230 Rating: (DIR)
5000 cd . 00-80° | 16482 | 82% 20 17 fc 41.5 3fc
5500 cd - 45 3566 24" 12fc 498" 2fc ;t Suspension Len%ﬂg to Iur;:jnlc)us q?p.erture
6000 cd 3 00-90° | 17286 | 86% quare rgoms used for mu_ iple units: .
55 2431 28" 8fc 58.1" 1fe RCR 2: Length & Width = Ceiling Ht. - 6.5' x 5.00
650p.cd ) RCR 4: Length & Width = Ceiling Ht. - 6.5' x 2.50
7000cd 0000 | 90° 651 Total | 20189 | 100% 32" 6 fc 665" 1fe * Average Initial Footcandles at 2.5' Above Floor
0° 10° 20° )
Delivered Lumens: 20189 CP at 0° (Nadir): 6647 Beam Angle: 92° Lumen Multiplier: 160L x 0.73, 200L x 0.91
Luminaire Watts: 171 Spacing Ratio: 1.27 CCT Multiplier: 40K x 1.01

LER: 118.06 CRI: 80+ Melanopic Ratio 0.55



IES TM-30-18 Color Rendition Report
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Luminous Flux:
Radiant Flux:

Electrical Power:

Efficacy:
Melanopic Flux:

Melanopic Ratio:

CCT:
xy Coordinates:

u'v' Coordinates:

Delta u'v":
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17647 Im
59 Wrad
171 W
103 Im/W
9697 mel Im
0.55
2627K
0.453, 0.4
0.263, 0.522
-0.0035
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