SLO3IND4 25L 35K LW xx xx MW

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
TEST SP-01433_3 CANDELA HORIZONTAL FOOTCANDLES 80/50/20% REFLECTANCES
0° AZIMUTH INITIAL DOWNLIGHT ONLY HORIZONTAL FOOTCANDLES AND WATTS/SQ FT
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0°-10° | 171 | 3% Mounting FC at Diameter FC at
B A Beam at Beam Beam
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0°-20°| 704 | 10% size | 6rid | ¢ | sq.ft.|PR | size | crid |FC|sq.Ft. | PR
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" e | =0 v 2:,’;25 8x10' | 46 | 0.57 | &1 1;’;1‘; ox8 | 94| 151 | 62
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0°-40° | 2671 | 42% 8.5" 24 fc 28.8" 2fc 43'%43' 21%21"
25° 2507 1504 2507 1504 1oty | 10%04°| 39 | 0.48 | 81 |7 11012 42 | 0.67 | 62
0° - 60° | 5415 | 80% 10.0" 17 fc 33.8" 1fc
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00800 | 67 | g09 | | 120 l2fc | 406° Tfe 612,’163 1216’ | 30 | 0.37 | 81 fé,xtm" 10x16' | 29 | 0.46 | 62
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r3 55° 1590 855 1590 855 0° - 90° | 6798 | 100% b 7t a1 of 1" Suspension Length to luminous aperture
) ° ) 9 * Average Initial Footcandles at 2.5' Above Floor
Q0° 7 6 7 6 Total |6798|100% 20.0" 4fc 67.7" 0fc * Delivered llluminance Rating in FC per W/Sq.Ft.
Delivered Lumens: 6798 Beam Angle: 119° x 74° Lumen Multiplier: 05L x 0.22, 11L x 0.47, 20L x 0.82
Luminaire Watts: 74 Spacing Rafio: 1.90 x 1.21 CCT Multiplier: 30K x 0.97, 40K x 1.02

LER: 91.86 CRI: 80






