SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
SLO3IND8 O5L 35HK LW xx xx MW
Specline Linear Pendant, 1.8" aperture x 8' Long, Matte White Refi

Test Number
SP-01374

Test Date
6/3/2022

The results contained in this report pertain only to this IES file.
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Summary of Results

Power Spacing Criterion
Input Watts 38W Two luminaires, plane 0° 1.88
Two luminaires, plane 90° 1.21
Lumen Output P
Four luminaires 1.69
Output L 2687
SR Full Beam Angle
Efficacy 70.71 Im/W
: H . 0° - 180° 18°
Luminous Dimensions
90° - 270° 76°
0° - 180° Size 0.15
90° - 270° Size 8
Height 0

Keyword
TEST
TESTLAB
MANUFAC
TESTDATE
ISSUEDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
OTHER
LAMP
LAMPCAT
OTHER
OTHER
OTHER
OTHER

OTHER

IES File Header Contents

Value

SP-01374

Spectrum Lighting Photometric Lab, VLS-245-981

Spectrum Lighting

6/3/2022

11/2/2022

SLO3IND8 O5L 35HK LW xx xx MW

Specline Linear Pendant, 1.8" aperture x 8' Long, Matte White Ref
Wide Extruded Acrylic Lens, Batwing Distribution

Data for 8' IND fixture, or 8" module for continuous ROW

76 Deg x 118 Degree Beam Angle

N/A, Min. 90 CRI

N/A

Reference project SL473

05L designation for Spectrum linear product indicates 340 Source Lm/Ft.
CCT Output Multipliers: 40HK x 1.01, 30HK x 0.98, 27HK x 0.95
Total Luminaire Watts is approximate

This report prepared by Spectrum Lighting
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Candela Polar Plot
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Zonal Lumen Summary,
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 7011 2.61% 90.00° - 100.00° 0.00 0.00%
10.00° - 20.00° 217.21 8.08% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 375.38 13.97% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 498.37 18.55% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 538.20 20.03% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 474.77 17.67% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 331.80 12.35% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 154.66 5.76% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 26.31 0.98% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 2686.82 100.00% 0.00° - 180.00° 2686.82 100.00%
SLO3IND8 O5L 35HK LW xx xx MW © Spectrum Lighting

Page 3 of 6



0.00°
2.50°
5.00°
7.50°
10.00°
12.50°
15.00°
17.50°
20.00°
22.50°
25.00°
27.50°
30.00°
32.50°
35.00°
37.50°
40.00°
42.50°
45.00°
47.50°
50.00°
52.50°
55.00°
57.50°
60.00°
62.50°
65.00°
67.50°
70.00°
72.50°
75.00°
72.50°
80.00°
82.50°
85.00°
87.50°

90.00°

0.00°

710.54

712.41

721.26

741.20

766.59

802.01

841.81

885.10

929.74

966.73

100110

1020.00

1034.26

1032.05

1025.58

1003.28

977.50

934.65

888.66

828.54

766.30

694.98

622.58

551.98

481.53

414.91

348.52

288.82

229.35

176.76

124.44

84.42

45.34

27.08

9.90

7.50

5.33

22.50°

710.54

710.68

71773

732.34

752.78

779.52

810.97

847.02

882.38

91715

94519

967.85

979.59

983.43

977.26

964.57

941.87

913.30

873.79

828.52

773.28

713.36

649.38

583.72

516.86

449.56

383.67

318.24

256.30

195.36

142.68

92.02

56.89

24.96

14.20

7.05

5.84

45.00°

710.54

706.60

706.80

709.57

7161

725.22

73771

751.56

767.06

780.66

792.22

800.83

806.54

808.01

805.76

797.98

785.78

767.59

745.06

717.67

687.10

648.87

606.13

559.37

510.48

459.21

406.82

352.28

296.83

239.90

182.42

129.54

7815

45.24

17.58

9.36

5.90

67.50°

710.54

705.58

701.00

696.11

69114

686.44

681.80

676.82

671.78

661.91

651.39

641.52

631.72

61711

602.13

584.22

566.16

542.61

518.93

491.90

464.81

435.50

406.06

374.39

342.56

308.86

274.98

239.50

203.80

166.55

129.62

94.48

61.52

38.56

18.74

1n.23

5.33

90.00°

710.54

710.49

706.40

701.68

694.20

686.28

676.16

665.76

649.71

633.12

616.16

599.18

579.54

5569.80

539.40

518.94

494.22

469.51

444.92

420.25

394.20

368.02

340.49

312.77

283.49

254.21

224.91

195.46

165.20

134.82

103.88

74.60

51.59

3112

18.97

9.38

7.05

112.50°

710.54

71418

71512

715.39

715.23

713.94

712.00

709.68

70716

698.12

686.05

672.38

658.04

640.35

621.44

599.14

575.75

548.90

52110

490.07

458.27

42513

391.71

35717

322.44

287.56

252.66

218.32

184.03

148.53

12.93

81.08

49.41

31.44

13.79

917

4.68

SLO3IND8 O5L 35HK LW xx xx MW

Candela Distribution
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pfc
pcc

pw

RCR
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-
o

20%
80%
70%
3199
2931
2663
2423
2212
2028
1867
1726
1602
1492
1395

Mtg Height

551t

6.5 ft

7.5 ft

8.0 ft

10.0 ft

12.0 ft

14.0 ft

16.0 ft

20.0 ft

24.0 ft

28.0 ft

20%
80%
50%
3199
2807
2444
2139
1887

1678
1504
1357
1232
126

1034

20%
80%
30%
3199
2695
2262
1920
1650
1434
1260
m7

999

901

818

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

20%
80%
10%
3199
2594
2110
1745
1468
1254
1085
950
840
749
674

20%
70%
70%
3124
2858
2593
2356
2150
1971
1815
1679
1559
1454
1360

Cone of Light

Light Level

23.5fc

16.8 fc

12.6 fc

nife

71fc

4.9 fc

3.6 fc

2.8fc

1.8

1.2

fc

fc

0.9fc

20%
70%
50%
3124
2746
2393
2097
1851

1648
1478

1335
1213

109

1020

20%
70%
30%
3124
2644
2226
1893
1629
1418
1247
107
991
894
812

20%
70%
10%
3124
25562
2085
1729
1458
1247
1080
946
837
747
672

Beam Diameter

SLO3INDS8 O5L 35HK LW xx xx MW

18.1 ft

21.4 ft

247 ft

26.4 ft

33.0 ft

39.6 ft

46.2 ft

52.7 ft

65.9 ft

79. 1t

92.3 ft

20%
50%
50%
2985
2632
2297
2016
1784

1590
1429
1293
177

1078
993

20%
50%
30%
2985
2548
2157
1842
1590
1388
1223
1088
975

881

801

20%
50%
10%
2985
2471
2036
1698
1437
1233
1070
939
831
743
669

20%
30%
50%
2858
2527
2209
1942
1721
1537
1383
1254
143
1049
967

20%
30%
30%
2858
2459
2092
1793

1553
1359
1200
1069
960

868

790

20%
30%
10%
2858
2396
1989
1668
1417
1219
1060
931
826
739
665
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20%
10%
50%
2742
2430
2128
1873
1662
1487
1340
1217
ma
1021
943

20%
10%
30%
2742
2376
2031
1747
1517
1331
178
1051
945
856
780

20%
10%
10%
2742
2325
1945
1640
1398
1205
1051
924
821
735
662

0%
0%
30%
2687
2325
1986
1708
1484
1302
153
1030
927
840
766

Average Luminaire Luminance [cd/m?]

0.00°

45.00°

55.00°

65.00°

75.00°

85.00°

0.00° 45.00°
6374 6374
11273 | 9451
9736 9479
7397 | 8635
4313 6322
1019 | 1809

90.00°

6374

5644

5325

4774

3600

1953
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UGR CIE 190:2010

Ceiling | 4, 07 05 05 03|07 07 05 05 03
reflectance

bl 05 03 05 03 0.3 0.5 0.3 0.5 0.3 0.3
reflectance

Plane | o> 02 02 02 02|02 02 02 02 o2
reflectance

. Roorp Viewed crosswise Viewed endwise
dimensions

2H | 210 226 21.3 229 232|176 19.2 180 19.6 19.9

3H | 221 23.6 225239 243|190 205 19.4 208 212

4H | 224 23.8 228 241 245|195 209 199 2.2 216

o 6H | 225 23.8 229 241 245|197 21.0 201 213 217
8H | 225 237 229 241 245|197 209 201 21.3 217
12H | 225 237 229 24.0 245|197 209 201 21.3 217
2H | 215 229 219 233 23.6 (191 205 195 208 21.2
3H | 229 241 233 245 249|206 21.8 210 222 226
4H | 23.2 243 237 247 251 [21.0 221 215 225 229

- 6H | 23.4 243 238 247 252 |21.3 222 217 (226 231
8H | 234 242 238 247 252 |21.3 222 218 226 231
12H | 23.4 241 239 246 251 |21.3 221 218 (226 23.0
4H | 234 243 239 247 252|215 224 220 228 233
6H | 23.6 243 241 (248 253 |21.8 225 223 230 235

8H

8H |23.6 243 241 (248 253|219 225 224 230 235

12H | 23.6 242 241 247 252|219 225 224 230 235

4H | 23.4 242 239 247 251 |21.6 22.3 221 22.8 233

12H 6H | 236 24.3 241 247 253|219 225 224 23.0 235

8H | 237 242 242 247 253|220 225 225 230 236

Corrected UGR values based on total output energy
SHR=1.0

Corrected UGR values based on total output lumens

SHR =1.0
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