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SPECTRUM PHOTOMETRY

IES INDOOR REPORT
PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] 102560753CRT-009

[TESTLAB] Intertek

[I[SSUEDATE] 09/19/2016

[UPDATE] 10/28/2016

[LAB-REF LUMCAT] CRT1609071034-005-2

[MANUFAC] Spectrum Lighting

[LUMCAT] SGE5LEDOS-30L-35K-EX-AR52240S-SG-SO

[LUMINAIRE] 5" DIAM. LED DOWNLIGHT SEMI-DIFFUSE CLEAR ANODIZED CONE
[OTHER] DEEP PROFILE

[OTHER] REGRESSED, INTEGRAL SOLITE GLASS LENS

[OTHER] 39.5 DEGREE BEAM ANGLE

[LAMP] N/A

[LAMPCAT] N/A

[OTHER] TOTAL LUMINAIRE WATTS IS APPROXIMATE

[OTHER] PHOTOMETRIC MEASUREMENTS TAKEN AT 120VAC
[OTHER] CCT OUTPUT MULTIPLIERS: 40K x 1.0, 30K x 1.0, 27K x 0.945
[OTHER] THIS REPORT UPDATED BY SPECTRUM LIGHTING

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2362

Total Luminaire Efficiency N.A.

Luminaire Efficacy Rating (LER) 86

Total Luminaire Watts 27.5

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 0.64

Spacing Criterion (90-270) 0.62

Spacing Criterion (Diagonal) 0.70

Basic Luminous Shape Circular
Luminous Length (0-180) 0.42 ft (Diameter)
Luminous Width (90-270) 0.42 ft (Diameter)
Luminous Height 0.00 ft

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg
45 12964 13008 12931
55 2328 2314 2179

65 0 0 0

75 0 0 0

85 0 0 0

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0.0 4279.5 42795 42795 42795 42795 42795 42795 42795 42795 4279.5
25 4249.9 4247.2 42485 42477 4243.6 42477 42485 4247.2 42499 4247.2
5.0 4127.3 41243 4127.1 4128.6 4124.3 4128.6 4127.1 4124.3 4127.3 41243
7.5 3896.1 3890.7 3892.8 3893.8 38929 3893.8 3892.8 3890.7 3896.1 3890.7

10.0 3569.7 3554.3 35535 35551 3558.5 3555.1 35535 3554.3 3569.7 3554.3
125 31776 3168.0 31634 31574 3168.3 31574 31634 3168.0 3177.6 3168.0
15.0 2793.1 27878 2777.8 27747 27713 27747 2777.8 2787.8 2793.1 2787.8
17.5 242477 24219 24148 24104 2410.8 24104 2414.8 24219 24247 24219
20.0 2116.6 21176 2116.0 2108.3 21024 2108.3 2116.0 2117.6 2116.6 2117.6
22.5 18716 1871.6 18695 1869.3 1864.1 1869.3 1869.5 1871.6 18716 1871.6
25.0 1622.8 16219 1617.3 16209 16150 16209 1617.3 16219 1622.8 1621.9
27.5 1350.5 13475 13435 1349.3 1352.2 1349.3 13435 13475 1350.5 13475
30.0 1068.6 1068.2 10715 10720 1074.8 1072.0 10715 1068.2 1068.6 1068.2
32.5 800.9 801.4 808.6 809.7 803.5 809.7 808.6 801.4 800.9 801.4
35.0 558.8 558.7 562.0 564.3 560.4 564.3 562.0 558.7 558.8 558.7
37.5 372.4 373.4 372.3 373.9 371.6 373.9 372.3 373.4 372.4 373.4
40.0 249.0 249.2 246.6 248.0 247.7 248.0 246.6 249.2 249.0 249.2
42.5 170.0 170.4 170.0 170.0 169.2 170.0 170.0 170.4 170.0 170.4
45.0 118.1 118.6 118.5 118.2 117.8 118.2 118.5 118.6 118.1 118.6
47.5 82.5 82.3 82.1 81.9 81.7 81.9 82.1 82.3 82.5 82.3
50.0 55.7 55.6 55.4 55.2 55.0 55.2 55.4 55.6 55.7 55.6
52.5 33.5 33.6 33.6 33.2 329 33.2 33.6 33.6 33.5 33.6
55.0 17.2 17.5 17.1 16.6 16.1 16.6 17.1 17.5 17.2 17.5

57.5 5.8 6.1 5.8 6.0 6.0 6.0 5.8 6.1 5.8 6.1
60.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
62.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
65.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
67.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
70.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
72.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
75.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
77.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
80.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
82.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
85.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
87.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Vert. Horizontal Angles
Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0
0.0 42795 42795 42795 42795 42795 42795 42795
2.5 42485  4247.7 4243.6 42477 42485 4247.2 4249.9
5.0 4127.1 4128.6 4124.3 4128.6 4127.1 41243 41273
7.5 3892.8 3893.8 38929 3893.8 3892.8 3890.7 3896.1

10.0 3553.5 3555.1 35585 3555.1 3553.5 3554.3 3569.7
125 3163.4 31574 3168.3 31574 31634 3168.0 3177.6
15.0 277718 27747 27713 27747 27778 2787.8 2793.1
175 2414.8 2410.4 2410.8 24104 24148 2421.9 24247
20.0 2116.0 2108.3 21024 2108.3 2116.0 2117.6 2116.6
22.5 1869.5 1869.3 1864.1 1869.3 1869.5 1871.6 1871.6
25.0 1617.3 1620.9 1615.0 16209 1617.3 1621.9 1622.8
27.5 13435 1349.3 1352.2 1349.3 13435 13475 1350.5
30.0 10715 1072.0 10748 10720 10715 1068.2 1068.6
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

CANDELA TABULATION - (Cont.)

32.5
35.0
37.5
40.0
42.5
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

808.6
562.0
372.3
246.6
170.0
118.5
82.1
55.4
33.6
17.1
5.8
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

809.7
564.3
373.9
248.0
170.0
118.2
81.9
55.2
33.2
16.6
6.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

803.5
560.4
371.6
247.7
169.2
117.8
81.7
55.0
329
16.1
6.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

809.7
564.3
373.9
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81.9
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33.2
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0.0
0.0
0.0
0.0
0.0
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0.0
0.0

808.6
562.0
372.3
246.6
170.0
118.5
82.1
55.4
33.6
17.1
5.8
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

801.4
558.7
373.4
249.2
170.4
118.6
82.3
55.6
33.6
17.5
6.1
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

800.9
558.8
372.4
249.0
170.0
118.1
82.5
55.7
33.5
17.2
5.8
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

1147.91
1877.74
224421
2361.69
2361.69
2361.69
1986.12
1096.3
1195.42
117.49
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
2361.69

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

375.57
772.34
729.83
366.46
99.12
18.37
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

48.60
79.50
95.00
100.00
100.00
100.00
84.10
46.40
50.60
5.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SGE5LEDOS-30L35KEX-AR52240SSGSO.IES

POLAR GRAPH

428

321

214

10

Maximum Candela = 4279.5 Located At Horizontal Angle = 0, Vertical Angle =0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)

# 2 - Vertical Plane Through Horizontal Angles (90 - 270)

# 3 - Vertical Plane Through Horizontal Angles (45 - 225)

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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