SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire

SGE10BX 80L 35K MD DO101 AR10BX SG WF
Nom. 10" Diam x 10" H, Open aperture, No lens

Test Number

SP-00683_4

Test Date

The results contained in this report pertain only to this IES file.
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SPECTRUM
LIGHTING INC.

Summary of Results

Power
Input Watts 60 W

Lumen Output

Spacing Criterion

Two luminaires, plane 0° 0.64
Two luminaires, plane 90° 0.65

Four luminaires 0.65

Output Lumens

Efficacy

Luminous Dimensions

6504 Full Beam Angle

108.4 Im/W

0° - 180° 40°

0° - 180° Size
90° - 270° Size

Height

Keyword
TEST
TESTLAB
MANUFAC
ISSUEDATE
UPDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
OTHER
OTHER
LAMPCAT
LAMP
OTHER
OTHER
OTHER
OTHER
_CCTMULT
_LAMPMULT

_CRI

SGE10BX 80L 35K MD DO101 AR10BX SG

WF

90° - 270° 41°
-0.8
-0.8
0

IES File Header Contents

Value

SP-00683_4

Spectrum Lighting Photometric Lab, VLS-245-981
Spectrum Lighting

6/7/2018

9/24/2019

SGE10BX 80L 35K MD DO101 AR10BX SG WF
Nom. 10" Diam x 10" H, Open aperture, No lens
Semi-diffuse clear anodized alum. reflector trim
Deep regressed retrofit high output LED downlight
BX Series, Medium Beam

40.6 Beam Angle

N/A

N/A, Bridgelux Vero 29

Dimmable driver tested at 100% output

Tested CCT: 3500K

Total luminaire wattage is approximate

This report prepared by Spectrum Lighting

27K x 0.932, 30K x 1.00, 40K x 1.01

60L x 0.76, 70L x 0.86

80
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SPECTRUM
LIGHTING INC.

Candela Polar Plot
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150° 150°
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1009 100° | 22.5°-202.5°
45°0-225°
90° 90° 67.5°-247.5° ~
90°-270°
800 800 -
112.5°-292.5°
70° 70° 135°-315°
6000 cd 157.5°-337.5°
60° 7000 cd 60°
8000 cd
50° 9000 cd 5Q°
40° 40°
30°
20°
Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 1,155.94 17.77% 90.00° - 100.00° 0.12 0.00%
10.00° - 20.00° 2,467.78 37.94% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 1,914.68 29.44% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 864.33 13.29% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 96.02 1.48% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 1.64 0.03% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 1.15 0.02% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 1.12 0.02% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 1.08 0.02% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 6,503.73 100.00% 0.00° - 180.00° 6,503.85 100.00%

SGE10BX 80L 35K MD DO101 AR10BX SG

WF
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0.00°
2.50°
5.00°
7.50°
10.00°
12.50°
15.00°
17.50°
20.00°
22.50°
25.00°
27.50°
30.00°
32.50°
35.00°
37.50°
40.00°
42.50°
45.00°
47.50°
50.00°
52.50°
55.00°
57.50°
60.00°
62.50°
65.00°
67.50°
70.00°
72.50°
75.00°
77.50°
80.00°
82.50°
85.00°
87.50°
90.00°
92.50°
95.00°
97.50°
100.00°
102.50°
105.00°
107.50°
110.00°
112.50°

0.00°
12,691.28
12,602.23
12,264.52
11,787.99
11,004.20
10,074.29
8,884.61
7,588.33
6,291.78
4,995.12
4,011.80
3,117.40
2,432.63
1,796.93
1,295.72
819.13
466.66
131.66
55.86
5.20
2.31
213
2.08
2.04
1.42
0.84
1.07
1.26
1.23
1.15
0.98
1.01
0.91
0.80
0.99
0.78
0.98
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

22.50°
12,691.28
12,602.22
12,305.03
11,826.69
11,062.66
10,140.88
9,000.71
7,757.51
6,390.58
5,173.48
4,115.03
3,232.00
2,510.49
1,887.52
1,343.37
882.28
479.65
226.33
63.80
5.93
272
1.77
1.84
143
0.85
0.84
1.02
0.87
0.64
1.05
1.26
1.13
0.95
0.78
0.88
1.29
0.92
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

45.00°
12,691.28
12,634.31
12,238.87
11,785.14
10,951.71
10,070.05
8,850.99
7,602.06
6,270.38
4,934.67
4,004.66
3,085.86
2,414.43
1,753.45
1,272.40
803.10
458.34
146.04
69.09
3.97
2.83
1.89
1.87
1.77
1.40
1.08
0.95
0.98
1.33
1.36
1.13
0.85
0.85
0.97
0.72
0.65
0.80
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

67.50°
12,691.28
12,651.06
12,317.75
11,894.28
11,124.94
10,263.52
9,107.60
7,896.26
6,537.44
5,267.36
4,196.61
3,247.06
2,533.38
1,886.58
1,351.55
881.79
507.63
232.50
83.06
4.03
262
1.90
1.87
1.57
1.05
1.02
1.35
1.46
1.43
1.02
0.70
0.98
1.37
1.38
1.27
0.98
0.83
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

90.00°
12,691.28
12,646.50
12,291.94
11,854.53
11,058.49
10,181.73
8,985.36
7,733.11
6,429.45
5,119.19
4,124.44
3,158.05
2,472.53
1,801.02
1,319.41
842.54
486.24
145.14
71.89
4.74
3.31
2,04
1.91
1.75
1.43
1.17
1.18
1.14
0.98
0.97
1.11
076
0.96
1.12
045
077
0.63
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

112.50°
12,691.28
12,618.71
12,317.30
11,836.64
11,087.83
10,154.52
8,996.70
7,705.50
6,421.74
5,141.78
4,115.69
3,201.72
2,497.19
1,870.67
1,353.74
871.42
503.03
164.05
62.75
10.20
2.50
2.03
1.70
1.39
1.15
0.93
1.26
1.58
1.39
1.29
1.38
1.07
0.83
0.89
0.93
0.93
0.91
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

Candela Distribution

135.00°
12,691.28
12,630.10
12,382.79
11,905.23
11,175.11
10,241.42
9,113.55
7,856.54
6,490.91
5,283.62
4,191.87
3,324.41
2,600.67
1,984.00
1,426.41
951.38
515.32
253.33
62.18
9.14
3.21
1.88
1.87
1.68
1.43
1.38
1.35
1.09
0.82
0.68
0.60
0.60
0.85
1.24
1.28
1.39
0.68
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
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157.50°
12,691.28
12,650.13
12,308.45
11,866.64
11,053.90
10,141.28
8,937.96
7,672.02
6,374.63
5,072.03
4,109.04
3,188.42
2,520.76
1,873.90
1,371.08
874.98
506.02
145.76
73.16
4.60
3.27
2.04
1.74
1.48
1.48
1.44
1.20
1.07
1.31
1.40
1.32
0.81
0.74
1.00
1.18
1.28
0.99
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

180.00°
12,691.28
12,648.92
12,404.45
11,964.58
11,258.77
10,364.21
9,246.74
8,009.33
6,647.04
5,403.89
4,268.64
3,354.12
2,615.73
1,991.51
1,446.26
976.46
551.74
273.38
71.29
6.65
3.07
1.88
1.58
1.27
0.94
0.90
0.92
1.00
1.09
1.21
1.24
1.12
1.06
1.53
1.22
1.256
0.75
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

202.50°
12,691.28
12,651.02
12,359.30
11,947.37
11,218.50
10,362.20
9,190.98
7,913.74
6,592.98
5,259.90
4,223.65
3,255.02
2,548.32
1,888.07
1,397.28
929.42
541.60
161.15
75.30
5.91
3.33
1.99
1.68
1.38
1.16
0.94
0.92
0.93
1.14
1.12
0.79
0.84
1.00
1.1
0.92
0.75
0.94
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

225.00°
12,691.28
12,695.03
12,442.22
12,090.48
11,375.21
10,547.86
9,382.23
8,153.67
6,763.48
5,462.65
4,356.03
3,378.44
2,640.39
1,992.10
1,489.37
1,016.27
584.72
268.52
94.57
4.07
2.99
224
1.80
1.40
1.03
0.93
1.02
1.07
1.10
1.09
1.13
1.35
1.21
1.06
0.88
1.18
0.80
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

SPECTRUM
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247.50°
12,691.28
12,694.13
12,376.80
12,008.87
11,214.93
10,370.71
9,134.54
7,868.60
6,499.01
5,125.19
4,156.37
3,198.23
2,522.74
1,860.78
1,403.61
950.43
534.34
160.70
75.49
3.94
2.46
1.33
1.60
1.80
1.74
1.59
1.15
0.86
0.84
0.87
0.95
0.94
0.74
0.65
1.1
0.76
1.69
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

270.00°
12,691.28
12,669.85
12,397.30
11,993.19
11,253.22
10,381.90
9,226.76
7,984.96
6,583.14
5,310.05
4,244.62
3,325.05
2,608.89
1,977.15
1,449.03
967.94
537.02
245.04
81.91
6.65
3.23
1.82
1.84
1.62
1.25
1.07
1.00
0.96
0.94
0.99
1.09
1.30
0.78
1.09
1.34
1.22
0.85
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

292.50°
12,691.28
12,614.01
12,371.17
11,901.25
11,208.99
10,286.16
9,167.10
7,896.28
6,513.36
5,282.18
4,149.44
3,276.36
2,548.41
1,943.56
1,398.56
928.96
490.49
238.07
50.12
6.14
4.17
274
1.44
1.24
1.256
1.25
1.256
1.05
0.84
0.72
0.88
1.37
1.07
0.96
0.99
0.99
0.53
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

315.00°
12,691.28
12,599.62
12,294.35
11,838.93
11,098.04
10,185.40
9,020.34
7,722.77
6,415.63
5,104.21
4,083.19
3,171.98
2,471.70
1,839.14
1,327.69
848.06
477.32
129.38
46.91
8.29
3.46
2.68
1.82
0.95
1.29
1.68
1.95
212
1.35
0.90
1.04
1.04
0.91
0.68
0.74
1.14
0.78
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

33
12,¢
12,¢
12,
11.¢
11,1
10,
9,1¢
7,9(
6,5
5,2¢
4,1¢
3,20
2,5¢
1,9
1,3¢
915

219
67.¢
3.5
2.4¢
1.7¢
1.3¢
1.2
1.2
1.1¢
1.0¢
1.07
1.1
1.3
1.5°
1.6
1.2
1.0(
0.9¢
0.9
0.8¢
0.0(
0.0(
0.0(
0.0(
0.0(
0.0(
0.0(
0.0(
0.0(
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pfc | 20%

80%

70%

7,743
7,430
7,123
6,827
6,545
6,277
6,022
5,781
5,554
5,340
5,139

°
2]
(2]

°
3

RCR

©W 0 N O g b~ W N =~ O

(=
o

20%

80%

50%

7,743
7,270
6,846
6,465
6,122
5,809
5,524
5,262
5,021
4,799
4,594

SPECTRUM
LIGHTING INC.

Coefficients of Utilization — Zonal Cavity Method

20% 20%

80% 80%

30% 10%

7,743 7,743
7,127 6,998
6,617 6,425
6,185 5,962
5,812 5,575
5,483 5,242
5,189 4,949
4,925 4,689
4,686 4,455
4,468 4,244
4,268 4,051

Values are lumens delivered to the workplane.

20%

70%

70%

7,563
7,272
6,984
6,704
6,436
6,179
5,934
5,702
5,483
5,276
5,080

Cone of Light

Mtg Height

55 ft
6.5 ft
7.5 ft
8.0 ft
10.0 ft
12.0 ft
14.0 ft
16.0 ft
20.0 ft
24.0 ft
28.0 ft

Light Level

419.5 fc
300.4 fc
225.6 fc
198.3 fc
126.9 fc
88.1 fc
64.8 fc
49.6 fc
31.7 fc
22.0fc
16.2 fc

20% 20%
70% 70%
50% 30%
7,563 7,563
7,131 7,003
6,736 6,529
6,378 6,121
6,050 5,764
5,751 5,446
5,475 5,161
5,221 4,903
4,987 4,668
4,770 4,453
4,569 4,256

Beam
Diameter

4.1 1t
4.8 ft
5.5 ft
5.9 ft
7.4 ft
8.9 ft
10.3 ft
11.8 ft
14.8 ft
17.7 ft
20.7 ft

20%

70%

10%

7,563
6,887
6,353
5,915
5,542
5,219
4,933
4,677
4,446
4,237
4,046

SGE10BX 80L 35K MD DO101 AR10BX SG

WF

20%

50%

50%

7,226
6,870
6,530
6,212
5,916
5,640
5,383
5,144
4,921
4,713
4,520

20% 20% |20%

50% 50% |30%

30% 10% |50%

7,226 7,226 (6,919
6,768 6,676 |6,630
6,361 6,215 |6,339
5,998 5,822 (6,059
5,672 5,478 |5,791
5,376 5,174 |5,537
5,107 4,900 (5,297
4,860 4,654 |5,071
4,634 4,429 | 4,859
4,425 4,224 |4,660
4,233 4,035 (4,473

20% 20% |20%
30% 30% |10%
30% 10% |50%

20%
10%
30%

6,919 6,919 (6,636 6,636
6,551 6,478 (6,409 6,348
6,203 6,083 (6,163 6,054
5,881 5,732 (5,917 5,770
5,584 5,416 (5,675 5,500
5,309 5,129 (5,441 5,244
5,054 4,869 (5,216 5,004
4,819 4,630 |5,003 4,779
4,600 4,412 |4,801 4,568
4,398 4,210 |4,610 4,372
4,211 4,025 |4,430 4,189

20% 0%
10% |0%
10% |30%
6,636 | 6,504
6,291 16,223
5,957 | 5,937
5,645 | 5,662
5,355 | 5,399
5,086 |5,152
4,838 4,919
4,607 4,701
4,394 14,497
4,197 4,307
4,015 4,129

Average Luminaire Luminance [cd/m?]

0.00°
45.00°
55.00°
65.00°
75.00°

85.00°

0.00° 45.00°
271,773 271,773
1,692 2,092
78 70
54 48
81 93
243 177

90.00°
271,773
2,177
71
60
92
111

© Spectrum Lighting
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UGR CIE 190:2010

SPECTRUM
LIGHTING INC.

ooeiling | 97 07 05 05 03|07 07 05 05 03
reﬂ:‘é‘;‘:nce 05 03 05 03 03|05 03 05 03 03
reﬂ': ':‘t';‘;ce 02 02 02 02 02|02 02 02 02 02
dirr?e?‘nc;rir:)ns Viewed crosswise Viewed endwise
2H |-207 -19.8 203 -195 -19.1 |-198 -19.0 -195 -186 -18.3
3H |-183 -17.5 -17.9 -171 -168 |-178 -17.0 -17.4 -167 -16.3
4H |-166 159 -162 -155 -15.1 |-164 -157 -16.0 -153 -14.9
T 6H | 149 | 142 | 145 | 138 | 135 | 150 | 143 | 146 | 140 | 136
8H |-142 -136 -13.8 -132 -12.8 |-141 -134 -136 -13.0 -12.6
12H | -132 -12.6 -127 -122 -1.8 |-129 -123 -125 -11.9 -115
2H |-195 188 -19.1 -184 -18.0 |-194 -186 -19.0 -18.3 -17.9
3H |-170 -164 -166 -16.0 -156|-17.0 -16.4 -16.6 -16.0 -15.6
4H |-149 144 -145 -140 -135|-152 -147 -148 -14.3 -13.8
M Ten |31 | 126 | 126 | 122 | 417 | 137 | 133 | 132 | 128 | 122
8H |-124 120 -11.9 -11.5 1.0 |-127 -123 -12.2 -11.8 -114
12H [-11.3 -11.0 -108 -105 -10.0|-11.4 -11.0 -109 -10.6 -10.1
4H |-144 140 -139 -135 -13.0 |-147 -143 -142 -139 -13.4
6H |-123 -120 -11.8 -11.5 -11.0 |-13.0 -126 -12.4 -121 -116
o 8H |-11.4 -111 -108 -106 -10.1|-11.8 -11.5 -113 -11.0 -10.5
12H |-101 -98 -95 93 -87 |-102 -100 -97 95 -89
4H |-142 139 -13.7 -134 -12.9 |-146 -142 -141 -137 -13.3
12H  6H |-121 -118 -115 -11.3 -10.8 |-126 -123 -12.1 -11.8 -11.3
8H |-11.1 -10.8 -105 -103 97 |-11.3 -111 -10.8 -106 -10.0

Corrected UGR values based on total output lumens

SHR=1.0
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