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Indoor Distribution Test Report

Spectrum Lighting Inc.
994 Jefferson Street
Fall River, MA 02721

+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
SGE10BX 80L 35K MD DO101 AR10BX MW WF
Nom. 10" Diam x 10" H, Open aperture, No lens

Test Number
SP-00683

Test Date

The results contained in this report pertain only to this IES file.
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Summary of Results

IES File Header Contents

Keyword Value

TEST SP-00683

TESTLAB Spectrum Lighting Photometric Lab, VLS-245-981

MANUFAC Spectrum Lighting

ISSUEDATE 6/7/2018

UPDATE 9/24/2019

LUMCAT SGE10BX 80L 35K MD DO101 AR10BX MW WF

LUMINAIRE Nom. 10" Diam x 10" H, Open aperture, No lens

OTHER Matte White reflector trim

OTHER Deep regressed retrofit high output LED downlight

OTHER BX Series, Medium Beam

OTHER 39.9 Beam Angle

LAMPCAT N/A

LAMP N/A, Bridgelux Vero 29

OTHER Dimmable driver tested at 100% output

OTHER Tested CCT: 3500K

OTHER Total luminaire wattage is approximate

OTHER This report prepared by Spectrum Lighting

_CCTMULT 27K x 0.932, 30K x 1.00, 40K x 1.01

_LAMPMULT 60L x 0.76, 70L x 0.86

_CRI 80

Power

Input Watts 60 W

Lumen Output

Output Lumens 6595

Efficacy 109.91 lm/W

Luminous Dimensions

0° - 180° Size -0.8

90° - 270° Size -0.8

Height 0

Spacing Criterion

Two luminaires, plane 0° 0.64

Two luminaires, plane 90° 0.65

Four luminaires 0.64

Full Beam Angle

0° - 180° 40°

90° - 270° 40°
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Candela Polar Plot

0° 10°
20°

30°
40°

50°

60°

70°

80°

90°

100°

110°

120°

130°

140°
150°

160°
170°180°170°

160°
150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°
30°

20°
10° 0°

1000 cd
2000 cd
3000 cd
4000 cd
5000 cd
6000 cd
7000 cd
8000 cd
9000 cd
10000 cd
11000 cd
12000 cd
13000 cd
14000 cd

0°-180°

112.5°-292.5°

135°-315°

157.5°-337.5°

22.5°-202.5°

45°-225°

67.5°-247.5°

90°-270°

Zonal Lumen Summary

Zone Lumens % Fixture

0.00° - 10.00° 1,178.60 17.87%

10.00° - 20.00° 2,484.03 37.67%

20.00° - 30.00° 1,940.45 29.42%

30.00° - 40.00° 884.97 13.42%

40.00° - 50.00° 101.05 1.53%

50.00° - 60.00° 1.87 0.03%

60.00° - 70.00° 1.25 0.02%

70.00° - 80.00° 1.19 0.02%

80.00° - 90.00° 1.09 0.02%

0.00° - 90.00° 6,594.51 100.00%

Zone Lumens % Fixture

90.00° - 100.00° 0.08 0.00%

100.00° - 110.00° 0.00 0.00%

100.00° - 120.00° 0.00 0.00%

120.00° - 130.00° 0.00 0.00%

130.00° - 140.00° 0.00 0.00%

140.00° - 150.00° 0.00 0.00%

150.00° - 160.00° 0.00 0.00%

160.00° - 170.00° 0.00 0.00%

170.00° - 180.00° 0.00 0.00%

0.00° - 180.00° 6,594.59 100.00%
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 33

0.00° 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,031.12 13,0

2.50° 13,037.39 12,936.96 13,017.62 12,917.46 12,939.68 12,887.79 12,934.55 12,865.17 12,918.18 12,846.14 12,934.97 12,900.45 12,965.46 12,933.68 13,010.41 12,9

5.00° 12,655.40 12,742.68 12,647.42 12,723.28 12,610.52 12,625.67 12,549.66 12,589.56 12,506.10 12,545.36 12,523.18 12,669.05 12,618.29 12,743.69 12,643.57 12,7

7.50° 12,251.37 12,142.89 12,218.41 12,078.16 12,104.99 12,008.02 12,077.14 11,971.02 12,041.64 11,955.12 12,093.15 12,043.00 12,144.09 12,139.21 12,229.01 12,1

10.00° 11,351.35 11,439.75 11,339.12 11,409.31 11,293.42 11,293.58 11,211.18 11,251.13 11,175.59 11,229.22 11,213.98 11,351.53 11,325.59 11,476.19 11,366.44 11,4

12.50° 10,437.41 10,362.62 10,402.93 10,318.69 10,335.58 10,238.92 10,274.18 10,182.36 10,256.26 10,193.22 10,322.33 10,292.92 10,383.35 10,401.56 10,464.43 10,3

15.00° 9,135.35 9,209.88 9,145.49 9,216.15 9,155.53 9,120.48 9,075.58 9,054.42 9,035.74 9,067.65 9,087.13 9,183.54 9,181.59 9,286.80 9,177.26 9,23

17.50° 7,830.71 7,860.23 7,871.38 7,876.98 7,910.60 7,817.05 7,846.41 7,758.12 7,797.65 7,764.84 7,847.34 7,852.17 7,902.56 7,919.14 7,871.52 7,86

20.00° 6,479.34 6,480.30 6,524.05 6,544.70 6,580.33 6,538.25 6,524.82 6,485.79 6,480.36 6,486.83 6,524.06 6,544.66 6,580.43 6,537.06 6,525.18 6,47

22.50° 5,159.17 5,292.70 5,247.98 5,340.04 5,359.64 5,319.34 5,289.05 5,271.74 5,227.98 5,250.95 5,228.05 5,322.92 5,247.66 5,336.72 5,185.43 5,27

25.00° 4,165.96 4,126.91 4,229.37 4,166.62 4,264.12 4,216.56 4,274.13 4,185.45 4,210.25 4,164.15 4,231.76 4,199.05 4,263.60 4,145.48 4,192.19 4,07

27.50° 3,212.79 3,340.90 3,291.43 3,339.87 3,335.57 3,357.53 3,354.16 3,362.84 3,274.70 3,299.09 3,270.99 3,364.94 3,347.50 3,345.58 3,216.62 3,28

30.00° 2,557.51 2,582.13 2,593.30 2,539.87 2,575.19 2,581.12 2,640.86 2,612.07 2,583.62 2,541.21 2,574.83 2,592.25 2,632.15 2,554.87 2,543.33 2,50

32.50° 1,926.42 2,003.59 1,946.90 1,940.59 1,928.06 1,953.11 1,988.36 1,988.30 1,940.38 1,921.40 1,906.81 1,971.85 1,946.31 1,964.97 1,884.81 1,93

35.00° 1,428.81 1,431.69 1,431.51 1,363.41 1,380.10 1,387.71 1,448.88 1,425.84 1,418.38 1,374.25 1,394.23 1,400.24 1,422.83 1,385.34 1,382.10 1,37

37.50° 949.42 980.13 949.03 908.99 902.60 919.21 956.74 958.22 934.18 908.38 904.85 932.93 916.75 925.77 893.45 928

40.00° 550.43 535.18 537.14 489.87 479.46 520.86 541.48 557.42 531.11 520.95 517.95 527.92 539.94 490.14 506.48 499

42.50° 212.99 273.98 222.80 227.44 217.43 217.83 237.40 246.06 222.10 210.93 192.27 236.77 171.67 241.19 166.08 245

45.00° 94.08 29.04 87.33 20.20 63.04 42.16 89.37 60.44 88.31 50.16 84.20 46.91 82.70 26.48 76.66 26.0

47.50° 5.05 15.40 3.60 9.99 5.03 16.70 6.88 23.02 5.28 17.44 3.06 18.79 2.86 13.62 3.81 13.1

50.00° 3.45 3.05 2.76 2.34 2.54 3.42 4.17 3.85 3.58 3.27 2.33 2.37 2.51 2.87 2.61 2.53

52.50° 2.30 2.30 2.07 2.38 1.58 2.83 2.73 3.37 2.48 3.14 2.10 2.10 2.16 1.69 1.65 2.18

55.00° 2.27 1.64 1.57 2.33 1.38 2.22 2.66 2.60 2.19 2.46 3.12 1.91 2.11 0.79 1.58 1.89

57.50° 2.17 1.53 1.35 2.09 1.14 1.59 2.27 1.57 2.03 1.44 3.52 1.81 2.04 0.85 1.48 1.84

60.00° 1.91 1.44 1.46 1.80 0.89 1.23 1.59 1.06 2.03 1.04 2.62 1.54 1.79 1.02 1.30 1.73

62.50° 1.59 1.39 1.58 1.42 1.09 1.09 1.36 0.97 1.94 0.99 1.77 1.07 1.53 1.52 1.14 1.42

65.00° 1.20 1.38 1.70 1.14 1.46 1.06 1.50 1.07 1.75 0.96 1.05 0.77 1.21 1.75 1.01 1.10

67.50° 1.23 1.47 1.56 1.03 1.23 1.10 1.37 1.31 1.42 0.94 0.76 0.64 0.94 1.32 0.96 0.78

70.00° 1.79 1.57 1.24 1.15 0.89 1.11 1.08 1.13 0.98 0.96 1.10 0.90 0.91 1.03 1.02 0.85

72.50° 1.51 1.69 1.01 1.44 1.04 1.09 1.09 0.76 0.96 0.99 1.36 1.43 0.91 0.87 0.94 1.36

75.00° 0.94 1.36 0.85 1.33 1.25 1.12 1.17 0.95 1.11 0.89 1.57 1.43 0.93 1.12 0.81 1.32

77.50° 1.09 1.29 0.81 1.18 1.49 1.12 1.15 1.15 1.16 1.04 1.08 1.27 0.87 1.21 0.98 1.14

80.00° 0.99 1.87 0.80 1.03 1.23 1.06 1.10 1.29 0.99 1.48 0.66 0.95 0.95 0.93 1.38 0.91

82.50° 1.01 0.88 1.06 0.97 0.95 1.19 1.13 0.92 1.06 1.15 0.59 0.79 1.39 1.13 1.22 0.90

85.00° 0.99 0.88 0.95 1.11 0.90 1.10 1.12 0.56 1.54 1.56 1.02 0.75 0.82 0.64 1.10 1.48

87.50° 1.13 1.02 0.65 1.02 1.13 1.04 0.99 0.96 1.25 1.29 0.78 1.64 0.83 1.19 1.47 1.17

90.00° 0.00 0.00 0.00 0.00 0.00 1.56 1.19 0.89 1.13 0.71 1.18 1.38 1.09 0.00 0.00 0.00

92.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

97.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

100.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

102.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

105.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

107.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

110.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

112.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Coefficients of Utilization – Zonal Cavity Method

Values are lumens delivered to the workplane.

ρfc 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 0%

ρcc 80% 80% 80% 80% 70% 70% 70% 70% 50% 50% 50% 30% 30% 30% 10% 10% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 30%

0 7,851 7,851 7,851 7,851 7,668 7,668 7,668 7,668 7,327 7,327 7,327 7,015 7,015 7,015 6,729 6,729 6,729 6,595

1 7,533 7,371 7,226 7,095 7,374 7,230 7,100 6,982 6,965 6,862 6,768 6,722 6,642 6,567 6,498 6,436 6,379 6,309

2 7,222 6,941 6,708 6,513 7,081 6,829 6,619 6,441 6,620 6,448 6,301 6,427 6,288 6,167 6,248 6,138 6,039 6,019

3 6,922 6,554 6,270 6,044 6,797 6,465 6,205 5,995 6,297 6,080 5,901 6,142 5,961 5,810 5,998 5,849 5,722 5,739

4 6,635 6,205 5,891 5,650 6,524 6,133 5,842 5,617 5,997 5,749 5,552 5,870 5,659 5,489 5,752 5,574 5,428 5,473

RCR 5 6,363 5,888 5,557 5,312 6,263 5,829 5,520 5,289 5,716 5,448 5,243 5,612 5,380 5,198 5,514 5,315 5,155 5,221

6 6,104 5,598 5,259 5,015 6,015 5,549 5,230 4,999 5,456 5,175 4,966 5,368 5,122 4,934 5,287 5,071 4,902 4,985

7 5,860 5,333 4,991 4,751 5,780 5,291 4,969 4,739 5,213 4,925 4,715 5,139 4,883 4,692 5,070 4,842 4,668 4,764

8 5,629 5,088 4,748 4,514 5,557 5,053 4,730 4,505 4,987 4,695 4,487 4,924 4,661 4,470 4,865 4,629 4,452 4,557

9 5,412 4,863 4,527 4,300 5,347 4,833 4,512 4,293 4,776 4,484 4,279 4,722 4,456 4,266 4,671 4,430 4,253 4,364

10 5,208 4,655 4,324 4,104 5,149 4,629 4,312 4,099 4,580 4,289 4,088 4,533 4,266 4,078 4,489 4,244 4,068 4,184

Cone of Light

Mtg Height Light Level Beam
Diameter

5.5 ft 430.8 fc 4.0 ft

6.5 ft 308.4 fc 4.7 ft

7.5 ft 231.7 fc 5.4 ft

8.0 ft 203.6 fc 5.8 ft

10.0 ft 130.3 fc 7.3 ft

12.0 ft 90.5 fc 8.7 ft

14.0 ft 66.5 fc 10.2 ft

16.0 ft 50.9 fc 11.6 ft

20.0 ft 32.6 fc 14.5 ft

24.0 ft 22.6 fc 17.4 ft

28.0 ft 16.6 fc 20.3 ft

Average Luminaire Luminance [cd/m²]

0.00° 45.00° 90.00°

0.00° 279,050 279,050 279,050

45.00° 2,849 2,645 1,909

55.00° 85 59 51

65.00° 61 86 74

75.00° 78 70 104

85.00° 242 233 221
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UGR CIE 190:2010

Ceiling
reflectance 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3

Wall
reflectance 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Plane
reflectance 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

Room
dimensions Viewed crosswise Viewed endwise

2H

2H -19.2 -18.3 -18.9 -18.0 -17.7 -19.6 -18.7 -19.3 -18.4 -18.1

3H -16.9 -16.1 -16.5 -15.8 -15.4 -18.1 -17.3 -17.7 -17.0 -16.6

4H -15.5 -14.8 -15.1 -14.5 -14.1 -16.5 -15.8 -16.1 -15.4 -15.0

6H -14.1 -13.4 -13.7 -13.1 -12.7 -14.6 -13.9 -14.2 -13.5 -13.2

8H -13.4 -12.7 -12.9 -12.3 -11.9 -13.5 -12.9 -13.1 -12.5 -12.1

12H -12.4 -11.8 -12.0 -11.4 -11.0 -12.6 -12.0 -12.2 -11.6 -11.2

4H

2H -18.6 -17.9 -18.2 -17.6 -17.2 -19.1 -18.3 -18.7 -18.0 -17.6

3H -16.0 -15.4 -15.6 -15.0 -14.6 -17.0 -16.4 -16.6 -16.0 -15.6

4H -14.3 -13.8 -13.9 -13.4 -12.9 -15.1 -14.6 -14.6 -14.1 -13.7

6H -12.5 -12.1 -12.1 -11.6 -11.2 -13.1 -12.7 -12.6 -12.2 -11.7

8H -11.7 -11.3 -11.3 -10.9 -10.4 -12.0 -11.6 -11.5 -11.1 -10.7

12H -10.7 -10.3 -10.2 -9.8 -9.3 -11.0 -10.6 -10.5 -10.1 -9.7

8H

4H -14.0 -13.6 -13.5 -13.1 -12.6 -14.4 -14.0 -13.9 -13.5 -13.0

6H -11.7 -11.4 -11.2 -10.9 -10.4 -12.3 -11.9 -11.8 -11.4 -11.0

8H -10.7 -10.5 -10.2 -9.9 -9.4 -11.0 -10.7 -10.5 -10.2 -9.7

12H -9.3 -9.1 -8.8 -8.6 -8.0 -9.8 -9.5 -9.2 -9.0 -8.4

12H

4H -13.8 -13.5 -13.3 -13.0 -12.5 -14.2 -13.9 -13.7 -13.4 -12.9

6H -11.5 -11.2 -10.9 -10.7 -10.1 -12.0 -11.8 -11.5 -11.3 -10.7

8H -10.3 -10.1 -9.8 -9.6 -9.0 -10.7 -10.4 -10.2 -9.9 -9.3

Corrected UGR values based on total output lumens

SHR = 1.0
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