SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire

SGECS4FX 10L 35HK XX AR4FX80 FO MW
Nom 4" diam Chicago Plenum downlight, Fusion Optix lens, Matte white finish

Test Number
SP-01177_M-10L

Test Date
6/16/2020

The results contained in this report pertain only to this IES file.
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Summary of Results

SPECTRUM
LIGHTING INC.

Power Spacing Criterion
Input Watts 8.1W Two luminaires, plane 0° 1.1
Lumen Outth Two luminaires, plane 90° 1.1
Four luminaires 1.15
Output Lumens 746 Full Beam Anglg
Efficacy 92.16 Im/W
Luminous Dimensions 0°-180° 8
90° - 270° 82°
0° - 180° Size -0.3
90° - 270° Size -0.3
Height 0
IES File Header Contents
Keyword Value
TEST SP-01177_M-10L
TESTLAB = Spectrum Lighting Photometric Lab, VLS-245-981
MANUFAC = Spectrum Lighting
TESTDATE = 6/16/2020
ISSUEDATE = 7/20/2020
LUMCAT = SGECS4FX 10L 35HK XX AR4FX80 FO MW
LUMINAIRE = Nom 4" diam Chicago Plenum downlight, Fusion Optix lens, Matte white finish
OTHER = Beam angle: 81.6 deg
LAMPCAT = N/A
LAMP | N/A, 90CRI/35HK
OTHER  Total luminaire wattage is approximate
OTHER = CCT Output Multipliers: 27HK x 0.93, 30HK x 0.97, 35HK x 1.0, 40HK x 1.02
OTHER  This report prepared by Spectrum Lighting, scaled from 20L, 27HK
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Candela Polar Plot
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Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 41.22 5.51% 90.00° - 100.00° 0.78 0.10%
10.00° - 20.00° 110.38 14.77% 100.00° - 110.00° 0.72 0.10%
20.00° - 30.00° 155.83 20.85% 100.00° - 120.00° 1.39 0.19%
30.00° - 40.00° 162.49 21.74% 120.00° - 130.00° 0.58 0.08%
40.00° - 50.00° 132.74 17.76% 130.00° - 140.00° 0.55 0.07%
50.00° - 60.00° 82.82 11.08% 140.00° - 150.00° 0.39 0.05%
60.00° - 70.00° 38.21 5.11% 150.00° - 160.00° 0.31 0.04%
70.00° - 80.00° 16.02 2.14% 160.00° - 170.00° 0.19 0.03%
80.00° - 90.00° 3.53 0.47% 170.00° - 180.00° 0.07 0.01%
0.00° - 90.00° 743.24 99.43% 0.00° - 180.00° 747.51 100.00%
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Candela Distribution
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Mtg Height

551t
6.5 ft
7.5 ft
8.0 ft
10.0 ft
12.0 ft
14.0 ft
16.0 ft
20.0 ft
24.0 ft
28.0 ft

20%
80%
70%
889
831
771
715
664
618
576
538
505
474
447

Cone of Light

20%
80%
50%
889
803
722
650
589
536
490
450
415
384
357

Coefficients of Utilization — Zonal Cavity Method

20%
80%
30%
889
778
681
600
534
478
432
392
358
329
304

Values are lumens delivered to the workplane.

20%
80%
10%
889
755
647
561
492
436
390
352
319
292
268

Light Level

13.9 fc

9.9fc
7.5fc
6.6 fc
4.2fc
2.9fc
2.1 fc
1.6 fc
1.0fc
0.7 fc
0.5 fc

20%
70%
70%
868
811
752
698
648
603
563
526
494
464
437

20%
70%
50%
868
786
708
639
579
528
483
444
410
380
353

Beam

20%
70%
30%
868
763
670
593
528
474
428
389
356
327
302

Diameter

951t
1.2 ft

12.9 ft

13.8 ft

17.2 ft

20.7 ft

241 ft

27.6 ft

34.5ft

41.4 ft

48.3 ft

20%
70%
10%
868
743
639
555
488
434
388
350
318
291
267
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20%
50%
50%
828
754
682
617
561
512
470
433
400
371
346

20%
50%
30%
828
736
650
578
517
465
421
384
351
323
299

20%
50%
10%
828
719
624
546
482
429
385
348
316
289
266

20%
30%
50%
792
725
658
597
544
498
458
422
391
364
339

20%
30%
30%
792
710
632
564
506
457
415
378
347
320
296

20%
30%
10%
792
696
609
536
475
424
382
345
314
288
265
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20%
10%
50%
759
698
635
579
529
485
446
412
383
356
333

20%
10%
30%
759
686
614
551
496
449
408
373
343
316
293

20%
10%
10%
759
675
595
527
469
420
378
343
313
287
264

0%
0%
30%
743
672
601
539
486
440
400
366
336
31
288

Average Luminaire Luminance [cd/m?]

0.00°
45.00°
55.00°
65.00°
75.00°

85.00°

0.00°

63,922

37,122

24,404

13,250

8,891

4,798

45.00°
63,922
37,122
24,404
13,250
8,891

4,798

90.00°

63,922

37,122

24,404

13,250

8,891

4,798
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UGR CIE 190:2010

Ceiling | g7 o7 05 05 03|07 07 05 05 03
reflectance

Wall

05 03 05 03 03|05 03 05 03 03
reflectance

Plane 02 02 02 02 0202 02 02 02 02
reflectance

Room

. . Viewed crosswise Viewed endwise
dimensions

2H (205 218 208 222 225|205 218 208 222 225
3H (211 223 215 227 231 (211 223 215 227 231

4H | 213 225 217 228 232|213 225 217 228 232

2 6H |[214 225 219 229 233|214 225 219 229 233
8H [215 224 219 228 233|215 224 219 228 233
12H | 214 224 219 228 232 (214|224 219 228 232
2H [20.7 218 211 222 225|207 218 211 222 225
3H (215 224 219 228 232|215 224 219 228 232
4H | 218 226 222 230 235|218 226 222 230 235
o 6H |[22.0 227 224 231 236|220 227 224 231 236
8H | 220 227 225 231 236|220 227 225 231 236
12H | 22.0 226 225 231 23.6(220 226 225 231 236
4H | 218 225 223 230 234 (218 225 223 230 234
8H 6H |[221 226 226 231 236|221 226 226 231 236

8H | 221 226 226 231 236|221 226 226 231 236
12H | 222 | 226 227 231 237 (222|226 227 231 237
4H | 218 224 223 229 234 (218 224 223 229 234
12H 6H | 221 226 226 23.0 236|221 226 226 23.0 236

8H | 221 226 227 231 237|221 226 227 231 237

Corrected UGR values based on total output lumens

SHR=1.0
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