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Indoor Distribution Test Report

Spectrum Lighting Inc.
994 Jefferson Street
Fall River, MA 02721

+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
EV320IND48OL 20L 35K EX DW XX MW

Evenlight 4.5" Wide x 48" linear surface or wall mount luminaire

Test Number
SP-00617_1_M-20L

Test Date

The results contained in this report pertain only to this IES file.
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Summary of Results

IES File Header Contents

Keyword Value

TEST SP-00617_1_M-20L

TESTLAB VLS-245-981

MANUFAC Spectrum Lighting

ISSUEDATE 9/22/2017

UPDATE 3/9/2020

LUMCAT EV320IND48OL 20L 35K EX DW XX MW

LUMINAIRE Evenlight 4.5" Wide x 48" linear surface or wall mount luminaire

OTHER 48" Linear LED, Frosted Acrylic Lens

OTHER Matte White finish

OTHER 112 Degree Beam Angle

LAMPCAT N/A

LAMP N/A, 2000 Source Lms/Ft

OTHER Total Luminaire Watts is approximate

OTHER Tested CCT: 3500K

OTHER CCT Output Multipliers: 30K x 0.972, 40K x 1.018, 50K x 1.087

OTHER This report prepared by Spectrum Lighting

_CRI 82

_CCTMULT 30K x 0.972, 40K x 1.018, 50K x 1.087

_LAMPMULT 5L x 0.27, 7L x 0.375, 10L x 0.545, 13L x 0.681

Power

Input Watts 61.2 W

Lumen Output

Output Lumens 6795

Efficacy 111.03 lm/W

Luminous Dimensions

0° - 180° Size 4.17

90° - 270° Size 0.42

Height 0.17

Spacing Criterion

Two luminaires, plane 0° 1.21

Two luminaires, plane 90° 1.39

Four luminaires 1.45

Full Beam Angle

0° - 180° 109°

90° - 270° 141°
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Candela Polar Plot
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Zonal Lumen Summary

Zone Lumens % Fixture

0.00° - 10.00° 177.32 2.61%

10.00° - 20.00° 483.93 7.12%

20.00° - 30.00° 748.08 11.01%

30.00° - 40.00° 926.26 13.63%

40.00° - 50.00° 1,001.37 14.74%

50.00° - 60.00° 968.33 14.25%

60.00° - 70.00° 829.52 12.21%

70.00° - 80.00° 604.14 8.89%

80.00° - 90.00° 373.45 5.50%

0.00° - 90.00° 6,112.40 89.95%

Zone Lumens % Fixture

90.00° - 100.00° 277.96 4.09%

100.00° - 110.00° 224.15 3.30%

100.00° - 120.00° 341.33 5.02%

120.00° - 130.00° 31.40 0.46%

130.00° - 140.00° 11.39 0.17%

140.00° - 150.00° 8.89 0.13%

150.00° - 160.00° 6.50 0.10%

160.00° - 170.00° 3.95 0.06%

170.00° - 180.00° 1.43 0.02%

0.00° - 180.00° 6,795.25 100.00%
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°

0.00° 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49 1,756.49

5.00° 1,744.56 1,747.18 1,759.78 1,765.79 1,764.67 1,758.47 1,762.51 1,747.45 1,747.63 1,741.28 1,759.44 1,755.06 1,768.63 1,760.31 1,753.66 1,745.60 1,744.56

10.00° 1,721.55 1,727.64 1,749.48 1,767.66 1,761.83 1,761.75 1,744.90 1,723.33 1,721.51 1,720.78 1,744.50 1,755.82 1,768.86 1,750.15 1,744.82 1,729.07 1,721.55

15.00° 1,675.19 1,694.67 1,725.67 1,751.99 1,753.52 1,749.79 1,730.52 1,691.84 1,668.75 1,684.24 1,715.54 1,739.04 1,748.10 1,733.10 1,715.80 1,694.70 1,675.19

20.00° 1,612.74 1,646.95 1,696.43 1,728.35 1,736.98 1,725.27 1,699.05 1,643.94 1,610.26 1,628.04 1,674.24 1,705.79 1,722.94 1,706.21 1,678.06 1,646.94 1,612.74

25.00° 1,538.41 1,586.05 1,644.50 1,687.52 1,697.86 1,687.67 1,642.65 1,574.61 1,533.44 1,563.90 1,625.57 1,671.92 1,690.71 1,667.94 1,632.95 1,585.06 1,538.41

30.00° 1,446.25 1,508.18 1,574.76 1,634.93 1,643.32 1,636.00 1,580.67 1,495.57 1,448.02 1,486.64 1,560.72 1,615.15 1,642.54 1,620.42 1,569.24 1,503.84 1,446.25

35.00° 1,346.70 1,419.64 1,502.97 1,569.37 1,582.21 1,575.40 1,514.43 1,411.98 1,344.26 1,395.08 1,484.98 1,543.59 1,580.65 1,547.12 1,495.98 1,417.12 1,346.70

40.00° 1,239.74 1,319.66 1,421.24 1,486.70 1,509.85 1,493.63 1,431.19 1,326.58 1,236.90 1,296.45 1,397.48 1,470.54 1,519.43 1,475.05 1,406.94 1,320.70 1,239.74

45.00° 1,123.04 1,214.32 1,322.97 1,398.78 1,430.44 1,405.17 1,332.85 1,221.34 1,121.16 1,195.15 1,304.13 1,386.14 1,433.42 1,388.75 1,310.77 1,217.44 1,123.04

50.00° 995.66 1,097.39 1,222.73 1,311.29 1,337.92 1,319.57 1,238.67 1,099.76 997.84 1,072.15 1,211.73 1,288.34 1,340.93 1,295.43 1,213.28 1,104.56 995.66

55.00° 862.06 976.19 1,109.60 1,204.54 1,242.72 1,214.73 1,132.44 979.18 873.17 954.65 1,101.93 1,190.48 1,239.72 1,203.32 1,110.15 984.47 862.06

60.00° 724.00 850.83 993.67 1,090.86 1,125.84 1,099.27 1,012.04 856.97 739.41 833.04 981.86 1,085.29 1,133.49 1,082.73 989.09 863.25 724.00

65.00° 587.06 719.84 861.26 974.26 1,009.28 992.94 892.11 732.58 594.35 694.49 855.42 967.37 1,014.91 963.49 862.17 734.60 587.06

70.00° 443.78 572.67 731.79 845.73 883.69 858.46 761.08 591.72 454.48 564.17 729.10 837.65 902.22 836.89 726.37 589.39 443.78

75.00° 296.86 440.90 591.56 709.96 750.45 731.25 623.09 457.41 307.76 428.90 596.49 703.89 767.49 711.23 588.32 439.11 296.86

80.00° 151.88 306.55 462.16 586.52 626.40 600.00 495.14 322.49 175.24 298.71 470.49 581.25 641.97 576.39 454.13 315.62 151.88

85.00° 46.91 186.36 344.74 471.10 514.87 490.08 382.79 217.28 71.31 186.82 353.56 476.55 546.57 478.19 346.21 195.37 46.91

90.00° 10.94 113.04 270.38 389.34 429.06 422.40 309.16 149.46 21.65 126.72 297.41 419.37 483.52 410.16 288.01 126.86 10.94

95.00° 7.34 100.37 249.55 370.38 416.69 406.96 302.09 143.45 18.09 121.11 282.03 405.09 461.59 387.44 278.68 121.54 7.34

100.00° 9.63 86.62 244.65 359.59 404.78 398.33 287.24 126.43 20.17 106.25 274.83 388.14 444.09 379.72 268.75 106.26 9.63

105.00° 6.66 49.00 229.59 334.87 377.26 363.77 264.22 81.04 19.58 59.15 251.68 355.89 417.53 350.46 240.35 52.25 6.66

110.00° 8.15 22.78 162.16 284.30 332.35 304.46 197.07 38.12 18.53 39.13 190.16 299.13 366.32 282.32 165.61 22.64 8.15

115.00° 6.55 16.40 79.75 201.15 251.64 217.91 104.88 31.63 18.12 31.98 99.88 221.77 294.54 199.89 73.41 15.01 6.55

120.00° 6.54 12.36 21.32 118.42 155.00 121.86 40.07 27.84 18.24 23.92 34.62 129.40 191.70 105.26 14.07 10.30 6.54

125.00° 8.07 10.26 12.03 29.41 57.85 42.93 22.65 23.60 19.99 22.79 22.38 48.56 87.68 31.73 9.93 10.47 8.07

130.00° 7.96 9.35 9.79 9.78 11.35 20.78 20.49 18.09 17.39 20.06 21.97 23.97 25.50 8.61 10.40 7.41 7.96

135.00° 6.63 8.71 10.37 11.46 10.08 20.16 21.30 16.90 16.55 18.47 20.00 23.97 20.33 9.26 11.00 8.15 6.63

140.00° 7.64 10.07 11.66 10.29 9.89 21.65 21.91 18.50 17.95 17.89 16.93 20.19 20.34 9.15 9.11 8.44 7.64

145.00° 8.82 10.09 10.94 9.56 11.41 21.38 18.69 18.55 16.02 17.31 16.92 18.27 19.42 9.34 8.76 9.24 8.82

150.00° 8.73 8.92 13.14 9.48 12.86 18.76 16.86 16.24 15.80 17.81 15.66 17.90 21.17 10.51 10.99 9.50 8.73

155.00° 9.72 8.95 12.49 9.65 12.90 18.12 17.84 14.97 18.04 17.98 15.53 19.09 20.19 10.79 10.17 8.31 9.72

160.00° 10.09 10.18 11.93 11.96 12.91 18.19 16.95 13.96 15.02 16.38 17.65 19.47 19.79 11.86 9.05 10.53 10.09

165.00° 9.03 11.43 13.75 13.16 11.50 16.97 15.40 14.32 12.78 15.24 17.38 16.80 19.22 14.09 9.78 11.01 9.03

170.00° 11.10 11.14 12.17 15.53 16.79 15.22 13.38 12.62 12.71 13.99 14.09 16.63 18.89 13.78 13.14 11.30 11.10

175.00° 11.59 10.27 12.72 12.98 15.48 18.00 14.70 14.61 12.98 16.56 17.50 15.65 17.89 12.76 13.55 12.25 11.59

180.00° 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00 14.00
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Coefficients of Utilization – Zonal Cavity Method

Values are lumens delivered to the workplane.

ρfc 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 0%

ρcc 80% 80% 80% 80% 70% 70% 70% 70% 50% 50% 50% 30% 30% 30% 10% 10% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 30%

0 7,927 7,927 7,927 7,927 7,663 7,663 7,663 7,663 7,171 7,171 7,171 6,720 6,720 6,720 6,307 6,307 6,307 6,112

1 7,094 6,713 6,372 6,064 6,832 6,489 6,180 5,900 6,070 5,818 5,587 5,685 5,482 5,294 5,330 5,169 5,018 4,996

2 6,393 5,772 5,258 4,826 6,143 5,582 5,112 4,715 5,225 4,835 4,499 4,895 4,575 4,293 4,591 4,330 4,097 4,180

3 5,796 5,022 4,424 3,948 5,562 4,861 4,310 3,867 4,556 4,092 3,710 4,274 3,885 3,558 4,012 3,689 3,412 3,560

4 5,285 4,420 3,787 3,304 5,070 4,282 3,696 3,243 4,021 3,520 3,123 3,779 3,352 3,007 3,554 3,193 2,894 3,081

RCR 5 4,846 3,929 3,289 2,816 4,649 3,811 3,214 2,769 3,586 3,070 2,675 3,378 2,932 2,583 3,183 2,800 2,493 2,704

6 4,464 3,523 2,891 2,438 4,286 3,421 2,829 2,399 3,227 2,709 2,323 3,046 2,594 2,249 2,877 2,484 2,176 2,400

7 4,132 3,183 2,568 2,137 3,970 3,095 2,516 2,105 2,926 2,415 2,043 2,769 2,318 1,981 2,621 2,224 1,921 2,152

8 3,840 2,896 2,302 1,894 3,693 2,819 2,258 1,867 2,672 2,172 1,815 2,534 2,089 1,764 2,404 2,008 1,713 1,945

9 3,583 2,651 2,080 1,694 3,449 2,583 2,042 1,672 2,454 1,968 1,627 2,332 1,896 1,584 2,218 1,827 1,540 1,772

10 3,355 2,440 1,892 1,528 3,234 2,380 1,860 1,509 2,266 1,796 1,471 2,158 1,733 1,433 2,056 1,673 1,396 1,624

Cone of Light

Mtg Height Light Level Beam
Diameter

5.5 ft 58.1 fc 22.7 ft

6.5 ft 41.6 fc 26.8 ft

7.5 ft 31.2 fc 31.0 ft

8.0 ft 27.4 fc 33.0 ft

10.0 ft 17.6 fc 41.3 ft

12.0 ft 12.2 fc 49.5 ft

14.0 ft 9.0 fc 57.8 ft

16.0 ft 6.9 fc 66.0 ft

20.0 ft 4.4 fc 82.6 ft

24.0 ft 3.0 fc 99.1 ft

28.0 ft 2.2 fc 115.6 ft

Average Luminaire Luminance [cd/m²]

0.00° 45.00° 90.00°

0.00° 10,795 10,795 10,795

45.00° 9,379 8,744 8,850

55.00° 8,729 8,200 8,438

65.00° 7,851 7,475 7,857

75.00° 6,118 6,456 7,098

85.00° 2,257 5,284 6,453
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UGR CIE 190:2010

Ceiling
reflectance 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3

Wall
reflectance 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Plane
reflectance 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

Room
dimensions Viewed crosswise Viewed endwise

2H

2H 17.3 18.8 17.9 19.4 19.9 20.0 21.5 20.5 22.0 22.6

3H 18.8 20.2 19.3 20.7 21.3 22.5 23.9 23.0 24.4 25.0

4H 19.3 20.6 19.8 21.1 21.7 23.7 25.0 24.2 25.5 26.1

6H 19.5 20.7 20.1 21.3 21.9 24.9 26.1 25.4 26.6 27.3

8H 19.6 20.7 20.1 21.3 21.9 25.5 26.6 26.1 27.2 27.8

12H 19.6 20.7 20.1 21.2 21.9 26.1 27.2 26.7 27.8 28.5

4H

2H 18.4 19.7 18.9 20.2 20.8 20.4 21.7 21.0 22.3 22.9

3H 20.1 21.2 20.7 21.8 22.4 23.2 24.3 23.7 24.9 25.5

4H 20.7 21.7 21.3 22.3 23.0 24.5 25.5 25.1 26.1 26.8

6H 21.1 22.0 21.7 22.6 23.3 25.9 26.8 26.5 27.4 28.1

8H 21.2 22.0 21.8 22.6 23.3 26.6 27.4 27.2 28.0 28.7

12H 21.2 22.0 21.8 22.6 23.3 27.3 28.1 28.0 28.7 29.4

8H

4H 21.4 22.3 22.0 22.9 23.6 24.7 25.6 25.3 26.2 26.9

6H 22.0 22.7 22.6 23.4 24.1 26.2 27.0 26.9 27.6 28.3

8H 22.2 22.8 22.8 23.5 24.2 27.1 27.7 27.7 28.4 29.1

12H 22.3 22.9 22.9 23.5 24.3 28.0 28.6 28.7 29.2 30.0

12H

4H 21.6 22.4 22.3 23.0 23.7 24.7 25.5 25.3 26.1 26.8

6H 22.3 22.9 23.0 23.6 24.3 26.3 26.9 26.9 27.6 28.3

8H 22.6 23.1 23.2 23.8 24.5 27.2 27.7 27.8 28.4 29.2

Corrected UGR values based on total output lumens

SHR = 1.0
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