SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
SGRTV12BX-70L35K-MD-DO101-AR12BX-MWWF
Nom. 12" Diam x 10" H, Open aperture

Test Number
SP-00686_M-70L

Test Date

The results contained in this report pertain only to this IES file.
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SPECTRUM
LIGHTING INC.

Summary of Results

Power

Input Watts 51W
Lumen Output

Output Lumens 5599

Efficacy 109.78 Im/W
Luminous Dimensions

0° - 180° Size -0.97

90° - 270° Size -0.97

Height 0

Keyword
TEST
TESTLAB
MANUFAC
ISSUEDATE
UPDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
OTHER
OTHER
LAMPCAT
LAMP
OTHER
OTHER
OTHER

OTHER

Spacing Criterion

Two luminaires, plane 0° 0.64
Two luminaires, plane 90° 0.66
Four luminaires 0.64

Full Beam Angle

0° - 180° 39°

90° - 270° 40°

IES File Header Contents

Value

SP-00686_M-70L

Spectrum Lighting Photometric Lab, VLS-245-981
Spectrum Lighting

6/7/2018

6/12/2018
SGRTV12BX-70L35K-MD-DO101-AR12BX-MWWF
Nom. 12" Diam x 10" H, Open aperture

Matte White reflector trim

Deep regressed retrofit high output LED downlight
BX Series, Medium Beam

39.5 Deg Beam Angle

N/A

N/A, Bridgelux Vero 29

Dimmable driver tested at 100% output

Tested CCT: 3500K

CCT Output: 27K x 0.932, 30K x 1.00, 40K x 1.01

This report prepared by Spectrum Lighting, scaled from 80L

SGRTV12BX-70L35K-MD-DO101-AR12BX-MWWF

© Spectrum Lighting
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SPECTRUM
LIGHTING INC.

Candela Polar Plot
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Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 1007.01 17.99% 90.00° - 100.00° 0.06 0.00%
10.00° - 20.00° 2107.52 37.64% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 1643.12 29.35% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 75211 13.43% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 84.94 1.52% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 1.52 0.03% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 0.84 0.02% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 0.79 0.01% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 0.72 0.01% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 5598.59 100.00% 0.00° - 180.00° 5598.65 100.00%
SGRTV12BX-70L35K-MD-DO1071-AR12BX-MWWF © Spectrum Lighting
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Candela Distribution
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292.50°
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3541.79

2862.28

2198.41

1668.46
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pfc
pce

pw

RCR
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-
o

20%
80%
70%
6665
6396
6132

5877
5634
5403
5184

4977

4781

4597
4424

Mtg Height

551t

6.5 ft

7.5 ft

8.0 ft

10.0 ft

12.0 ft

14.0 ft

16.0 ft

20.0 ft

24.0 ft

28.0 ft

20%
80%
50%
6665
6258
5893
5566
5270
5001
4755
4530
4323
4132

3955

20%
80%
30%
6665
6135
5696
5325
5003
4720
4467
4240
4034
3846
3675

SPECTRUM
LIGHTING INC.

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

20% |20% 20% 20% 20% |[20% 20% 20% |20% 20% 20% |20% 20% 20% |0%
80% |70% 70% 70% 70% |50% 50% 50% [30% 30% 30% [10% 10% 10% |0%
10% |70% 50% [30% 10% |50% 30% 10% [50% 30% 10% |50% 30% [10% |30%
6665 |6510 6510 6510 6510 6221 6221 6221 |5956 5956 5956 5713 5713 5713 |5599
6024 |6260 6138 6028 5929 5914 5827 5747 |5707 5639 5576 |5517 5465 5416 |5357
55631 |6012 5799 5620 5469 5621 5476 5350 |5457 5340 5237 |5306 5212 5129 |51
5133 |5771 5490 5269 5092 5347 5163 5011 |5216 5063 4934 |5093 4967 4860 |4874
4799 | 5540 5208 4962 4771 (5093 4882 4716 4985 4807 4662 4885 4734 4610 |4648
4512 |5319 4950 4688 4492 4855 4628 4454 (4766 4570 4416 |4683 4514 |4379 4435
4260 | 5108 4713 4443 4246 4634 4396 4219 4560 4351 4191 4490 4307 4164 |4235
4037 |4909 4495 4221 4026 4428 4184 4006 (4365 4148 3986 |4307 414 | 3966 4047
3836 |4720 4293 4019 3828 4236 3989 3813 [4183 3960 3798 (4133 3933 3783 | 3872
3654 |4542 4106 3834 3648 4058 3810 3636 (4012 3787 3625|3968 3764 3614 |3708
3488 |4374 3933 3664 3483 3891 3645 3474 |3851 3625 3466|3814 3607 3457 |3555

Cone of Light Average Luminaire Luminance [cd/m?]

Light Level Beam Diameter 0.00° 45.00° 90.00°

370.0 fc 3.9 ft 0.00° 163039 | 163039 163039

264.9 fc 4.7 ft 45.00° 201 616 472

55.00° 33 32 45

199.0 fc 5.4 1t

65.00° 23 32 35

174.9 fc 5.7 ft

75.00° 54 31 55

M.9 fc 7.2 ft

85.00° 122 107 120

777 fc 8.6 ft

571 fc 10.0 ft

43.7 fc 1.5 ft

28.0 fc 14.3 ft

19.4 fc 17.2 ft

14.3 fc 201 ft

SGRTV12BX-70L35K-MD-DO101-AR12BX-MWWF © Spectrum Lighting
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SPECTRUM
LIGHTING INC.

UGR CIE 190:2010
re::i'::gce 07 07 05 05 03 |07 07 05 05 03
reﬂ::’;':nce 05 03 05 03 03 |05 03 05 03 03
reﬂF::t";‘ce 02 02 02 02 02|02 02 02 02 O02
dir:::srirz'ms Viewed crosswise Viewed endwise
2H |-216 207 -21.2 -204 -200 |-23.3 -22.4 -229 -221 -21.8
3H |-202 -19.4 -19.8 -191 -187 |-20.4 -196 -200 -19.3 -18.9
4H 188 -181 -184 -178 -174 |-19.2 -18.4 -188 -181 -177
o 6H [-175 169 -71 165 -161 |-176 169 -171 165 -16]
8H [167 -161 -163 -157 -153 |-165 -159 -161 -155 -151
12H | 156 -150 -152 -146 -14.2 [-158 -152 -154 -14.8 -14.4
2H |-215 208 -211 204 -200 |-22.6 -219 -22.2 -216 -21.2
3H |-195 -189 -191 -185 -181 |-195 -190 -191  -185 -181
4H |80 -175 -176 171  -166 |-18.3 -178 -179 -174 -16.9
™ 6H [163 -158 -158 -154 -149 |-165 -160 -160 -156 -151
8H 153 -149 -148 -144 -140 |-153 -149 -149 -145 -14.0
12H | 140 186 -135 -181  -12.6 |-14.4 -141 139 -136 -13]
H |75 71 a7 67 162 |79 774 174 170 165
6H |[-154 -151 149 -146 -141 |-157 -153 -151 -148 -14.3
o 8H |[-142 139 -187 -134 -129 |-4.4 -141 138 -136 -131
12H |-124 -122 N9 -N7 N1 [4182 -180 -127 -125 -N9
4H |74 170 169 -165 -160 |-177 1774 172 169 -16.4
12H 6H |-152 -149 -147 -144 -139 |-154 -151 148 -146 -141
8H [139 -136 -18.3 -1381 -125 |-140 -1387 -13.4 -18.2 -126

Corrected UGR values based on total output energy

SHR =1.0

Corrected UGR values based on total output lumens

SHR =1.0
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