SPECTRUM

LIGHTING INC.
www.speclight.com

PHOTOMETRY

IES INDOOR REPORT

PHOTOMETRIC FILENAME : SP6ES-15L35KDX-AR6ES-MWXF.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TESTLAB] Photopia 2017.3.0 see: www.ltioptics.com/ies

[I[SSUEDATE]

[TESTDATE] Tue 3/20/1028
[UPDATE] Mon 3/26/2018
[TEST] SP-00562_3_M-15L
[MANUFAC] Spectrum Lighting

[LUMCAT] SP6ES-15L-35K-DX / ARGES-MW-xF

[LUMINAIRE] Nom. 6" Aperture, LED Downlight
[OTHER] Matte white trim, open aperture

[OTHER] Any flange finish
[OTHER] 67 Deg. Beam Angle
[LAMP] N/A

[LAMPCAT] N/A, 3500K CCT

[OTHER] Fully regressed lensed, light emitting surface

[OTHER] Total Luminaire Watts is approximate

[OTHER] CCT Output Multipliers: 4000K X 1.03, 3000K X 0.985
[OTHER] This report prepared by Spectrum Lighting, Preliminary

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

N.A. (absolute)
N.A. (absolute)
1211

N.A.

81

15

1.00

Direct

1.02

1.02

1.00

Circular

0.50 ft (Diameter)
0.50 ft (Diameter)
0.00 ft

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 1



IES INDOOR REPORT
PHOTOMETRIC FILENAME : SP6ES-15L35KDX-AR6ES-MWXF.IES

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg
45 12394 12462 12391
55 10565 10330 10169
65 9276 9143 9479

75 8167 8535 8483

85 6942 7022 7126

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME

CANDELA TABULATION

: SP6ES-15L35KDX-AR6ES-MWXF.IES

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0 865.575 865.575 865.575 865.575 865.575 865.575 865.575 865.575 865.575 865.575
5 867.120 879.045 863.587 873.158 854.055 873.158 863.587 879.045 867.120 879.045
10 828.563 833.903 832.800 845.497 838.770 845.497 832.800 833.903 828.563 833.903
15 808.133 781.222 796.313 793.043 789.727 793.043 796.313 781.222 808.133 781.222
20 724.942 729.143 722985 725.580 720.255 725.580 722.985 729.143 724.942 729.143
25 659.617 654.577 660.653 649.942 651.090 649.942 660.653 654.577 659.617 654.577
30 536.288 540.428 536.018 533.692 538.987 533.692 536.018 540.428 536.288 540.428
35 397.590 402.765 401.250 401.610 402.457 401.610 401.250 402.765 397.590 402.765
40 269.805 269.295 264.217 269.745 266.985 269.745 264.217 269.295 269.805 269.295
45 160.012 163.080 160.898 162.548 159.982 162.548 160.898 163.080 160.012 163.080
50 125,513 128.482 126.765 125.790 126.382 125.790 126.765 128.482 125.513 128.482
55 110.647 111.045 108.188 108.570 106.500 108.570 108.188 111.045 110.647 111.045
60 88.635 89.362 89.175 89.880 90.338 89.880 89.175 89.362 88.635 89.362
65 71580 71513 70.552 72315 73.147 72.315 70552 71513 71580 71.513
70 55.440 54.337 54870 54953 56.730 54.953 54.870 54.337 55.440 54.337
75 38595 39.375 40.335 38.460 40.087 38.460 40.335 39.375 38.595 39.375
80 25.073 25,582 25192 24427 26.100 24.427 25.192 25582 25.073 25.582
85 11.047 10.822 11.175 11460 11.340 11460 11.175 10.822 11.047 10.822
90 1.792 1.538 1.665 1.823 1.627 1.823 1.665 1.538 1.792 1.538
Vert. Horizontal Angles
Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0
0 865.575 865.575 865.575 865.575 865.575 865.575 865.575
5 863.587 873.158 854.055 873.158 863.587 879.045 867.120
10 832.800 845.497 838.770 845.497 832.800 833.903 828.563
15 796.313 793.043 789.727 793.043 796.313 781.222 808.133
20 722.985 725580 720.255 725.580 722.985 729.143 724.942
25 660.653 649.942 651.090 649.942 660.653 654.577 659.617
30 536.018 533.692 538.987 533.692 536.018 540.428 536.288
35 401.250 401.610 402.457 401.610 401.250 402.765 397.590
40 264.217 269.745 266.985 269.745 264.217 269.295 269.805
45 160.898 162.548 159.982 162.548 160.898 163.080 160.012
50 126.765 125.790 126.382 125.790 126.765 128.482 125.513
55 108.188 108.570 106.500 108.570 108.188 111.045 110.647
60 89.175 89.880 90.338 89.880 89.175 89.362 88.635
65 70.552 72315 73.147 72315 70.552 71.513 71.580
70 54870 54953 56.730 54.953 54870 54.337 55.440
75 40.335 38.460 40.087 38.460 40.335 39.375 38.595
80 25.192 24427 26.100 24427 25.192 25582 25.073
85 11.175 11.460 11.340 11460 11.17Y5 10.822 11.047
90 1.665 1.823 1.627 1.823 1.665 1.538 1.792
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : SP6ES-15L35KDX-AR6ES-MWXF.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

303.43
599.05
848.90
1083.88
1197.12
1210.51
1128.76
545.47
683.27
306.25
113.24
41.96
13.40
0.00
0.00
0.00
0.00
0.00
0.00
1210.51

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

81.75
221.68
295.62
249.85
137.80
97.18
71.27
41.96
13.40
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

25.10
49.50
70.10
89.50
98.90
100.00
93.20
45.10
56.40
25.30
9.40
3.50
1.10
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : SP6ES-15L35KDX-AR6ES-MWXF.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SP6ES-15L35KDX-AR6ES-MWXF.IES

POLAR GRAPH

879

65

440

22

Maximum Candela = 879.045 Located At Horizontal Angle = 22.5, Vertical Angle =5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)

# 2 - Vertical Plane Through Horizontal Angles (45 - 225)

# 3 - Vertical Plane Through Horizontal Angles (90 - 270)

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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