SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
STT3PC 40L 30HK ND xx xx MW NL
Nom 3 inch dia Euro style tracklight with 90 CRI emitter and no lens

Test Number
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Test Date
12/1/2022

The results contained in this report pertain only to this IES file.
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Summary of Results

Power

Input Watts 35W
Lumen Output

Output Lumens 2775

Efficacy 79.27 Im/W
Luminous Dimensions

0° - 180° Size -0.25

90° - 270° Size -0.25

Height 0

Keyword
TEST
TESTLAB
MANUFAC
TESTDATE
ISSUEDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
OTHER
LAMPCAT
LAMP
OTHER
OTHER
_CRI
_CCTMULT

_LAMPMULT

Spacing Criterion

Two luminaires, plane 0° 0.39
Two luminaires, plane 90° 0.39
Four luminaires 0.43

Full Beam Angle

0° - 180° 23°

90° - 270° 24°

IES File Header Contents

Value

SP-01456_2

Spectrum Lighting Photometric lab, VLS-245-981

Spectrum Lighting
12/1/2022
12/2/2022

STT3PC 40L 30HK ND xx xx MW NL

Nom 3 inch dia Euro style tracklight with 90 CRI emitter and no lens

Beam Angle: 23 deg

Narrow Beam

Reference project SL474.1

N/A

N/A

Total luminaire wattage is approximate
This report prepared by Spectrum Lighting
90

27HK x 0.96, 35HK x 1.05, 40HK x 1.08

10L x 0.24, 20L x 0.49, 30L x 0.73

STT3PC 40L 30HK ND xx xx MW NL

© Spectrum Lighting
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Candela Polar Plot
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Zonal Lumen Summary,
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 764.61 27.56% 90.00° - 100.00° 2.05 0.07%
10.00° - 20.00° 999.25 36.01% 100.00° - 110.00° 1.91 0.07%
20.00° - 30.00° 607.33 21.89% 100.00° - 120.00° 3.70 0.13%
30.00° - 40.00° 175.87 6.34% 120.00° - 130.00° 1.59 0.06%
40.00° - 50.00° 40.37 1.45% 130.00° - 140.00° 1.58 0.06%
50.00° - 60.00° 48.33 1.74% 140.00° - 150.00° 1.41 0.05%
60.00° - 70.00° 68.85 2.48% 150.00° - 160.00° 1.07 0.04%
70.00° - 80.00° 41.33 1.49% 160.00° - 170.00° 0.67 0.02%
80.00° - 90.00° 16.38 0.59% 170.00° - 180.00° 0.21 0.01%
0.00° - 90.00° 2762.32 99.56% 0.00° - 180.00° 2774.60 100.00%
STT3PC 40L 30HK ND xx xx MW NL © Spectrum Lighting
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STT3PC 40L 30HK ND xx xx MW NL

Candela Distribution
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pfc | 20%
pcc | 80%
pw [ 70%

03300

13154
3018
2895
2781
RCR 2677
2581
2491
2408

© O N o o b~ O D

2330

-
o

2257

Mtg Height
551t
6.5 ft
7.5 ft
8.0 ft

10.0 ft
12.0 ft
14.0 ft
16.0 ft
20.0 ft
24.0 ft

28.0 ft

STT3PC 40L 30HK ND xx xx MW NL

20%
80%
50%
3300
3080
2894
2735
2598
2479
2372
2276
2190
2110
2038

20%
80%
30%
3300
3014
2791
2612
2464
2340
2232
2137
2052
1976
1906

Coefficients of Utilization — Zonal Cavity Method

20%
80%
10%
3300
2954
2704
2513
2362
2237
2131
2039
1958
1885
1819

20%
70%
70%
3222
3085
2957
2840
2733
2635
2543
2458
2378
2303
2233

Cone of Light

Light Level

338.9 fc

242.7 fc

182.3 fc

160.2 fc

102.5 fc

7.2 fc

52.3 fc

40.1fc

25.6 fc

17.8 fc

13.1 fc

20%
70%
50%
3222
3019
2845
2696
2567
2453
2351

2259
2175

2098
2027

20%
70%
30%
3222
2960
2752
2583
2443
2324
2219
2127
2044
1969
1901

20%
70%
10%
3222
2906
2673
2492
2347
2227
2124
2034
1954
1882
1816

Beam Diameter

2.3 1t

27 ft

311t

3.3 ft

4.1 ft

5.0 ft

5.8 ft

6.6 ft

8.3 ft

9.9 ft

1.6 ft

20%
50%
50%
3076
2905
2755
2624
2508
2404
231
2225
2146
2073
2006

20%
50%
30%
3076
2858
2678
2529
2402
2292
2195
2108
2029
1957

1891

20%
50%
10%

3076
2815
2613
2452
2319
2207
2109
2023
1945
1875

1811

20%
30%
50%
2943
2800
2671

2556
2453
2359
2273
2193

2119

2050
1986

20%
30%
30%
2943
2763
2609
2478
2364
2263
2172
2089
2014
1945
1881

Values are lumens delivered to the workplane.

20%
30%
10%
2943
2729
2555
2412
2291
2187
2094
2012
1937
1869
1806

SPECTRUM
LIGHTING INC.

20%
10%

50%
2820
2703
2594
2494
2402
2317

2238
2164

2094
2028
1967

20%
10%
30%
2820
2675
2544
2429
2327
2234
2149
2071
2000
1933
1871

20%
10%
10%
2820
2648
2500
2374
2264
2167
2080
2001
1929
1863
1801

0%

0%

30%
2762
2621
2494
2382
2283
2194
2113

2038
1968
1904
1844

Average Luminaire Luminance [cd/m?]

0.00°

45.00°

55.00°

65.00°

75.00°

85.00°

0.00°

2248291

14763

18732

39909

32654

39672

45.00°

2248291

14892

20104

40169

39155

43202

90.00°

2248291

13687

19966

38734

35858

41579

© Spectrum Lighting
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UGR CIE 190:2010

re::i'ti:gce 07 07 05 05 03|07 07 05 05 03
reﬂ::’::nce 05 03 05 03 03|05 03 05 03 03
reﬂF::;‘;ce 02 02 02 02 02|02 02 02 02 02
din?::s'inons Viewed crosswise Viewed endwise
2H |162 172 166 176 179 [16.4 174 167 177 180
3H [199 208 203 211 215 [197 206 201 209 213
4H |208 216 212 220 224|206 2.4 210 218 222
o 6H | 218 226 222 230 234|215 223 220 227 231
8H |222 230 227 234 238|219 226 224 230 235
12H [ 225 232 230 236 240 |222 229 226 233 237
2H |179 187 183 191 195 [178 186 182 189 19.3
3H | 210 217 214 221 225 (207 214 212 218 222
4H | 220 226 225 231 235|218 224 222 228 233
- 6H | 232 237 236 241 246 |228 233 233 238 24.3
8H | 236 241 241 246 251 |23.3 238 238 242 247
12H (240 244 245 249 254|236 240 241 245 250
AH |22.4 229 229 234 238|221 226 226 231 235
6H | 238 242 243 247 252|234 238 239 243 24.8
o 8H |244 247 249 253 258|240 243 245 248 253
12H (248 251 253 256 262|244 247 249 252 258
4H | 225 229 230 234 239 |222 226 227 231 236
12H  6H 239 243 245 247 253|235 238 240 243 249
8H |246 249 251 254 260|241 244 247 249 255

Corrected UGR values based on total output energy

SHR =1.0

Corrected UGR values based on total output lumens

STT3PC 40L 30HK ND xx xx MW NL

SHR =1.0

SPECTRUM
LIGHTING INC.
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