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Indoor Distribution Test Report

Spectrum Lighting Inc.
994 Jefferson Street
Fall River, MA 02721

+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
SGE10BX 60L 35K MD DO101 AR10BX SG WF
Nom. 10" Diam x 10" H, Open aperture, No lens

Test Number
SP-00683_4_M-60L

Test Date

The results contained in this report pertain only to this IES file.
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Summary of Results

IES File Header Contents

Keyword Value

TEST SP-00683_4_M-60L

TESTLAB Spectrum Lighting Photometric Lab, VLS-245-981

MANUFAC Spectrum Lighting

ISSUEDATE 6/7/2018

UPDATE 9/26/2019

LUMCAT SGE10BX 60L 35K MD DO101 AR10BX SG WF

LUMINAIRE Nom. 10" Diam x 10" H, Open aperture, No lens

OTHER Semi-diffuse clear anodized alum. reflector trim

OTHER Deep regressed retrofit high output LED downlight

OTHER BX Series, Medium Beam

OTHER 40.6 Beam Angle

LAMPCAT N/A

LAMP N/A, Bridgelux Vero 29

OTHER Dimmable driver tested at 100% output

OTHER Tested CCT: 3500K

OTHER CCT Output: 27K x 0.932, 30K x 1.00, 40K x 1.01

OTHER Total luminaire wattage is approximate

OTHER This report prepared by Spectrum Lighting, scaled from 80L

Power

Input Watts 44 W

Lumen Output

Output Lumens 4943

Efficacy 112.34 lm/W

Luminous Dimensions

0° - 180° Size -0.8

90° - 270° Size -0.8

Height 0

Spacing Criterion

Two luminaires, plane 0° 0.64

Two luminaires, plane 90° 0.65

Four luminaires 0.65

Full Beam Angle

0° - 180° 40°

90° - 270° 41°
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Candela Polar Plot
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Zonal Lumen Summary

Zone Lumens % Fixture

0.00° - 10.00° 878.52 17.77%

10.00° - 20.00° 1,875.52 37.94%

20.00° - 30.00° 1,455.15 29.44%

30.00° - 40.00° 656.89 13.29%

40.00° - 50.00° 72.97 1.48%

50.00° - 60.00° 1.25 0.03%

60.00° - 70.00° 0.87 0.02%

70.00° - 80.00° 0.85 0.02%

80.00° - 90.00° 0.82 0.02%

0.00° - 90.00° 4,942.84 100.00%

Zone Lumens % Fixture

90.00° - 100.00° 0.09 0.00%

100.00° - 110.00° 0.00 0.00%

100.00° - 120.00° 0.00 0.00%

120.00° - 130.00° 0.00 0.00%

130.00° - 140.00° 0.00 0.00%

140.00° - 150.00° 0.00 0.00%

150.00° - 160.00° 0.00 0.00%

160.00° - 170.00° 0.00 0.00%

170.00° - 180.00° 0.00 0.00%

0.00° - 180.00° 4,942.93 100.00%
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°

0.00° 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37 9,645.37

2.50° 9,577.69 9,577.69 9,602.08 9,614.80 9,611.34 9,590.22 9,598.87 9,614.10 9,613.18 9,614.77 9,648.22 9,647.54 9,629.09 9,586.65 9,575.71 9,591.71 9,577.69

5.00° 9,321.04 9,351.82 9,301.54 9,361.49 9,341.87 9,361.15 9,410.92 9,354.42 9,427.38 9,393.07 9,456.08 9,406.37 9,421.94 9,402.09 9,343.70 9,367.32 9,321.04

7.50° 8,958.87 8,988.28 8,956.71 9,039.65 9,009.44 8,995.85 9,047.98 9,018.64 9,093.08 9,080.00 9,188.76 9,126.74 9,114.83 9,044.95 8,997.59 9,041.06 8,958.87

10.00° 8,363.20 8,407.62 8,323.30 8,454.95 8,404.45 8,426.75 8,493.08 8,400.97 8,556.66 8,526.06 8,645.16 8,523.34 8,552.44 8,518.83 8,434.51 8,491.61 8,363.20

12.50° 7,656.46 7,707.07 7,653.24 7,800.28 7,738.12 7,717.43 7,783.48 7,707.37 7,876.80 7,875.27 8,016.37 7,881.74 7,890.24 7,817.48 7,740.91 7,827.89 7,656.46

15.00° 6,752.30 6,840.54 6,726.75 6,921.77 6,828.87 6,837.49 6,926.30 6,792.85 7,027.52 6,985.14 7,130.49 6,942.25 7,012.34 6,967.00 6,855.46 6,947.01 6,752.30

17.50° 5,767.13 5,895.71 5,777.57 6,001.16 5,877.16 5,856.18 5,970.97 5,830.73 6,087.09 6,014.45 6,196.79 5,980.13 6,068.57 6,001.17 5,869.31 6,006.94 5,767.13

20.00° 4,781.75 4,856.84 4,765.49 4,968.46 4,886.38 4,880.52 4,933.09 4,844.72 5,051.75 5,010.66 5,140.24 4,939.25 5,003.19 4,950.16 4,875.88 4,970.18 4,781.75

22.50° 3,796.29 3,931.84 3,750.35 4,003.20 3,890.58 3,907.75 4,015.55 3,854.74 4,106.96 3,997.52 4,151.62 3,895.15 4,035.64 4,014.46 3,879.20 4,018.39 3,796.29

25.00° 3,048.97 3,127.42 3,043.54 3,189.42 3,134.57 3,127.92 3,185.82 3,122.87 3,244.17 3,209.97 3,310.58 3,158.84 3,225.91 3,153.57 3,103.22 3,188.35 3,048.97

27.50° 2,369.23 2,456.32 2,345.25 2,467.76 2,400.12 2,433.31 2,526.55 2,423.20 2,549.13 2,473.82 2,567.62 2,430.65 2,527.04 2,490.03 2,410.70 2,486.20 2,369.23

30.00° 1,848.80 1,907.97 1,834.97 1,925.37 1,879.12 1,897.86 1,976.51 1,915.78 1,987.96 1,936.73 2,006.70 1,917.28 1,982.76 1,936.79 1,878.49 1,942.89 1,848.80

32.50° 1,365.67 1,434.51 1,332.62 1,433.80 1,368.78 1,421.71 1,507.84 1,424.17 1,513.55 1,434.93 1,514.00 1,414.20 1,502.64 1,477.11 1,397.74 1,465.29 1,365.67

35.00° 984.75 1,020.96 967.02 1,027.18 1,002.75 1,028.84 1,084.07 1,042.02 1,099.16 1,061.93 1,131.92 1,066.75 1,101.26 1,062.90 1,009.04 1,058.60 984.75

37.50° 622.54 670.54 610.36 670.16 640.33 662.28 723.05 664.99 742.11 706.36 772.36 722.32 735.63 706.01 644.53 695.85 622.54

40.00° 354.66 364.53 348.34 385.80 369.54 382.30 391.64 384.58 419.32 411.62 444.39 406.10 408.14 372.77 362.77 374.92 354.66

42.50° 100.06 172.01 110.99 176.70 110.31 124.68 192.53 110.78 207.77 122.48 204.07 122.13 186.23 180.94 98.33 166.66 100.06

45.00° 42.45 48.49 52.51 63.13 54.63 47.69 47.25 55.60 54.18 57.23 71.87 57.37 62.25 38.09 35.65 51.63 42.45

47.50° 3.95 4.50 3.02 3.06 3.60 7.75 6.95 3.50 5.05 4.49 3.09 2.99 5.06 4.66 6.30 2.68 3.95

50.00° 1.76 2.07 2.15 1.99 2.52 1.90 2.44 2.49 2.34 2.53 2.27 1.87 2.45 3.17 2.63 1.85 1.76

52.50° 1.62 1.35 1.44 1.45 1.55 1.54 1.43 1.55 1.43 1.51 1.70 1.01 1.38 2.08 2.03 1.34 1.62

55.00° 1.58 1.40 1.42 1.42 1.45 1.29 1.42 1.32 1.20 1.28 1.37 1.22 1.40 1.09 1.38 1.02 1.58

57.50° 1.55 1.09 1.34 1.19 1.33 1.05 1.27 1.13 0.96 1.05 1.06 1.37 1.23 0.94 0.72 0.92 1.55

60.00° 1.08 0.65 1.06 0.80 1.09 0.88 1.09 1.13 0.72 0.88 0.78 1.33 0.95 0.95 0.98 0.93 1.08

62.50° 0.64 0.64 0.82 0.77 0.89 0.70 1.05 1.10 0.68 0.72 0.70 1.21 0.82 0.95 1.28 0.88 0.64

65.00° 0.81 0.77 0.72 1.03 0.90 0.96 1.03 0.91 0.70 0.70 0.77 0.88 0.76 0.95 1.48 0.81 0.81

67.50° 0.96 0.66 0.74 1.11 0.87 1.20 0.83 0.81 0.76 0.71 0.81 0.65 0.73 0.80 1.61 0.81 0.96

70.00° 0.94 0.49 1.01 1.09 0.75 1.06 0.62 0.99 0.83 0.87 0.84 0.64 0.71 0.64 1.03 0.84 0.94

72.50° 0.88 0.80 1.03 0.77 0.74 0.98 0.52 1.06 0.92 0.85 0.83 0.66 0.75 0.55 0.68 1.00 0.88

75.00° 0.75 0.96 0.86 0.53 0.84 1.05 0.46 1.01 0.94 0.60 0.86 0.72 0.83 0.67 0.79 1.14 0.75

77.50° 0.77 0.86 0.64 0.74 0.58 0.81 0.46 0.61 0.85 0.64 1.03 0.72 0.99 1.04 0.79 1.23 0.77

80.00° 0.69 0.72 0.65 1.04 0.73 0.63 0.64 0.56 0.81 0.76 0.92 0.56 0.60 0.81 0.69 0.92 0.69

82.50° 0.61 0.59 0.73 1.05 0.85 0.68 0.94 0.76 1.16 0.84 0.80 0.49 0.83 0.73 0.51 0.76 0.61

85.00° 0.75 0.67 0.55 0.96 0.34 0.71 0.97 0.90 0.93 0.70 0.67 0.84 1.02 0.75 0.56 0.73 0.75

87.50° 0.59 0.98 0.50 0.74 0.58 0.71 1.06 0.97 0.95 0.57 0.90 0.58 0.93 0.75 0.87 0.70 0.59

90.00° 0.75 0.70 0.61 0.63 0.48 0.69 0.52 0.75 0.57 0.71 0.61 1.28 0.65 0.40 0.59 0.65 0.75

92.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

97.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

100.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

102.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

105.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

107.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

110.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

112.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Coefficients of Utilization – Zonal Cavity Method

Values are lumens delivered to the workplane.

ρfc 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 20% 0%

ρcc 80% 80% 80% 80% 70% 70% 70% 70% 50% 50% 50% 30% 30% 30% 10% 10% 10% 0%

ρw 70% 50% 30% 10% 70% 50% 30% 10% 50% 30% 10% 50% 30% 10% 50% 30% 10% 30%

0 5,884 5,884 5,884 5,884 5,748 5,748 5,748 5,748 5,492 5,492 5,492 5,258 5,258 5,258 5,044 5,044 5,044 4,943

1 5,647 5,525 5,416 5,318 5,527 5,419 5,322 5,234 5,221 5,144 5,074 5,039 4,979 4,923 4,871 4,825 4,781 4,729

2 5,413 5,203 5,029 4,883 5,308 5,119 4,962 4,829 4,962 4,834 4,724 4,818 4,714 4,623 4,684 4,601 4,528 4,512

3 5,189 4,914 4,701 4,531 5,095 4,847 4,652 4,495 4,721 4,558 4,424 4,605 4,470 4,356 4,497 4,385 4,290 4,303

4 4,974 4,653 4,417 4,237 4,891 4,598 4,380 4,212 4,496 4,310 4,163 4,401 4,244 4,116 4,313 4,180 4,070 4,104

RCR 5 4,770 4,415 4,167 3,984 4,696 4,371 4,139 3,966 4,286 4,086 3,932 4,208 4,035 3,898 4,135 3,986 3,866 3,915

6 4,577 4,198 3,944 3,761 4,510 4,161 3,922 3,749 4,091 3,881 3,724 4,026 3,841 3,700 3,964 3,803 3,677 3,739

7 4,394 3,999 3,743 3,564 4,334 3,968 3,726 3,555 3,909 3,694 3,537 3,854 3,662 3,519 3,802 3,632 3,502 3,573

8 4,221 3,816 3,561 3,386 4,167 3,790 3,548 3,379 3,740 3,522 3,366 3,693 3,496 3,353 3,648 3,472 3,340 3,418

9 4,059 3,647 3,395 3,225 4,010 3,625 3,385 3,220 3,582 3,363 3,210 3,541 3,343 3,200 3,503 3,323 3,190 3,273

10 3,906 3,492 3,244 3,079 3,861 3,472 3,235 3,075 3,435 3,217 3,067 3,400 3,200 3,059 3,367 3,184 3,051 3,138

Cone of Light

Mtg Height Light Level Beam
Diameter

5.5 ft 318.9 fc 4.1 ft

6.5 ft 228.3 fc 4.8 ft

7.5 ft 171.5 fc 5.5 ft

8.0 ft 150.7 fc 5.9 ft

10.0 ft 96.5 fc 7.4 ft

12.0 ft 67.0 fc 8.9 ft

14.0 ft 49.2 fc 10.3 ft

16.0 ft 37.7 fc 11.8 ft

20.0 ft 24.1 fc 14.8 ft

24.0 ft 16.7 fc 17.7 ft

28.0 ft 12.3 fc 20.7 ft

Average Luminaire Luminance [cd/m²]

0.00° 45.00° 90.00°

0.00° 206,547 206,547 206,547

45.00° 1,286 1,590 1,655

55.00° 59 53 54

65.00° 41 37 45

75.00° 62 71 70

85.00° 184 134 84
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UGR CIE 190:2010

Ceiling
reflectance 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3

Wall
reflectance 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Plane
reflectance 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2

Room
dimensions Viewed crosswise Viewed endwise

2H

2H -21.6 -20.7 -21.2 -20.4 -20.1 -20.8 -19.9 -20.4 -19.6 -19.3

3H -19.2 -18.4 -18.8 -18.1 -17.7 -18.7 -18.0 -18.4 -17.6 -17.3

4H -17.5 -16.8 -17.1 -16.5 -16.1 -17.3 -16.6 -16.9 -16.3 -15.9

6H -15.8 -15.2 -15.4 -14.8 -14.4 -16.0 -15.3 -15.5 -14.9 -14.5

8H -15.2 -14.5 -14.7 -14.1 -13.7 -15.0 -14.4 -14.6 -14.0 -13.6

12H -14.1 -13.5 -13.7 -13.1 -12.7 -13.9 -13.3 -13.4 -12.9 -12.4

4H

2H -20.4 -19.7 -20.0 -19.4 -19.0 -20.3 -19.6 -19.9 -19.2 -18.9

3H -18.0 -17.4 -17.5 -17.0 -16.6 -17.9 -17.3 -17.5 -16.9 -16.5

4H -15.9 -15.3 -15.4 -14.9 -14.5 -16.2 -15.7 -15.8 -15.2 -14.8

6H -14.0 -13.6 -13.6 -13.1 -12.7 -14.7 -14.2 -14.2 -13.8 -13.3

8H -13.3 -12.9 -12.9 -12.5 -12.0 -13.7 -13.3 -13.2 -12.8 -12.3

12H -12.3 -11.9 -11.8 -11.4 -10.9 -12.4 -12.0 -11.9 -11.5 -11.0

8H

4H -15.3 -14.9 -14.8 -14.5 -14.0 -15.7 -15.3 -15.2 -14.8 -14.3

6H -13.2 -12.9 -12.7 -12.4 -11.9 -13.9 -13.6 -13.4 -13.1 -12.6

8H -12.3 -12.0 -11.8 -11.5 -11.0 -12.8 -12.5 -12.2 -11.9 -11.4

12H -11.0 -10.8 -10.5 -10.3 -9.7 -11.2 -10.9 -10.6 -10.4 -9.8

12H

4H -15.2 -14.8 -14.7 -14.3 -13.8 -15.5 -15.2 -15.0 -14.7 -14.2

6H -13.0 -12.7 -12.5 -12.3 -11.7 -13.6 -13.3 -13.0 -12.8 -12.2

8H -12.0 -11.8 -11.5 -11.3 -10.7 -12.3 -12.0 -11.7 -11.5 -10.9

Corrected UGR values based on total output lumens

SHR = 1.0
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