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Spectrum Lighting Photometric Lab

Luminaire
IFO3RMx xx 835 020 DLFLGN MW

Nominal 3" diam round recessed Infinium downlight

Test Number

SP-00758_1

Test Date

The results contained in this report pertain only to this IES file.

IFO3RMXx xx 835 020 DLFLGN MW © Spectrum Lighting
Page 1 of 6



SPECTRUM
LIGHTING INC.

Summary of Results

Power Spacing Criterion
Input Watts 15W Two luminaires, plane 0° 0.6
Two luminaires, plane 90° 0.61
Lumen Output P
Four luminaires 0.63
Output Lumens 1383
Full Beam Angle
Efficacy 92.17 Im/W
. . . 0° - 180° 38°
Luminous Dimensions
90° - 270° 38°
0° - 180° Size -0.2
90° - 270° Size -0.2
Height 0

IES File Header Contents

Keyword Value
TEST = SP-00758_1
TESTLAB = Spectrum Lighting Photometric lab, VLS-245-981
MANUFAC | Spectrum Lighting
ISSUEDATE | 2/8/2019
UPDATE = 2/27/2019
LUMCAT = IFO3RMx xx 835 020 DLFLGN MW
LUMINAIRE | Nominal 3" diam round recessed Infinium downlight
OTHER = Beam Angle: 38 degrees
OTHER | Flood optic, open aperture / no lens
OTHER | Aluminum bezel
LAMPCAT = N/A
LAMP | N/A, CRI: 80, Philips
OTHER = CCT Multipliers: 40K x 1.03
OTHER | Total luminaire wattages is approximate
OTHER  This report prepared by Spectrum Lighting
_CRI | 80
_CCTMULT = 40K x 1.03

_LAMPMULT @ 07L x 0.40, 10L x 0.56, 15L x 0.78
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SPECTRUM
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Candela Polar Plot
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Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 257.67 18.64% 90.00° - 100.00° 0.07 0.01%
10.00° - 20.00° 516.97 37.39% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 412.30 29.82% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 144.09 10.42% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 19.98 1.45% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 11.92 0.86% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 10.86 0.79% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 6.93 0.50% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 1.72 0.12% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 1,382.44 99.99% 0.00° - 180.00° 1,382.51 100.00%
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SPECTRUM
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00°  112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°
0.00° 2,957.92 2,957.92 2,957.92 2,957.92 295792 2,957.92 2,957.92 295792 2,957.92 2,957.92 295792 2,957.92 2,957.92 2957.92 2,957.92 2,957.92 2,957.92
2.50° 290848 2,949.16 2,916.20 2,929.61 291535 2,919.78 2,908.38 2,925.89 2,913.41 2,936.27 291572 2,925.11 2,908.70 2,903.29 2,903.55 2,915.57 2,908.48
5.00° 2,799.27 2,797.72 2,825.05 2,814.47 2,826.57 2,835.67 2,825.48 2,792.15 2,807.79 2,799.27 2,816.99 2,795.84 2,796.27 2,809.57 2,813.88 2,778.01  2,799.27
7.50° 2,606.32 2,641.16 2,647.81 2,667.56 2,659.55 2,637.32 2,610.25 2,617.27 2,613.52 2,650.72 2,636.93 2,641.87 2,611.76 2,605.79 2,598.34 2,602.94 2,606.32
10.00° 2,380.38 2,401.01 2,433.38 2,437.73 2,437.27 2,420.47 2,390.58 2,381.71 2,394.77 2,416.05 2,425.79 2,416.42 2,396.56 2,385.92 2,377.86 2,363.41 2,380.38
12.50° 2,129.89 2,159.37 2,189.54 2,197.91 218535 2,154.75 2,123.56 2,128.95  2,143.53 2,174.58 2,176.48 2,180.29 2,157.34 2,130.72 2,118.43 2,113.12 2,129.89
15.00° 1,872.01 1,899.68 1,935.68 1,937.68 1,916.56 1,885.47 1,855.82 1,856.86 1,882.16 1,898.96 1,920.81 1,921.75 1,901.62 1,872.46 1,856.87 1,847.47 1,872.01
17.50° 1,606.93 1,640.04 1,668.23 1,673.32 1,644.04 1,608.84 1,583.49 1,580.83 | 1,609.53 1,630.23 1,658.68 1,661.11 1,635.14 1,605.02 1,583.75 1,585.03 1,606.93
20.00° 1,340.27 1,380.74 1,397.32 1,402.23 1,369.83 1,346.75 1,320.23 1,339.11 1,359.37 1,386.30 1,406.02 1,407.07 1,380.09 1,337.96 1,320.95 1,326.32 1,340.27
22.50° 1,119.01 1,132.28 1,165.17 1,156.56 1,137.90 1,109.40 1,097.89  1,101.98 1,129.52 1,146.43 | 1,161.16 1,1563.52 1,131.01 1,105.28 1,097.35 1,097.00 1,119.01
25.00° 904.86 93597 940.32 94545 92136 893.34  883.51 897.05 909.88 917.80 92246 914.68 89793 87480 881.09 89537  904.86
27.50° 719.93 74349 75193 748.05 72799 70648 69543 |694.69 697.76 696.57 68792 67886 67144 67480 68578 704.05 | 719.93
30.00° 537.68 | 564.30 567.91 565.79  540.99  531.21 51486 510.93 503.74 49159  486.28 489.40 488.82  480.91 50242  520.85  537.68
32.50° 374.96 394.03 406.55 40098 385.92 | 368.87 35357  329.29 |320.80 311.98  302.87 307.78 320.66 334.06 346.42 359.22  374.96
35.00° 213.74 247.26 246.53 25186 23714  233.07 213.71 204.20 1 191.27 17665 179.53 187.85  200.51 197.90 211.71 21135  213.74
37.50° 12588 | 128.59 147.85  143.81 141.50 122.04 117.71 86.12 87.81 82.76 82.58 82.76 92.10 115.33 115.64 118.14 125.88
40.00° 42.73 69.87 53.09 66.64 53.11 59.72 51.66 56.96 47.38 47.96 44.81 53.36 55.08 47.44 51.02 52.87 42.73
42.50° 29.98 29.89 35.26 30.85 33.05 34.35 34.52 30.62 31.06 27.02 27.55 29.13 30.18 33.46 32.30 28.45 29.98
45.00° 18.36 21.77 18.80 20.18 18.02 22.02 23.00 24.09 23.22 22.34 22.81 24.50 24.03 22.44 21.13 21.05 18.36
47.50° 15.61 15.83 15.89 14.96 15.92 17.68 19.01 18.28 17.96 19.32 21.39 20.41 19.99 19.78 19.16 17.77 15.61
50.00° 13.16 12.89 13.19 12.38 14.05 15.02 16.21 15.80 16.11 17.89 18.93 17.85 17.66 17.70 17.65 15.80 13.16
52.50° 12.36 11.26 11.88 11.22 12.30 13.21 14.74 13.64 15.02 16.34 16.28 15.75 15.42 16.90 16.61 14.40 12.36
55.00° 11.53 11.12 10.75 10.62 10.63 12.72 13.45 12.57 13.56 14.70 14.57 14.68 15.30 15.82 15.37 13.13 11.53
57.50° 10.62 10.93 10.33 10.62 10.04 12.76 12.33 11.64 12.04 13.12 12.98 13.52 15.10 14.24 13.99 12.52 10.62

60.00° 10.07 10.68 9.97 10.80 9.70 12.18 11.92 11.12 11.51 11.58 12.37 12.20 13.31 13.14 13.44 12.02 10.07
62.50° 10.56 10.57 9.76 10.87 11.07 11.40 12.05 10.73 11.07 11.21 11.84 11.59 11.62 12.74 13.45 11.95 10.56
65.00° 10.93 10.56 9.40 10.91 12.03 10.88 11.28 10.61 10.75 11.45 12.16 11.97 10.94 11.90 12.56 11.92 10.93
67.50° 11.03 10.26 8.66 10.38 11.09 10.42 10.00 10.14 10.37 10.66 12.12 11.43 10.24 10.55 11.18 10.48 11.03
70.00° 10.23 9.80 8.21 9.76 10.04 9.68 9.15 9.22 9.59 9.55 10.04 10.06 9.51 9.29 10.01 9.08 10.23
72.50° 8.21 8.63 8.23 8.77 8.76 8.65 8.23 7.38 8.21 7.86 7.54 8.03 8.39 8.08 8.88 8.37 8.21
75.00° 6.96 7.25 7.64 7.70 7.55 6.71 6.00 5.36 6.02 6.12 4.60 5.97 6.89 6.67 6.33 6.85 6.96
77.50° 5.91 5.74 6.58 6.49 6.35 5.81 4.41 4.63 4.19 4.35 3.63 4.28 4.14 4.93 4.40 4.38 591
80.00° 4.18 4.12 4.28 5.17 4.30 4.50 3.02 297 247 2.83 2.36 279 2.50 2.82 3.15 3.50 4.18
82.50° 2.68 247 2.30 3.23 227 2.08 1.48 1.62 1.30 1.21 1.68 1.90 1.51 1.79 1.75 2.30 2.68
85.00° 1.17 1.29 1.50 1.51 1.29 1.30 0.93 1.31 0.89 1.07 1.44 1.16 1.07 1.10 0.97 1.46 1.17
87.50° 0.92 1.03 1.37 1.27 1.24 1.28 1.28 1.21 0.99 0.72 1.21 1.01 1.13 1.10 1.27 1.22 0.92
90.00° 0.89 1.16 1.36 1.22 1.16 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.90 1.00 1.03 0.89

92.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
97.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
102.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
107.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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SPECTRUM
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Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

pfc|20% 20% 20% 20% [20% 20% 20% 20% |20% 20% 20% |20% 20% 20% |20% 20% 20% |0%

pcc|80% 80% 80% 80% |70% 70% 70% 70% |50% 50% 50% |30% 30% 30% |10% 10% 10% |0%
pw |70% 50% 30% 10% |70% 50% 30% 10% |50% 30% 10% |50% 30% 10% |50% 30% 10% |30%
0[1,646 1,646 1,646 1,646 1,608 1,608 1,608 1,608 1,536 1,536 1,536 |1,471 1,471 1,471 1,411 1411 1411 1,382
11,577 1,542 1,510 1,482 |1,543 1,512 1,484 1,458 1,456 1,434 1413 1,405 1,388 1,371 1,358 1,345 1,332 1,318
2[1,509 1,449 1,399 1,357 1,480 1425 1,380 1,342 1,381 1,344 1,312 1,341 1,311 1,284 |1,303 1,279 1,258 1,254
3[1,446 1,367 1,306 1,257 | 1,419 1,348 1,292 1,247 1,313 1,266 1,228 |1,280 1,241 1,209 |1,250 1,218 1,190 |1,195
4/1386 1,204 1,227 1,175 1,362 1,279 1,217 1,169 [1,250 1,197 1,155 [1,223 1,178 1,142 [1,198 1,160 1,129 |1,139
RCR  5(1,329 1,228 1,158 1,106 |1,308 1,216 1,150 1,101 1,192 1,135 1,091 |1,170 1,121 1,082 |1,149 1,107 1,073 1,087
6(1,276 1,168 1,097 1,045 1,257 1,158 1,091 1,041 1,138 1,079 1,035 1,120 1,068 1,028 |1,103 1,057 1,021 |1,039
7[1,225 1,114 1,042 991 1,208 1,105 1,037 989 |1,089 1,028 984 [1,073 1,019 979 [1,059 1,011 974 |994
8(1,178 1,064 992 943 |1,163 1,057 989 941 |1,043 981 938 (1,029 974 934 [1,017 967 930 |952
9[1,133 1,018 947 900 |1,120 1,012 944 898 (1,000 938 895 |988 933 893 |978 927 890 |913
101,092 976 906 860 |1,079 970 904 859 |960 899 857 |950 894 855 |941 890 852 |877
Cone of Light Average Luminaire Luminance [cd/m?]
. . Beam 0.00° 4500°  90.00°
Mtg Height Light Level Diameter
0.00° 1,013,459 1,013,459 1,013,459
5.5 ft 97.8 fc 3.8 ft
45.00° 8,898 9,110 8,729
B 70.0fc iR 55.00° 6,886 6,419 6,352
[ 526fc 2 65.00° 8,858 7,620 9,755
8.0 ft 46.2 fc 551t 75.00° 9,219 10,111 10,000
10.0 ft 29.6fc 6.8 ft 85.00° 4,596 5,891 5,059
12.0 ft 20.5 fc 8.2 ft
14.0 ft 15.1 fc 9.6 ft
16.0 ft 11.6 fc 10.9 ft
20.0 ft 7.4fc 13.7 ft
24.0 ft 5.1 fc 16.4 ft
28.0 ft 3.8fc 19.1 ft
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UGR CIE 190:2010

ooeiling | 07 07 05 05 03|07 07 05 05 03
reﬂ‘e"’c?'a'nce 05 03 05 03 03|05 03 05 03 03
refIPe 'gt’;‘;ce 02 02 02 02 02[02 02 02 02 02
dimzc:?srir:)ns Viewed crosswise Viewed endwise
2H |88 97 92 101 104[96 106 100 109 112
3H |11.8 127 122 130 134|122 130 126 134 137
4H | 128 136 132 139 143|131 139 135 142 146
M "ol | 195 | 142 | 139 | 146 | 149 | 136 | 143 | 140 | 14.7 | 15.1
8H | 136 143 1441 147 151 [13.7 143 141 147 15.1
12H | 13.7 143 141 147 151|137 143 141 147 151
2H |98 105 102 109 113 [105 11.2 109 11.6 120
3H | 128 134 132 138 143|131 138 135 142 146
4H | 139 144 143 149 153|140 146 145 150 155
el | 146 | 151 | 151 | 155 | 160 | 146 | 154 | 151 | 156 | 160
8H |14.8 152 153 157 164 | 147 152 152 156 16.1
12H | 148 152 153 157 162|148 151 152 156 16.1
4H | 142 146 147 151 156|142 146 147 151 156
6H | 150 154 155 159 164|149 152 154 157 16.2
o 8H |152 156 158 16.1 166|150 153 156 159 16.3
12H [ 154 156 159 1641 167 | 151 154 156 159 16.5
4H | 142 146 147 151 156|142 145 147 150 155
12H 6H | 150 153 156 158 164|149 152 154 156 16.2
8H |153 156 158 16.1 166|150 153 156 158 16.4

Corrected UGR values based on total output lumens

IFO3RMx xx 835 020 DLFLGN MW

SHR=1.0

SPECTRUM
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