






































































SERIES

Product information:

994 Jefferson Street, Fall River, MA 02721  508.678.2303 FAX 508.678.2260

CAT. NO.:

PROJECT: TYPE:

Dimensions shown are nominal. Spectrum Lighting is 
continually improving products and reserves the right 
to make changes that will not alter performance or 
appearance with or without written notice.

w w w . s p e c l i g h t . c o m

•	3” diameter machined 6000 series Sign Light.
•	3 choice of beam spread.
•	 Infinium �	�������� cylinder series fetures intedral air 

cooling technology.
•	Single High powered LED produces point source 

quality and luminaire focus.
•	 50,000 hours rated LED system life means low maintainence.
•	High flux density 14 watt LED. All LED modules are 

replaceable and upgradeable.
•	20 powdercoat options.   
•	Suitbale for damp locations. Wet location available.
•	Manufactured and built to UL standard No 8750.

SL0306LED- 	
Spectrum LED 
Sign Light

SL0306LED

Model
14w ND

MD

WD

PA

PM*
WL

CP106

--	�����
����	������
�������������������
����� �����
--Pendant Mount
--Wet Location
--Ballast Compartment/ 
Stem Support		
				 

31K E114w MD GWPA23 / CP106 / WL

Finish***MOUNTINGkelvin VOLTsbeam

*** �See SPECTRUM 
Color Chart for 
a full list

MB
GW
GB
EG
VE
AY
BL

OR
RD
BZ

CO
SI

MM

CC

--Matte Black
--Gloss White
--Gloss Black
--Evergreen
--Verde Green
--Aero Yellow
--Blue Streak
--Orange
--Red Baron
--Bronze
--Copper Metalic
--Silver
--Metal Finish (Brushed Copper, 
Brushed Aluminum, Polished 
Brass) ����	���������›
--Cusom Color

MODEL #

SL0306LED

A

3.0”

B

6.0”

GB- Gloss Black Finish Shown

27K
31K
35K
41K
55K

E1
E2

--2700º Kelvin 
--3100º Kelvin 
--3500º Kelvin 
--4100º Kelvin
--5500º Kelvin 

--120v
--277v

  * �Specify Length 
in inches

 

23.0

PA-23

CP106-Cast
Ballast
Compartment

76.2 mm
3.0

6.0
203.2 mm

	 KELVIN°	 WATTAGE	 LUMENS
	 27K°	 14W	 350	  	
	 31K°	 14W	 375		
	 35K°	 14W	 400
	 41K°	 14W	 480		
	 55K°	 14W	 560

led

RLMINFINIUM™
SIGN LIGHT

14 WATT LED
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Product information:Product information:

SPECTRUM
I N F I N I U M ™

STX4LED- 		
Spectrum 
Lighting 
Infinium™ 
Dimmable LED 
Track Light

STX4LED 30w

Model LED

•	Spectrac STX4 high output dimmable LED track light.
•	2 Wire 120v dimming driver optional.
•	Machined aluminum construction. 
•	Single high powered LED produces point source 

quality and luminaire focus.
•	50,000 hours rated LED systems life means low 

maintenance.
•	2700º, 3100º, 3500º, 4100º or 5100º Kelvin. 
•	Narrow, medium or wide  beam distribution
•	Optics are field interchangeable.
•	All LED modules are replaceable and upgradable.
•	Manufactured and tested to UL Standard No. 8750.

20W
30W

MT

MB
MW
CC

--Mini Textured 
Silver
--Matte Black
--Matte White
--Custom Color	
			
	*See SPECTRUM 
color chart for a 
full list of colors

			 
(MT/MB/-with 
black adaptor 
& cord      	 
MW-with white 
adaptor & 
cord)

Finish

MT

INFINIUM™ LED
MODULAR LED

DIMMING 30 WATT MAX

STX4

GES66/TEK100
adaptors for use with
GET/TEK/XTS TRACK

27K
31K
35K
41K
51K

31K

KELVIN
--2700º K
--3100º K
--3500º K
--4100º K
--5100º K

	 KELVIN°	 WATTAGE	 LUMENS
	 27K°	 30W	 1280	  	
	 31K°	 30W	 1400		
	 35K°	 30W	 1520
	 41K°	 30W	 1650		
	 51K°	 30W	 1900

--Electronic,120V
--Electronic,277V 

--Lutron Hi-Lume™
120v (dimming 
level 1%)		
			
*120v ONLY for 2 
Wire Dimming	
		
Dimming: See 
Page 1-444

E1   
E2

DL1(2WIRE)

DL1(2WIRE)MD

BEAM
ND

(12º)
MD

(22º)
WD

(38º)

FG
LN34

SN34
HL34

--Frosted Face Lens
--Lens (see lens 
pages)
--Snoot
--Hex Louver	
			
	*Accessory finish 
will match fixture.

SN34

ACCESSORIES*DRIVER

3.0

4.53
6.13

4.87

GES66

TEK100

GA100

GES70

--Works with 
GET Track
--Works with 
TEK Track
--Works with 
XTS Track
--Monopoint 
Canopy

tek100

Adaptor
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Product information:Product information:

SPECTRUM
I N F I N I U M ™

TS7580LED- 	
LED Wall Wash 
Track Fixture

SO --Micro Prism Solite™ 
lens

TS7580LED SO

Model ACCESSORIES

TS7580

30w

LED
20W
30W

MT

MB
MW
CC

--Mini Textured 
Silver
--Matte Black
--Matte White
--Custom Color	
			
	*See SPECTRUM 
color chart for a 
full list of colors

			 
(MT/MB/-with 
black adaptor 
& cord      	 
MW-with white 
adaptor & 
cord)

Finish

MT

27K
31K
35K
41K
51K

31K

KELVIN
--2700º K
--3100º K
--3500º K
--4100º K
--5100º K

--Electronic,120V
--Electronic,277V 
			
Non-Dimmable

E1   
E2

E1

DRIVER

•	Spectrac TS7580LED high output LED track light ideal 
for large area illumination and for wall wash.

•	 50,000 hours rated LED systems life.
•	All Fixtures can be adjusted 90º vertically.
•	Fixtures with a single mounting point can be rotated 

358º horizontally.
•	All LED modules are replaceable and upgradable.
•	Manufactured and tested to UL Standard No. 8750.

INFINIUM™ LED
LED TRACK LIGHT

30 WATT MAXIMUM

5.5

5.5

4.5

12.3

GES66

TEK100

HTEK100

GA100

GES70

--Works with 
GET Track
--Works with 
TEK Track
--Works with 
HTEK Track
--Works with 
XTS Track
--Monopoint 
Canopy

tek100

Adaptor
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SX1205RDLED- 	
12” Diameter 
Round LED, 
Surface Mount

SX1605RDLED- 	
16” Diameter 
Round LED, 
Surface Mount

SX1605RDLED

Model
SM --Surface Mount OP

POP

FIN

FS

EMLED

DIMLED

GS

USR

TMB
2CIR

--White Opal 
Acrylic
--White Opal 
Polycarbonate
--Decorative 
Center Finial to 
Match Edge 
Finish

--Fuse holder 
and fuse
--Emergency 
Back-up Battery
--LED Dimming 
Module
--Ceiling Level 
Gasket
--Universal IR 
Motion/Light 
Sensor
--Thumb Screws
--2 Circuit

SM GWOPGSE118W

DIFFUSERMounting Finishoptions

*  2 Circuit 
Available

GW
MB

SI
BZ
PB
PA

--Gloss White
--Matte Black
--Silver
--Bronze
--Polished Brass
--Polished 
Aluminum 
(Chrome)		
			
Note: Other 
colors available 
(consult the 
factory)

--120 Volt
--277 Volt

E1
E2

VoltageleD
18w*

28w*

INFINIUM™ LED
SURFACE MOUNT

ACRYLIC DIFFUSER
18 / 28 WATT LED 

•	Surface mounted 12” diameter decorative LED series.
•	 Low maintainence 50,000 hrs rated LED system.
•	LED module and driver are up-gradeable and 

replaceable.
•	No visible hardware.
•	 Integral IR motion/photo sensor available.
•	18/28 watt LED has optional 2 circuit hi/low option.
•	Equivalent to 2x26w or 2x32w CFL.
•	 Instant on/off.
•	Manufactured and built to UL standard No 8750.

PA-Polished Aluminum

PB-Polished Brass

GW-Gloss White

5.2
132.1 mm

12.1
307.3 mm

16.1
408.9 mm

35K

--2700º Kelvin
--3500º Kelvin
--4100º Kelvin 

27K
35K
41K

KELVIN

SX
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SX1003RDLED- 	
11” Diameter

SX1003RDLED

Model
HM*

PM*

SM

--Hang Straight 
Swivel Fitting
--Pendant 
Mount
--Surface Mount

OP

POP

FS

EMLED

DIMLED

GS

2xKO

4xKO

USR

--White Opal 
Acrylic
--White Opal 
Polycarbonate

--Fuse holder 
and fuse
--Emergency 
Back-up Battery
--LED Dimming 
Module
--Ceiling Level 
Gasket
--2 Knock Outs 
(for through 
wiring)
--4 Knock Outs 
(for through 
wiring)
--Universal IR 
Motion/Light 
Sensor

SM GWOPGSE118W

DIFFUSERMounting Finishoptions

*  Specify Length in 
inches

See Speclume 
Mounting Page

GW
MW
MB

SI

--Gloss White
--Matte White
--Matte Black
--Platinum Silver	
			
	Note: Other 
colors available 
(consult the 
factory)

KELVIN
--2700º Kelvin 
--3100º Kelvin 
--3500º Kelvin  

27K
31K
35K

--120 Volt
--277 Volt

E1
E2

VoltageleD
15w

18w

INFINIUM™ LED
SURFACE MOUNT

ACRYLIC DIFFUSER
9 / 12 / 15 / 18 WATT LED 

•	Surface mounted LED opal acrylic series
•	LED module and driver are up-gradable and 

replacable.
•	ADA compliant.
•	Mounts directly to j-box.
•	For wall or ceiling installation.
•	Provides even illumination with no hot spots or 

shadows.
•	30-50,000 hours system life.
•	Available with (USR) integral motion/light sensor.
•	Available with dimming option for use with 

daylight sensor options. (Consult Factory)
•	Weight: 3.0 lbs
•	Manufactured and built to UL standard No. 8750.

3.9
99.1mm

11.0
279.4 mm

	 KELVIN°	 WATTAGE	 LUMENS
	 27K°	 15W	 780		
		  18W	 1100
	 31K°	 15W	 1925
		  18W	 1220
	 35K°	 15W	 1050
		  18W	 1350

31K

SX
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SX

SX1003SQLED- 	
11” Square

SX1003SQLED

Model
HM*

PM*

SM

--Hang Straight 
Swivel Fitting
--Pendant 
Mount
--Surface Mount

OP

POP

FS

EMLED

DIMLED

GS

2xKO

4xKO

USR

--White Opal 
Acrylic
--White Opal 
Polycarbonate

--Fuse holder 
and fuse
--Emergency 
Back-up Battery
--LED Dimming 
Module
--Ceiling Level 
Gasket
--2 Knock Outs 
(for through 
wiring)
--4 Knock Outs 
(for through 
wiring)
--Universal IR 
Motion/Light 
Sensor

SM OPGS

DIFFUSERMountingoptions

*  Specify Length in 
inches

See Speclume 
Mounting Page

INFINIUM™ LED
SURFACE MOUNT

ACRYLIC DIFFUSER
9 / 12 / 15 / 18 WATT LED 

•	Surface mounted LED opal acrylic series.
•	LED module and driver are up-gradable and 

replacable.
•	ADA Compliant.
•	Mounts directly to j-box.
•	For wall or ceiling installation.
•	Provides even illumination with no hot spots or 

shadows.
•	30-50,000 hours system life.
•	Available with (USR) integral motion/light sensor.
•	Available with dimming option for use with 

daylight sensor options. (Consult Factory)
•	Weight: 3.0 lbs
•	Manufactured and built to UL standard No 8750.

11.0
276.9 mm

3.9
99.1mm

GW

Finish
GW
MW
MB

SI

--Gloss White
--Matte White
--Matte Black
--Platinum Silver	
			
	Note: Other 
colors available 
(consult the 
factory)

31K E118W

KELVIN
--2700º Kelvin 
--3100º Kelvin 
--3500º Kelvin  

27K
31K
35K

--120 Volt
--277 Volt

E1
E2

VoltageleD
15w

18w

	 KELVIN°	 WATTAGE	 LUMENS
	 27K°	 15W	 780		
		  18W	 1100
	 31K°	 15W	 1925
		  18W	 1220
	 35K°	 15W	 1050
		  18W	 1350
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DX1604LED- 	
16.62” Round 
Decorative 
Pendant

dx1604led

Model
CP13
CD*

CDCC*

HM*

HMAT*

PM*

--Driver Housing
--Cord and 
Cable Mount
--Coil Cord and 
Cable Mount
--Hang Straight 
Pendant
--Adjustable 
Length Hang 
Straight 
Pendant
--Pendant/
Straight Mount

FS

EMLED

--Fuse holder 
and fuse
--Consult Factory 
for Emergency 
Option

hmat36 GWFSE180W MD

Mounting Finishoptions
GW
MB

SI
BZ
PA

--Gloss White
--Matte Black
--Silver
--Bronze
--Polished 
Aluminum 
(Chrome)		
			
Note: Other 
colors available 
(consult the 
factory)

--Electronic,120V
--Electronic,277V 

--Consult Factory 
for Dimming

E1   
E2

DIM

VoltageleD beam
30w

40w

60w

80w

ND

MD

WD

CROSS SECTION TOP VIEW

INFINIUM™ LED
DECO-X

PENDANT
30 / 40 / 60 / 80 WATT LED 

•	Deco-X LED pendant is available in 30w, 40w, 60w 
and 80w LED.

•	Single high powered LED creates point source 
quaility light.

•	27K, 31K, 35K 41K and 51K available.
•	LED modules and drivers are up-gradeable and 

replaceable.
•	 Instant on/off.
•	Manufactured and built to UL standard No 8750.

35K

--2700º K
--3100º K
--3500º K
--4100º K
--5100º K

27K
31K
35K
41K
51K

KELVIN

	 KELVIN°	 WATTAGE	 LUMENS
	 27K°	 30W	 1280
	 31K°	 30W	 1400
	 35K°	 30W	 1520
	 41K°	 30W	 1650
	 51K°	 30W	 1900

	 KELVIN°	 WATTAGE	 LUMENS
	 27K°	 40W	 1640
	 31K°	 40W	 1800
	 35K°	 40W	 1855
	 41K°	 40W	 2100
	 51K°	 40W	 2400

*  Specify Length in inches
**12” or 36” lengths only
See Speclume Mounting 

Page

16.62
422.2 mm

3.71
94.2 mm

SL


