SPECLUME
MOD-ESPRESSO UP/DOWN S L
SPUN ALUMINUM B 24 24 1 255

CF/INC /MH

PRODUCT INFORMATION:

* Mod-Espresso style features an unique hourglass
shape.

* ME UD series features uplight and downlight.

Reflector two-part spun heavy gauge aluminum.

Choice of colors and natural metal finishes.

Suitable for compact fluorescent, incandescent and

metal halide lamping.

Electronic Ballast(s) 120/277v.

Suitable for use in damp location.

Manufactured and tested to UL standard No. 1598.

ETL Listed.
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FIXTURE A B

ME1314UD | 13" | 14"

ME1816UD | 16" | 18"
Electronic

Ballast

| A
MODEL LAMPS UP LUGHT DOWNUGHT BALLAST OPTIONS MOUNTING FINISH
ME1314UD- CF ** 13,18, 26, 32, 42* 13, 18, 26, 32, 42* E1 -Electronic, 120v EM-Emergency CDX3*-3X Cable and BA -Brushed
Speclume E2 -Electronic, 277v Remote Ballast Cord Aluminum
Pendant Series,  INC 100w 100w DA1 -Advance Mark  DOOR13GL -13" Door w/ CP13 -Ballast MT -Mini Tek
13" Diameter 10™ powerline Clear Lens Housing Silver
Mod-Espresso MH ** 20, 39 (PAR 20) 20, 39 (PAR 20) dimming, 120v' DOOR13PG -13" Door w/ TW -Textured
Up/Down Light (CFOnly) Prismatic Lens White
ME1816UD- LED ** 14w3k 14w3k DA2-Advance Mark  DOOR13FG -13" Door w/ TB -Textured
Speclume 10™ powerline Frosted Glass Black
Pendant Series, dimming, 277v'  DOOR18GL-18" Door w/
18" Diameter (CFOnly) Clear Lens
Mod-Espresso DOORI18PG -18" Door w/
Up/Down Light Prismatic Lens
DOORI18FG -18" Door w/
Frosted Glass * Specify Length
ininches
**Requires | *Runs 26, *Runs 26, See Speclume
CP13 32,42w Lamp 32,42w Lamp Mounting Page
ME1314UD | CF 126 U 242D El EM CD3X BA
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