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Spectrum Lighting Photometric Lab

Luminaire
IFO3RMx xx 835 015 DLNFGN MW

Nominal 3" diam round recessed Infinium downlight

Test Number

SP-00759 1_M-015L

Test Date

The results contained in this report pertain only to this IES file.
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SPECTRUM
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Summary of Results

Power Spacing Criterion
Input Watts 12.2W Two luminaires, plane 0° 0.47
Two luminaires, plane 90° 0.47
Lumen Output P
Four luminaires 0.48
Output Lumens 1081

Full Beam Angle

Efficacy 88.64 Im/W
. . . 0° - 180° 28°
Luminous Dimensions
90° - 270° 28°
0° - 180° Size 0.2
90° - 270° Size 0.2
Height 0
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SP-00759_1_M-015L

Spectrum Lighting Photometric lab, VLS-245-981
Spectrum Lighting

2/8/2019

2/27/2019

IFO3RMx xx 835 015 DLNFGN MW

Nominal 3" diam round recessed Infinium downlight
Beam Angle: 28 degrees

Narrow flood optic, open aperture / no lens
Aluminum bezel

N/A

N/A, CRI: 80, Philips

CCT Multipliers: 40K x 1.03

Total luminaire wattages is approximate

This report prepared by Spectrum Lighting, scaled from 20L

IFO3RMx xx 835 015 DLNFGN MW

© Spectrum Lighting
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LIGHTING INC.

Candela Polar Plot
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Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 274.46 25.38% 90.00° - 100.00° 0.07 0.01%
10.00° - 20.00° 407.34 37.67% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 258.30 23.88% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 101.88 9.42% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 13.67 1.26% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 8.37 0.77% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 10.26 0.95% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 573 0.53% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 1.35 0.12% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 1,081.36 99.99% 0.00° - 180.00° 1,081.43 100.00%
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00°  112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°
0.00° 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72 3,297.72
2.50° 3,276.69 3,287.71 3,238.43 3,284.27 3,231.07 3,249.83 3,254.04 3,255.80 3,253.68 3,276.02 3,226.21 3,285.43 3,239.11 3,261.52 3,294.73  3,271.81 3,276.69
5.00° 3,071.15 3,065.73 3,112.13 3,063.57 3,118.77 3,047.74 3,035.58 3,038.30 3,040.12 3,047.82 3,101.00 3,064.48 3,141.55 3,082.99 3,083.45 3,083.03 3,071.15
7.50° 282435 2,836.14 2,779.32 2,830.97 2,774.33 2,786.02 2,784.05 2,775.53 2,776.16 2,802.13 2,760.28 2,833.35 2,783.94 2,819.08 2,850.40 2,828.41 2,824.35
10.00° 2,389.62 2,382.86 2,415.88 2,384.36 2,418.68 2,375.15 2,355.98 2,359.33  2,352.10 2,364.59 2,393.26 2,383.50 2,421.04 2,385.05 2,397.75 2,387.63 2,389.62
12.50° 1,923.73 1,930.18 1,934.36 1,938.58 1,940.59 1,917.95 1,927.02 1,912.22  1,924.18 1,927.22 1,929.24 1,935.09 1,941.45 1,941.50 1,930.93 1,940.13 1,923.73
15.00° 1,488.55 1,489.54 1,482.27 1,501.97 1,478.80 1,502.60 1,494.21 1,497.70 1,485.98 1,491.13 1,456.93 1,503.65 1,472.39 1,481.34 1,492.50 1,476.56 1,488.55
17.50° 1,057.26 1,066.62 1,125.52 1,090.79 1,139.55 1,097.93 1,107.02 1,088.22 | 1,107.54 1,086.24 1,129.98 1,094.97 1,136.24 1,104.42 1,055.56 1,084.03 1,057.26
20.00° 844.39 85530  827.55  872.81 831.33  872.51 880.26  872.07 | 866.54  862.14  809.91 874.07 82143  853.51 848.52  839.11 844.39
22.50° 650.15 65589 688.88 671.70 697.57 68469 68562 | 677.51 675.21 661.88 ' 684.42 669.82 684.73 66193 64529 644.73 | 650.15
25.00° 545.05 55194 55998 568.97 569.70 57589 586.65 580.19  581.73 57233 561.68 566.44  552.06  549.71 54252  540.81 545.05
27.50° 44451 446.47 | 453.53  465.51 468.50 47993  485.84 | 490.23 48540  479.67 | 464.61 462.46 44397 439.85 439.26 43415 44451
30.00° 328.00 331.71 346.25 358.74 367.09 376.16  380.41 38340 384.14 37533 367.05 355.60  337.31 332.77  329.61 323.25  328.00
32.50° 211.75 22135 23727 25446 264.90 27142 27628 27592 |279.65 27165 260.72 | 251.41 237.63 232.00 22235 21955 |211.75
35.00° 128.38  131.79 14369 159.38  169.91 178.98 17495 17758 170.33 | 170.06  157.81 157.52 145.48 137.77  136.51 125.73  128.38
37.50° 48.30 56.47 76.70 79.44 97.14 87.55 93.65 81.07 89.10 85.95 93.20 78.47 82.73 74.19 59.30 62.70 48.30
40.00° 32.52 35.41 31.90 46.57 40.73 53.63 49.80 48.55 44.52 48.18 34.63 46.69 32.25 38.35 37.95 36.46 32.52
42.50° 17.82 18.68 20.83 21.57 26.78 22.50 20.25 17.73 17.91 19.97 22.20 21.68 21.89 19.53 19.38 20.69 17.82
45.00° 15.16 15.83 13.86 17.12 16.27 17.64 13.83 13.31 12.06 13.27 11.39 15.09 13.78 14.17 15.00 16.00 15.16

47.50° 12.67 13.25 12.31 13.58 13.50 13.20 10.10 9.28 9.23 8.61 10.14 10.33 11.82 11.18 11.29 12.63 12.67
50.00° 11.48 11.37 11.19 12.10 11.41 12.20 10.21 9.17 9.43 7.98 9.00 9.78 10.09 9.86 10.27 10.48 11.48
52.50° 10.37 10.10 10.58 10.69 10.63 11.17 10.09 9.03 9.15 7.73 8.42 8.99 8.94 9.57 9.33 9.45 10.37
55.00° 9.78 10.21 9.93 9.40 10.06 9.52 9.67 8.64 8.41 8.15 7.89 7.68 7.93 9.91 8.67 9.34 9.78
57.50° 9.39 10.57 9.24 8.72 9.88 8.15 9.68 8.47 8.04 8.52 7.57 7.35 7.22 9.56 8.61 9.57 9.39
60.00° 9.98 11.42 9.87 9.06 10.24 9.86 10.18 9.57 7.95 8.81 7.71 8.69 7.72 8.84 10.26 10.04 9.98
62.50° 10.59 12.05 11.66 9.96 11.43 11.49 10.57 10.44 8.75 9.37 9.24 9.50 10.33 9.03 11.52 10.88 10.59
65.00° 11.22 12.30 11.71 11.69 11.63 12.49 10.87 10.37 10.18 10.30 10.14 9.50 11.41 9.63 11.82 11.94 11.22
67.50° 11.11 11.36 10.38 11.41 10.60 12.80 10.50 10.15 10.62 10.35 9.55 9.13 10.43 9.25 11.39 10.58 1.1
70.00° 9.12 8.89 8.80 8.78 8.96 10.20 9.63 9.53 10.55 9.57 8.26 8.37 8.73 8.56 9.74 8.08 9.12
72.50° 6.77 6.66 7.08 6.26 6.79 8.35 8.15 8.30 8.21 7.66 6.16 6.87 6.60 6.21 6.96 597 6.77
75.00° 4.05 4.60 5.17 3.80 5.36 7.53 6.45 6.42 5.79 5.43 4.87 5.13 4.91 4.29 3.46 4.15 4.05

77.50° 2.89 3.19 3.63 3.46 4.23 5.85 4.52 5.06 4.12 3.79 3.74 3.36 3.47 3.35 2.69 3.00 2.89

80.00° 1.94 1.80 2.84 271 3.38 4.03 3.28 3.43 3.18 2,67 2.60 237 213 2.04 1.82 1.92 1.94
82.50° 1.24 0.99 1.81 1.78 2.03 224 1.78 1.73 1.62 1.61 1.37 1.47 0.91 1.27 1.04 1.656 1.24
85.00° 1.08 1.04 0.94 1.26 1.29 0.83 0.82 0.99 0.93 0.95 0.60 0.71 0.91 0.90 0.77 1.31 1.08
87.50° 0.75 1.09 0.72 0.97 1.03 0.93 0.89 0.84 0.90 0.83 0.83 0.85 0.92 0.97 0.94 0.99 0.75
90.00° 1.11 0.81 0.90 0.90 0.84 1.33 0.85 0.99 0.00 0.00 0.00 0.00 0.00 0.00 0.25 0.00 1.1

92.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
97.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
102.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
107.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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SPECTRUM
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Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

pfc|20% 20% 20% 20% [20% 20% 20% 20% |20% 20% 20% |20% 20% 20% |20% 20% 20% |0%

pcc|80% 80% 80% 80% |70% 70% 70% 70% |50% 50% 50% |30% 30% 30% |10% 10% 10% |0%
pw |70% 50% 30% 10% |70% 50% 30% 10% |50% 30% 10% |50% 30% 10% |50% 30% 10% |30%
0[1,287 1,287 1,287 1,287 |1,257 1,257 1,257 1,257 |1,202 1,202 1,202 [1,150 1,150 1,150 [1,103 1,103 1,103 |1,081
11,236 1,209 1,186 1,164 |1,210 1,186 1,165 1,146 1,143 1,126 1,111 1,103 1,090 1,078 1,066 1,056 1,047 1,035
2(1,186 1,141 1,103 1,072 1,163 1,122 1,089 1,060 |1,088 1,061 1,037 [1,057 1,034 1,015 1,027 1,010 994 |990
3[1,139 1,081 1,035 999 |1,119 1,066 1,025 991 |1,039 1,004 975 [1,013 985 960 |990 966 946 |948
41006 1,028 978 940 1,078 1,016 970 934 |994 954 923 |973 940 913 |954 926 903 |909
RCR 5(1,055 980 928 889 |1,039 970 922 885 |952 910 878 |935 899 870 |919 888 863 |873
6(1,016 937 884 846 1,002 929 879 843 |914 870 838 |900 862 832 |887 853 827 |839
7980 898 845 808 |967 891 841 806 |879 834 802 (867 827 798 |856 821 794 |807
8|o46 862 810 773 |935 857 807 772 |846 801 769 |836 796 766 |827 790 763 |778
9(914 830 778 743 |904 825 775 741 |816 771 739 |807 766 737 |799 762 735 |751
10884 799 748 715 |875 795 747 714 |787 743 712 |780 739 710 |773 736 709 |725
Cone of Light Average Luminaire Luminance [cd/m?]
. . Beam 0.00° 4500°  90.00°
Mtg Height Light Level Diameter
0.00° 1,129,884 1,129,884 1,129,884
5.5 ft 109.0 fc 2.8 ft
45.00° 7,348 6,718 7,882
B 78.1fc i 55.00° 5,841 5,931 6,011
[ 5861fc 381t 65.00° 9,093 9,495 9,432
8.0 ft 51.5fc 4.01t 75.00° 5,357 6,839 7,098
10.0 ft 33.0fc 5.0ft 85.00° 4,233 3,708 5,090
12.0 ft 229fc 6.0 ft
14.0 ft 16.8 fc 7.0 ft
16.0 ft 12.9 fc 8.0 ft
20.0 ft 8.2 fc 10.0 ft
24.0 ft 5.7 fc 12.0 ft
28.0 ft 4.2fc 14.0 ft
IFO3RMx xx 835 015 DLNFGN MW © Spectrum Lighting
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UGR CIE 190:2010

ooeiling | 07 07 05 05 03|07 07 05 05 03
reﬂ‘e"’c?'a'nce 05 03 05 03 03|05 03 05 03 03
refIPe 'gt’;‘;ce 02 02 02 02 02[02 02 02 02 02
dimzc:?srir:)ns Viewed crosswise Viewed endwise
2H |87 96 91 99 102|71 81 75 84 87
3H [122 131 126 134 138|118 126 122 129 133
4H |127 135 131 138 142|126 134 130 137 14.1
2 "ol | 129 | 136 | 133 | 140 | 143 | 131 | 138 | 135 | 141 | 14.5
8H |129 135 133 139 144|131 138 136 142 146
12H [ 12.9 135 133 139 143|132 138 136 142 146
2H [104 109 105 112 116 |89 96 93 100 104
3H |132 139 136 143 147|129 135 133 139 14.3
4H | 137 143 142 147 152|139 144 143 149 153
M TeH | 139 | 144 | 144 | 149 | 153 | 144 | 149 | 149 | 153 | 158
8H | 139 144 144 148 153|145 149 150 154 159
12H | 140 144 145 148 153|145 149 150 154 159
4H |139 143 143 147 152|142 146 146 150 155
6H | 1441 145 146 150 155|148 151 153 156 16.1
o 8H |142 145 147 150 155|149 152 155 158 16.3
12H | 143 145 148 150 156|150 153 155 158 16.4
4H | 138 142 143 147 152|141 145 146 150 155
12H  6H | 1441 144 146 149 154|148 151 153 156 16.1
8H |142 145 147 150 155|150 152 155 157 16.3

Corrected UGR values based on total output lumens

IFO3RMx xx 835 015 DLNFGN MW

SHR=1.0

SPECTRUM
LIGHTING INC.
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