
WWW.SPECLIGHT.COM  •  994 JEFFERSON STREET, FALL RIVER, MA 02721  •  508.678.2303 FAX 508.678.2260  

5
YEAR

WARRANTY

Dimensions and values shown are nominal. Spectrum Lighting continually works to improve products and reserves the right to make changes which may alter the performance or appearance of products.

PROJECT:

TYPE:
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A

B

EXAMPLE: CW0606TA5LAMBDX/GL/WM/MW

NOTES:
1 Nominal Source Lumens    2 Nominal Delivered Lumens at DX GL MW    3 TD/Dual Circuit Option Requires Dedicated on Site Controls by Others, Controls by Others Are Not to Allow Both Circuits to be Energized Simultaneously, Consult 
Factory for More Information    4 Contact Factory for Additional Options    5 See Color Page for More Options/Consult Factory for Special Finishes    6 Standard Finishes

A B
6.1

154.9 mm
6.6

167.6 mm

SERIES LUMENS1 CCT DRIVER / DIMMING4 TRIM MOUNTING FINISH5

CW0606 AMBER ONLY DX  
DS2W1

1%, 0-10V, 120V/277V
ELV / MLV,120V

LENS WALL MOUNT MW6 
MB6 
PT6 
CC

Matte White 
Matte Black 
Platinum Silver 
Custom Color

TA5L 500 Lm
Amber Only

AMB >560 NM SO
GL
FG

Micro Prism Solite™ Lens
Clear Glass Lens
Frosted Glass Lens

WM Wall Mount Extension

DUAL CIRCUIT3 See Page 6  
for Full Range of 
 Color Options

(83-90165)

TD10L CIR 1 1000 Lm 
at 3000K

CIR 2 500 Lm 
Amber Only

30K 3000K

CW0606 - WALL MOUNT 

APPLICATION 

6" round x 6" high cylinder luminaire for general illumination. Meets Florida Fish 

and Wildlife Conservation Commission’s Certified Wildlife Lighting. International 

Dark-Sky Association approved fixture.

FEATURES

Full shielding and option for Static Amber 560 NM or Dual Circuit 3000K 560 NM.  

Rugged design with a variety of options. Two stage optical system design delivers 

smooth general illumination. 

FINISH

Durable powder-coat paint over aluminum fixture to resist corrosion.

ELECTRONICS

Single circuit, amber only option is available. Amber LEDs are monochromatic, narrow

spectral bandwidth that only emit long wavelengths >560 nm and <625 nm.  Proprietary 

2-circuit LED system: Circuit 1 is 3000K at 1000 lumens, Circuit 2 is Amber only at 500 

lumens. 3000K white light is 3-step MacAdam Ellipse binning, with 80+ CRI. 

CONSTRUCTION

Extruded seamless aluminum fixture housing. Stainless steel hardware with galvanized 

steel brackets to resist corrosion. One piece reflector trim and finished to specification.

CODE COMPLIANCE

BAA compliant. ETL certified to meet US and Canadian standards. Suitable for wet 

locations. Manufactured and tested to UL standards No. 1598/8750. 

6" ROUND DIRECT
WILDLIFE FRIENDLY

83-00175_RA

LUMENS / WATTAGE DATA

PART  
NUMBER

SOURCE 
 LUMENS1

DELIVERED 
LUMENS2

SYSTEM 
WATTS LPW

CW0606TA5L 500 305 15 20

CW0606TD10L 1000 801 16 50

EXAMPLE: CW0606TD10L30KDX/GL/WM/MW
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6" ROUND DIRECT
WILDLIFE FRIENDLY / FIXTURE OPTIONS

83-00175_RA

STANDARD FINISHES
MW 
MATTE WHITE

MB
MATTE BLACK

PT
PLATINUM SILVER

SPECTRAL POWER DISTRIBUTION COMPARISON

30KAmber

380 430 480 530 580 630 680 730 780
Wavelength (nm)

WALL MOUNT DETAIL
WM
WALL MOUNT EXTENSION

SIDE VIEW

A B
4.2

106.7 mm
10.3

261.6 mm

A

B
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6" ROUND DIRECT
WILDLIFE FRIENDLY / PHOTOMETRIC DATA
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CW0606TA-05L-AMB-EX-SO-MW 

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE
 INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
 80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

10 cd

20 cd

30 cd

40 cd

50 cd

60 cd

70 cd

80 cd

90 cd

100 cd

110 cd

120 cd

130 cd

140 cd

150 cd

0.00°

0.00° 148

5.00° 147

10.00° 144

15.00° 141

20.00° 140

30.00° 134

40.00° 91

50.00° 43

60.00° 21

70.00° 8

80.00° 2

90.00° 1

0° - 10° 14 5%

0° - 20° 54 19%

0° - 30° 118 41%

0° - 40° 190 66%

0° - 60° 267 93%

0° - 80° 286 99%

0° - 90° 287 100%

Total 288 100%

Ceiling
 Height

Fixture
 Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 6' 6 0.32 5 0.32

12' 8' 4 0.21 2 0.14

16' 10' 3 0.14 2 0.14

Delivered
 Illuminance

 Rating: (DIR)
18 FC per W/Sq. Ft. 15 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 -   RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
 -   RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
 +   Average Footcandles at 2.5' Above Floor

 

 

Delivered Lumens: 288 CP at 0deg (Nadir): 148 Beam Angle: 85.93 Lumen Multiplier: N/A

Luminaire Watts: 15.3 CRI: N/A, Amber
Light Spacing Ratio: 1.29 CCT Multiplier: N/A

LER: 18.82

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.50 ' 4 fc 12.1 ' 2 fc

7.50 ' 3 fc 14.0 ' 1 fc

8.50 ' 2 fc 15.8 ' 1 fc

10.00 ' 1 fc 18.6 ' 1 fc

12.00 ' 1 fc 22.4 ' 0 fc

14.00 ' 1 fc 26.1 ' 0 fc

16.00 ' 1 fc 29.8 ' 0 fc

20.00 ' 0 fc 37.3 ' 0 fc

5/28/2019
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CW606TD-10L-30K-EX-SO-MW 

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE
 INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
 80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

25 cd

50 cd

75 cd

100 cd

125 cd

150 cd

175 cd

200 cd

225 cd

250 cd

275 cd

300 cd

325 cd

350 cd

375 cd

0.00°

0.00° 365

5.00° 363

10.00° 357

15.00° 352

20.00° 347

30.00° 328

40.00° 219

50.00° 99

60.00° 45

70.00° 15

80.00° 3

90.00° 1

0° - 10° 35 5%

0° - 20° 134 20%

0° - 30° 291 43%

0° - 40° 466 68%

0° - 60° 645 94%

0° - 80° 682 100%

0° - 90° 683 100%

Total 683 100%

Ceiling
 Height

Fixture
 Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 6' 22 0.53 11 0.34

12' 8' 9 0.22 5 0.14

16' 10' 6 0.15 5 0.15

Delivered
 Illuminance

 Rating: (DIR)
41 FC per W/Sq. Ft. 34 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 -   RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
 -   RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
 +   Average Footcandles at 2.5' Above Floor

 

 

Delivered Lumens: 683 CP at 0deg (Nadir): 365 Beam Angle: 85.18 Lumen Multiplier: only 10L available
Luminaire Watts: 15.9 CRI: 80 Spacing Ratio: 1.27 CCT Multiplier: only 30K available

LER: 42.96

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.50 ' 9 fc 11.9 ' 4 fc

7.50 ' 6 fc 13.8 ' 3 fc

8.50 ' 5 fc 15.6 ' 2 fc

10.00 ' 4 fc 18.4 ' 2 fc

12.00 ' 3 fc 22.1 ' 1 fc

14.00 ' 2 fc 25.7 ' 1 fc

16.00 ' 1 fc 29.4 ' 1 fc

20.00 ' 1 fc 36.8 ' 0 fc

83-00175_RA
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6" ROUND DIRECT
WILDLIFE FRIENDLY / PHOTOMETRIC DATA
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CW0606TA-05L-AMB-EX-GL-MW 

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE
 INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
 80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

10 cd

20 cd

30 cd

40 cd

50 cd

60 cd

70 cd

80 cd

90 cd

100 cd

110 cd

120 cd

130 cd

140 cd

150 cd

0.00°

0.00° 151

5.00° 149

10.00° 144

15.00° 139

20.00° 137

30.00° 133

40.00° 99

50.00° 46

60.00° 26

70.00° 13

80.00° 4

90.00° 0

0° - 10° 14 5%

0° - 20° 54 18%

0° - 30° 117 38%

0° - 40° 191 63%

0° - 60° 275 90%

0° - 80° 303 99%

0° - 90° 305 100%

Total 305 100%

Ceiling
 Height

Fixture
 Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 6' 10 0.51 5 0.32

12' 8' 4 0.21 2 0.14

16' 10' 3 0.14 2 0.14

Delivered
 Illuminance

 Rating: (DIR)
19 FC per W/Sq. Ft. 15 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 -   RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
 -   RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
 +   Average Footcandles at 2.5' Above Floor

 

 

Delivered Lumens: 305 CP at 0deg (Nadir): 151 Beam Angle: 87.92 Lumen Multiplier: N/A

Luminaire Watts: 15.3 CRI: N/A, Amber
Light Spacing Ratio: 1.27 CCT Multiplier: N/A

LER: 19.93

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.50 ' 4 fc 12.5 ' 2 fc

7.50 ' 3 fc 14.5 ' 1 fc

8.50 ' 2 fc 16.4 ' 1 fc

10.00 ' 2 fc 19.3 ' 1 fc

12.00 ' 1 fc 23.1 ' 0 fc

14.00 ' 1 fc 27.0 ' 0 fc

16.00 ' 1 fc 30.9 ' 0 fc

20.00 ' 0 fc 38.6 ' 0 fc

5/28/2019
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CW0606TD-10L-30K-EX-GL-MW 

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE
 INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
 80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

50 cd

100 cd

150 cd

200 cd

250 cd

300 cd

350 cd

400 cd

0.00°

0.00° 394

5.00° 392

10.00° 381

15.00° 369

20.00° 366

30.00° 348

40.00° 268

50.00° 124

60.00° 65

70.00° 31

80.00° 6

90.00° 1

0° - 10° 38 5%

0° - 20° 143 18%

0° - 30° 309 39%

0° - 40° 507 63%

0° - 60° 733 92%

0° - 80° 798 100%

0° - 90° 801 100%

Total 801 100%

Ceiling
 Height

Fixture
 Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 6' 16 0.34 13 0.34

12' 8' 11 0.22 5 0.14

16' 10' 7 0.15 6 0.15

Delivered
 Illuminance

 Rating: (DIR)
48 FC per W/Sq. Ft. 39 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 -   RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
 -   RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
 +   Average Footcandles at 2.5' Above Floor

 

 

Delivered Lumens: 801 CP at 0deg (Nadir): 394 Beam Angle: 89.41 Lumen Multiplier: only 10L available
Luminaire Watts: 15.9 CRI: 80 Spacing Ratio: 1.3 CCT Multiplier: only 30K available

LER: 50.38

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.50 ' 9 fc 12.9 ' 4 fc

7.50 ' 7 fc 14.8 ' 3 fc

8.50 ' 5 fc 16.8 ' 2 fc

10.00 ' 4 fc 19.8 ' 2 fc

12.00 ' 3 fc 23.8 ' 1 fc

14.00 ' 2 fc 27.7 ' 1 fc

16.00 ' 2 fc 31.7 ' 1 fc

20.00 ' 1 fc 39.6 ' 0 fc

83-00175_RA
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6" ROUND DIRECT
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5/28/2019

file:///M:/Engineering/Paul_C/CW0606T%20-%20IES%20and%20PDF%20files/ExportFiles-2019-5-28-T-15-50-22/SP-00812%20~%20CW0606TA%2005L%20AMB%20EX%20FG%20MW.html 1/2

CW0606TA-05L-AMB-EX-FG-MW 

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE
 INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
 80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

10 cd

20 cd

30 cd

40 cd

50 cd

60 cd

70 cd

80 cd

90 cd

100 cd

110 cd

120 cd

130 cd

0.00°

0.00° 124

5.00° 123

10.00° 119

15.00° 113

20.00° 106

30.00° 90

40.00° 69

50.00° 47

60.00° 29

70.00° 15

80.00° 5

90.00° 2

0° - 10° 12 5%

0° - 20° 43 17%

0° - 30° 89 35%

0° - 40° 138 55%

0° - 60° 217 86%

0° - 80° 249 99%

0° - 90° 252 100%

Total 253 100%

Ceiling
 Height

Fixture
 Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 6' 8 0.51 4 0.32

12' 8' 3 0.21 4 0.30

16' 10' 2 0.14 2 0.14

Delivered
 Illuminance

 Rating: (DIR)
15 FC per W/Sq. Ft. 12 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 -   RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
 -   RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
 +   Average Footcandles at 2.5' Above Floor

 

 

Delivered Lumens: 253 CP at 0deg (Nadir): 124 Beam Angle: 86.25 Lumen Multiplier: N/A

Luminaire Watts: 15.3 CRI: N/A, Amber
Light Spacing Ratio: 1.09 CCT Multiplier: N/A

LER: 16.54

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.50 ' 3 fc 12.2 ' 1 fc

7.50 ' 2 fc 14.0 ' 1 fc

8.50 ' 2 fc 15.9 ' 1 fc

10.00 ' 1 fc 18.7 ' 1 fc

12.00 ' 1 fc 22.5 ' 0 fc

14.00 ' 1 fc 26.2 ' 0 fc

16.00 ' 0 fc 30.0 ' 0 fc

20.00 ' 0 fc 37.5 ' 0 fc

5/28/2019
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CW606TD-10L-30K-EX-FG-MW 

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE
 INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
 80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

25 cd

50 cd

75 cd

100 cd

125 cd

150 cd

175 cd

200 cd

225 cd

250 cd

275 cd

300 cd

325 cd

350 cd

0.00°

0.00° 333

5.00° 329

10.00° 319

15.00° 305

20.00° 286

30.00° 242

40.00° 189

50.00° 129

60.00° 78

70.00° 38

80.00° 10

90.00° 2

0° - 10° 32 5%

0° - 20° 117 17%

0° - 30° 239 36%

0° - 40° 374 56%

0° - 60° 588 87%

0° - 80° 668 99%

0° - 90° 672 100%

Total 672 100%

Ceiling
 Height

Fixture
 Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 6' 21 0.53 11 0.34

12' 8' 9 0.22 10 0.32

16' 10' 6 0.15 5 0.15

Delivered
 Illuminance

 Rating: (DIR)
39 FC per W/Sq. Ft. 32 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 -   RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
 -   RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
 +   Average Footcandles at 2.5' Above Floor

 

 

Delivered Lumens: 672 CP at 0deg (Nadir): 333 Beam Angle: 87.62 Lumen Multiplier: only 10L available
Luminaire Watts: 15.9 CRI: 80 Spacing Ratio: 1.1 CCT Multiplier: only 30K available

LER: 42.26

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.50 ' 8 fc 12.5 ' 4 fc

7.50 ' 6 fc 14.4 ' 3 fc

8.50 ' 5 fc 16.3 ' 2 fc

10.00 ' 3 fc 19.2 ' 1 fc

12.00 ' 2 fc 23.0 ' 1 fc

14.00 ' 2 fc 26.9 ' 1 fc

16.00 ' 1 fc 30.7 ' 1 fc

20.00 ' 1 fc 38.4 ' 0 fc

83-00175_RA
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NOTE: NO PRINTED IMAGE CAN EQUAL THE EXACT COLOR OF FINISH ON METAL.  
SEE INDIVIDUAL SPECIFICATION SHEETS OR CONSULT FACTORY FOR ADDITIONAL INFORMATION.

COLOR OPTIONS - POWDER COAT PAINT FINISHES

FIXTURE COLOR STANDARD CORD COLOR STANDARD CANOPY / STEM COLOR

Matte White, Textured White Matte White Matte White

Gloss White Matte White Gloss White

Matte Black, Textured Black Matte Black Matte Black

All Others Matte Black Same Color as Fixture

Custom Color  Contact Factory  Contact Factory

TIER COST AVERAGE PAINT TIME* 

Tier 1 - Standard Finishes $

Tier 2 - Typical Finishes $$

Custom Color Contact Factory Contact Factory

STANDARD CORD / STEM / CANOPY FINISHES PAINT TIMES

TIER 1 - STANDARD FINISHES
BZ
Bronze

GW 
Gloss White

TW
Textured White

LG 
Lime Green

LB 
Light Blue

AS 
Anodic Sapphire

AN 
Anodic Natural

AC  
Anodic Champagne

AZ  
Anodic Bronze

AK 
Anodic Black

AM 
Anodic Malachite

BY 
Burgundy

TB 
Textured Black

BR 
Brecchia

SN 
Sun Gold

GH 
Graphite

CH 
Charcoal

AL 
Almond

CO 
Copper Metallic

VE 
Verde Green

RD  
Red Baron

BL  
Blue Streak

OR 
Orange

CM 
Camel

PL
Purple

TQ  
Turquoise

PG 
Pub Green

EG 
Evergreen

AY  
Aero Yellow

PK 
Pink

SF 
Sea Foam

MW 
Matte White

MB 
Matte Black

PT 
Platinum Silver

TIER 2 - TYPICAL FINISHES

*CONTACT FACTORY FOR SPECIFIC PRODUCT LEAD TIMES

CUSTOM COLOR FINISHES
CONTACT FACTORY

CC
Custom Color

*UNAVAILABLE FOR WET LOCATION

CC

83-90165_RA
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