LIGHTING INC.
www.speclight.com

SPECTRUM PHOTOMETRY

IES INDOOR REPORT
PHOTOMETRIC FILENAME : SDXX6XT-13LXXKXNE1-SD6XMWGLX.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TESTLAB] Photopia 2015.1.1 see: www.ltioptics.com/ies
[I[SSUEDATE]

[TESTDATE] Fri Aug 05 2016

[UPDATE] Thu Sep 29 2016

[TEST] SP-00488_4_M-13L

[MANUFAC] Spectrum Lighting

[LUMCAT] SDxx6XT-13L-xxK-XN-E1-SD6x-MW-GLX

[LUMINAIRE] 6" Square, Downlight, Xtra Narrow Beam

[TRIM] Matte White, regressed clear glass Lens

[LAMP] N/A, 9mm, Min. 83 CRI

[LAMPCAT] N/A

[OTHER] Total Luminaire Watts is approximate

[OTHER] For Housings: SDFI6, SDFO6, SDZI6, and SDZO6 series
[OTHER] For Trims: SD6F and SD6N series

[OTHER] LEDXT lumen output is the same for all available color temperatures
[OTHER] This report prepared by Spectrum Lighting, scaled from 20L

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 876

Total Luminaire Efficiency N.A.

Luminaire Efficacy Rating (LER) 43

Total Luminaire Watts 20.4

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 0.20

Spacing Criterion (90-270) 0.22

Spacing Criterion (Diagonal) 0.22

Basic Luminous Shape Point
Luminous Length (0-180) 0.00 ft
Luminous Width (90-270) 0.00 ft
Luminous Height 0.00 ft
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SDXX6XT-13LXXKXNE1-SD6XMWGLX.IES

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average

Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0

55 0 0 0

65 0 0 0

75 0 0 0

85 0 0 0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : SDXX6XT-13LXXKXNE1-SD6XMWGLX.IES

CANDELA TABULATION
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : SDXX6XT-13LXXKXNE1-SD6XMWGLX.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

601.34
743.56
859.95
872.41
875.41
876.08
428.37
258.61
268.98
14.05
3.00
141
0.67
0.00
0.00
0.00
0.00
0.00
0.00
876.08

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

447.70
153.64
142.22
116.39
10.37
2.09
1.59
141
0.67
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

68.60
84.90
98.20
99.60
99.90
100.00
48.90
29.50
30.70
1.60
0.30
0.20
0.10
0.00
0.00
0.00
0.00
0.00
0.00
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SDXX6XT-13LXXKXNE1-SD6XMWGLX.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SDXX6XT-13LXXKXNE1-SD6XMWGLX.IES

POLAR GRAPH
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Maximum Candela = 10390.217 Located At Horizontal Angle = 0, Vertical Angle =0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)

# 2 - Vertical Plane Through Horizontal Angles (90 - 270)

# 3 - Vertical Plane Through Horizontal Angles (45 - 225)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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