
Spectrum Lighting - Made in the USA - Photometric Report

Filename: ID406LEDXL-20LxxKE1-NC

Manufacturer: Spectrum Lighting

Luminaire: Uplight forward throw - Specular Side Reflectors,
White Bottom Reflector

Luminaire Cat: ID406LEDXL-20L-xxK-E1-NC

Lamp Output: Total luminaire Lumens: 1693.4

Max Candela: 702.5 at Horizontal: 0°, Vertical: 137.5°

Input Wattage: 27.7

Luminous Opening: Rectangle (L: 5.52", W: 4.44")

Test Lab: Intertek

Photometry : Type C

CIE Class: Indirect

Cutoff Class: Noncutoff

Nema Type: 7 X7

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 0 0%

0-40 0 0%

0-60 0 0%

60-90 0.0 0%

70-100 32.3 1.9%

90-120 474.7 28%

0-90 0.0 0%

90-180 1,693.4 100%

0-180 1,693.4 100%

Lumens Per Zone

Zone Lumens % Total Zone Lumens % Total

0-10 0 0.0% 90-100 32.3 1.9%

10-20 0 0.0% 100-110 192.0 11.3%

20-30 0 0.0% 110-120 250.5 14.8%

30-40 0 0.0% 120-130 277.3 16.4%

40-50 0 0.0% 130-140 282.7 16.7%

50-60 0 0.0% 140-150 260.2 15.4%

60-70 0 0.0% 150-160 211.8 12.5%

70-80 0 0.0% 160-170 138.5 8.2%

80-90 0.0 0.0% 170-180 48.1 2.8%

Coefficients Of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance: 20%

RCC %: 80 70 50 30 10 0

RW %:

RCR: 0
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Photometrics Pro 1.3.29 copyright 2003-2016 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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