
TWH4FX 70L 35K xx MW

CANDLEPOWER CURVE
TEST SP-01254

PERFORMANCE SUMMARY REFERENCE DIAGRAM
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Delivered Lumens: 6051

Luminaire Watts: 53.2

LER: 113.74

CP at 0deg 
(Nadir):

3580

CRI: 80+

Lumen Multiplier: 20L x 0.29, 30L x 0.43, 
40L x 0.57, 50L x 0.71, 
60L x 0.86

CCT Multiplier: 30K x 1.0, 40K x 1.08 

PERFORMANACE DATA - INITIAL ILLUMINATION (FOOTCANDLES) ON WALL - DIRECT LIGHT ONLY

10 ft

6 ft

3 ft
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3 6 12 16 17 18 19 18 18 19 19 18 19 18 17 16 12 7 4

11 20 34 45 50 53 55 55 55 56 55 55 55 53 51 46 37 22 12

16 28 49 63 70 74 77 77 78 79 78 77 77 75 71 65 52 31 17

19 34 53 69 78 83 85 87 87 88 87 87 86 83 79 71 56 37 21

21 34 50 63 73 78 81 82 83 83 83 83 81 79 74 65 52 36 23

20 31 43 53 61 66 69 71 72 72 72 71 69 67 62 54 44 33 22

19 27 35 43 49 54 56 58 59 59 59 59 57 54 50 44 36 28 20

17 23 29 34 39 43 46 47 48 48 48 48 46 44 40 35 30 24 18

15 19 24 28 32 35 37 38 39 39 39 39 37 35 32 28 24 20 16

13 16 20 23 26 28 30 31 32 32 32 31 30 28 26 23 20 17 14

10 ft

6 ft

3 ft

0 ft

18 24 23 20 23 26 24 21 24 26 24 21 24 26 24 20 22 24 20

39 52 50 45 51 58 53 46 52 58 53 46 51 58 52 45 49 53 42

54 68 68 61 69 76 72 63 71 77 72 63 71 76 71 61 67 69 58

54 68 69 67 72 77 74 69 74 78 75 69 74 77 73 67 69 69 57

45 55 59 60 63 65 65 63 65 66 65 63 65 65 64 60 59 56 47

35 41 46 48 50 51 52 52 52 52 52 52 52 51 50 49 47 42 36

26 31 35 37 39 40 40 41 41 41 41 41 40 40 39 38 35 32 27

20 23 26 28 30 31 31 32 32 32 32 32 31 31 30 29 27 24 21

16 18 20 22 23 24 24 25 25 25 25 25 25 24 23 22 21 18 16

12 14 16 17 18 19 19 19 20 20 20 20 19 19 18 17 16 14 13

5 LUMINAIRES
  3' - 0" away from wall
  3' - 0" between luminaires

5 LUMINAIRES
  3' - 0" away from wall
  4' - 0" between luminaires
  5° tilt towards wall
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13 16 17 18 19 19 19 19 19 20 19 19 19 19 19 18 18 17 14

26 32 33 34 36 37 37 36 37 38 37 36 37 37 36 34 34 32 27

36 43 46 46 49 51 51 49 51 52 51 49 50 51 50 46 46 44 38

41 49 53 54 57 58 58 57 58 59 59 57 58 58 57 55 53 50 42

39 47 51 53 56 57 57 57 58 58 58 57 57 57 56 54 52 48 40

33 39 44 47 48 49 50 50 51 51 51 50 50 49 49 47 44 40 34

27 31 35 38 40 41 41 42 42 42 42 42 41 41 40 38 36 32 28

21 25 28 30 32 33 33 34 34 34 34 34 33 33 32 30 28 25 22

17 19 22 24 25 26 26 27 27 27 27 27 27 26 25 24 22 20 17

13 15 17 18 20 20 21 21 22 22 22 21 21 20 20 19 17 16 14

10 ft

6 ft

3 ft

0 ft

3 5 8 10 11 12 12 12 13 13 13 12 12 12 11 10 8 5 4

6 9 13 17 19 21 21 21 22 22 22 21 21 21 20 17 14 10 6

8 12 17 23 27 28 28 28 30 31 30 28 27 28 27 24 18 13 8

9 14 21 28 32 34 34 34 36 37 36 35 34 34 32 29 23 15 10

10 16 22 29 33 35 36 37 38 39 38 37 36 36 34 30 24 17 11

11 16 21 27 31 33 34 35 36 36 36 35 34 33 31 28 22 16 12

10 14 19 23 26 28 30 31 31 32 31 31 30 29 26 23 20 15 11

10 13 16 19 21 23 25 26 26 26 26 26 25 24 22 19 16 13 10

8 11 13 15 17 19 20 21 21 22 21 21 20 19 18 16 13 11 9

7 9 11 12 14 15 16 17 17 17 17 17 16 15 14 13 11 9 8

5 LUMINAIRES
  4' - 0" away from wall
  4' - 0" between luminaires
  8° tilt towards wall

3 LUMINAIRES
  5' - 0" away from wall
  5' - 0" between luminaires
  10° tilt towards wall


