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The results contained in this report pertain only to this IES file.
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SPECTRUM
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Summary of Results

Power Spacing Criterion
Input Watts 7.3 W Two luminaires, plane 0° 0.38
Two luminaires, plane 90° 0.38
Lumen Output P
Four luminaires 0.41
Output Lumens 787
Full Beam Angle
Efficacy 107.75 Im/W
. . . 0° - 180° 23°
Luminous Dimensions
90° - 270° 23°
0° - 180° Size -0.2
90° - 270° Size -0.2
Height 0
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IES File Header Contents

Value

SP-00776_1_M-010L

Spectrum Lighting Photometric lab, VLS-245-981
Spectrum Lighting

2/8/2019

3/11/2019

IFO3RSx IC 835 010 N11 DLSPGN MW

Nominal 3" diam round recessed Infinium downlight
Beam Angle: 23 degrees

Spot optic, Open aperture / no lens

Aluminum bezel contains lens

N/A

N/A, CRI: 80, Philips

CCT Multipliers: 40K x 1.03

Total luminaire wattages is approximate

This report prepared by Spectrum Lighting, scaled from 20L

© Spectrum Lighting
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Candela Polar Plot
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Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 225.56 28.68% 90.00° - 100.00° 0.05 0.01%
10.00° - 20.00° 284.44 36.16% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 180.32 22.93% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 68.08 8.66% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 7.52 0.96% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 7.52 0.96% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 8.84 1.12% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 3.26 0.41% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 0.96 0.12% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 786.50 99.99% 0.00° - 180.00° 786.55 100.00%
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00°  112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°
0.00° 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31 3,090.31
2.50° 2,973.07 3,000.46 2,961.28 2,985.92 2,939.10 2,907.59 2,931.51 2917.65 2,950.65 2,929.57 2,910.99 2,936.30 2,921.93 2,937.89 2,933.77 2,960.24 2,973.07
5.00° 2,719.48 271448 2,72435 2,661.55 2,667.91 2,647.67 2,644.59 2,673.78 2,654.78 2,638.17 2,661.93 2,637.00 2,676.87 2,659.09 2,690.40 2,726.83 2,719.48
7.50° 2227.78 2,307.47 2,273.89 2,268.88 2,244.38 2,182.95 2,232.90 2,201.83 2,248.87 2,179.03 2,196.61 2,188.42 2,211.15 2,251.80 2,219.68 2,275.27 2,227.78
10.00° 1,758.10 1,787.35 1,767.31 1,788.68 1,772.09 1,743.12 1,767.46 1,74411 1,773.33 1,74214 1,744.45 1,757.98 1,759.67 1,773.92 1,762.89 1,768.37 1,758.10
12.50° 1,329.33 1,357.49 1,366.80 1,366.72 1,381.40 1,356.91 1,381.08 1,358.45  1,373.50 1,333.26 1,357.52 1,344.00 1,363.36 1,371.18 1,345.04 1,362.92 1,329.33
15.00° 968.54 | 1,016.29 996.31 1,023.28 1,019.03 1,015.74 1,030.82 998.92  1,024.15 993.65 99545 1,014.97 1,001.44 1,012.01 97429 98522  968.54
17.50° 74282  762.91 770.34 | 756.51 78133 77742 79376  784.77 775.84 74574 76855 767.02 783.79 767.40 744.00 75340 74282
20.00° 559.85 600.23 588.28 598.57 589.80 58226  611.49 587.86 59849 56292 56146 588.80 587.16  592.87 547.45 564.50  559.85
22.50° 466.76 477.65 48244 47443  480.82 49169 49824 49696 48179  470.79 | 473.21 481.31 486.28 47159  458.57 | 459.39  466.76
25.00° 379.27 398.59  401.41 401.40 404.39 405.96 420.32 408.57 409.94 388.54 387.10 387.73 388.53 384.67 37224  380.71 379.27
27.50° 304.24  319.12 32287 32757 330.45 33266  344.05 |337.27 336.78 | 320.77 31523 30897 306.27 303.03 294.65 30228 | 304.24
30.00° 227.44 23917 24520 25243  257.56  259.40  268.67  265.01 262.60 248.62 24295 23238 22585 22499 218.11 223.93 | 227.44
32.50° 146.44 163.19 17025 179.99  186.66 186.22 | 193.91 185.18 | 186.75  169.69 | 167.51 158.20 155.48 163.90 | 145,57  150.91 146.44
35.00° 78.17 91.97 96.30 112.08 116.64 118.54 119.52 108.60 | 109.52 10232 | 95.75 96.74 89.67 87.79 80.53 79.82 78.17
37.50° 41.86 43.21 53.25 58.60 68.48 66.98 67.75 61.48 57.27 53.80 55.24 50.26 51.29 46.45 45.80 42.96 41.86
40.00° 14.29 22.80 22.40 30.69 30.62 25.42 29.62 17.92 26.52 20.19 18.04 21.12 17.33 23.77 16.61 19.24 14.29

42.50° 10.10 9.99 10.56 11.26 13.60 15.22 12.02 11.72 10.23 12.19 13.04 13.48 13.06 12.27 11.69 10.18 10.10
45.00° 6.84 7.28 6.81 7.70 6.96 7.02 7.47 5.96 7.03 6.79 8.36 8.72 9.11 9.63 7.54 7.10 6.84
47.50° 6.22 5.83 5.60 5.50 4.77 5.65 543 5.69 5.48 6.12 7.40 7.70 7.69 7.96 7.00 6.09 6.22
50.00° 594 6.17 5.55 5.99 4.92 4.79 5.09 5.51 5.50 5.80 6.55 7.37 6.56 71 6.69 5.98 5.94
52.50° 6.68 6.72 6.03 6.67 6.04 5.78 5.58 6.81 5.83 6.12 7" 7.98 791 7.49 7.61 6.68 6.68
55.00° 7.86 7.59 6.77 7.78 7.70 7.08 6.65 8.10 6.48 7.40 7.76 9.15 9.31 8.96 8.79 7.75 7.86
57.50° 10.48 8.96 8.70 9.12 9.53 9.59 8.54 9.49 7.84 10.60 10.13 11.13 11.15 10.96 11.42 10.04 10.48
60.00° 12.30 11.10 11.24 11.00 11.46 11.55 11.03 10.79 9.95 12.60 12.31 11.80 12.69 13.43 13.36 12.93 12.30
62.50° 11.28 11.70 11.00 11.63 11.02 11.15 11.24 10.056 10.54 12.01 10.60 10.50 10.61 12.86 10.92 11.76 11.28
65.00° 9.83 9.78 9.26 9.32 9.12 10.38 9.66 9.28 9.46 10.56 8.86 8.61 8.52 9.33 8.50 8.51 9.83
67.50° 6.74 7.65 7.24 7.08 7.59 791 7.93 7.05 7.95 7.15 6.65 5.80 6.34 6.55 6.17 6.27 6.74
70.00° 4.03 5.15 5.06 5.01 6.29 5.64 6.06 4.84 5.94 4.37 4.47 3.84 4.23 4.54 3.96 4.58 4.03
72.50° 2.92 3.28 3.81 3.41 5.09 4.34 4.58 3.81 4.47 3.14 3.69 3.32 3.31 3.26 2.82 3.37 2.92
75.00° 2.00 2.54 3.13 3.08 3.96 3.22 3.41 2.80 3.65 2.38 2.92 275 2.46 275 1.81 244 2.00
77.50° 1.92 1.94 2.67 2.66 3.20 2.98 2.90 2.55 2.96 273 2.34 2.06 227 227 1.78 1.79 1.92
80.00° 1.58 1.57 2.35 2.05 2.68 245 2.89 2.18 2.39 224 1.70 1.41 1.80 1.82 1.62 1.29 1.58
82.50° 0.76 1.05 1.34 1.32 1.58 1.30 1.70 1.35 1.37 0.81 0.87 0.82 0.83 1.08 1.12 0.83 0.76
85.00° 0.60 0.56 0.58 0.59 0.61 0.75 0.74 0.76 0.64 0.61 0.58 0.66 0.47 0.58 0.80 0.71 0.60
87.50° 0.64 0.47 0.68 0.88 0.64 0.49 0.53 0.57 0.56 0.50 0.46 0.63 0.59 0.50 0.81 0.69 0.64

90.00° 047 0.54 0.83 0.59 0.62 0.50 0.68 0.74 0.00 0.00 0.00 0.00 0.00 0.00 0.32 0.00 0.47
92.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
97.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
102.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
107.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.50° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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SPECTRUM
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Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

pfc [20% 20% 20% 20% [20% 20% 20% 20% [20% 20% 20% |20% 20% 20% |20% 20% 20% |0%
pcc [80% 80% 80% 80% [70% 70% 70% 70% |50% 50% 50% [30% 30% 30% |10% 10% 10% |0%
70% 50% 30% 10% |70% 50% 30% 10% 50% 30% 10% [50% 30% 10% |50% 30% 10% |[30%

o
=

0(936 936 936 936 |915 915 915 915 |874 874 874 |837 837 837 |803 803 803 |787
1/900 881 864 849 881 864 849 835 |832 820 810 803 794 786 |777 770 763 |754
2|864 832 805 783 |848 819 795 774 |794 774 757 |771 755 741 |750 737 726 |723
3(831 789 757 731 |817 779 749 725 |759 734 714 |741 720 703 |724 707 693 |694
4/800 752 716 689 |787 743 711 685 |727 700 677 |712 689 670 |699 679 662 |666
RCR 5|772 718 681 654 |760 712 677 651 |698 669 646 686 660 640 |675 653 635 641
6(745 688 651 624 |734 683 647 622 |672 641 618 |662 634 614 |652 628 610 |618
7|719 661 623 597 |710 656 621 595 |647 616 592 |639 611 590 |631 606 587 |596
8|695 636 599 573 |687 632 597 572 |624 593 570 |617 589 568 |610 585 566 |576
9(673 613 576 552 |666 610 575 551 |603 571 549 |597 568 548 |591 565 546 |557
10652 592 556 532 |646 589 555 532 |584 552 530 |578 549 529 |573 547 528 |539
Cone of Light Average Luminaire Luminance [cd/m?]
: . Beam 0.00° 4500°  90.00°
Mtg Height Light Level Diameter
0.00° 1,058,819 1,058,819 1,058,819
5.5 ft 102.2 fc 2.2 ft
45.00° 3,313 3,299 3,373
S 73.11c S 55.00° 4,693 4,044 4602
[ 54.9fc S0t 65.00° 7,971 7,511 7,397
8.0 ft 48.3 fc 3.2t 75.00° 2,650 4,146 5,244
10.0 ft 30.9fc 4.0ft 85.00° 2,371 2,285 2,409
12.0 ft 215 fc 4.8 ft
14.0 ft 15.8 fc 5.6 ft
16.0 ft 12.1 fc 6.4 ft
20.0 ft 7.7 fc 8.0 ft
24.0 ft 5.4 fc 9.6 ft
28.0 ft 3.9fc 11.2 ft
IFO3RSx IC 835 010 N11 DLSPGN MW © Spectrum Lighting
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UGR CIE 190:2010

Ceiling | g7 o7 05 05 03|07 07 05 05 03
reflectance

Wall

05 03 05 03 03|05 03 05 03 03
reflectance

Plane 02 02 02 02 0202 02 02 02 02
reflectance

Room

. . Viewed crosswise Viewed endwise
dimensions

2H (9.7 106 101 109 113|101 111 105 114 11.7
3H (113 121 116 124 128 | 11.7 125 121 128 13.2

4H | 114 122 1.8 126 129|120 128 125 132 13.6

2 6H | 116 123 120 127 13.1 (124 131 128 134 138
8H (116 123 120 126 13.1 (124 131 129 135 13.9
12H | 116 122 120 126 13.0 (124|131 129 135 139
2H (105 113 11.0 1.7 121|109 117 113 120 124
3H (120 126 124 13.0 13.4 (124 13.0 128 134 139
4H |122 128 127 132 13.7 (128 134 133 138 143
o 6H |[124 129 129 134 138 (132 13.7 13.7 142 146
8H | 125 129 129 134 138|133 138 138 142 147
12H | 125 128 13.0 133 13.8 133 | 13.7 138 142 147
4H |123 127 128 132 13.7 (129 134 134 138 143
8H 6H [126 129 131 134 139 (135 13.8 140 143 148

8H (127 13.0 132 135 14.0(13.6 139 141 144 149
12H | 127 1 13.0 133 135 14.1|13.6 | 13.9 142 144 150
4H |123 126 128 131 13.6 (129 133 134 138 143
12H 6H | 126 129 131 134 139|135 13.8 140 142 1438

8H | 127 130 13.2 135 141|136 139 142 144 150

Corrected UGR values based on total output lumens

SHR=1.0
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