SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
4" Nom. Sq. x 12" H LED Cylinder XT Series, Narrow Beam

C0412SQXT-13L-xxK-ND-EX-GL-xx-MW

Test Number

SP-00628 9 M-13L

Test Date

The results contained in this report pertain only to this IES file.
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SPECTRUM
LIGHTING INC.

Summary of Results

Power Spacing_Criterion
Input Watts 11.9W Two luminaires, plane 0° 0.38
Two luminaires, plane 90° 0.38
Lumen Output P
Four luminaires 0.41
Output Lumens 934
Full Beam Angle
Efficacy 78.49 Im/W
. . . 0° - 180° 23°
Luminous Dimensions
90° - 270° 23°
0° - 180° Size 0.18
90° - 270° Size 0.18
Height 0

Keyword
TEST
TESTLAB
MANUFAC
ISSUEDATE
UPDATE
LUMINAIRE
LUMCAT
OTHER
OTHER
OTHER
LAMP
LAMPCAT
OTHER
OTHER

OTHER

C0412SQXT-13L-xxK-ND-EX-GL-xx-MW

IES File Header Contents

Value

SP-00628_9_M-13L

VLS-245-981

Spectrum Lighting

11/13/2017

11/1/2021

4" Nom. Sq. x 12" H LED Cylinder XT Series, Narrow Beam
C0412SQXT-13L-xxK-ND-EX-GL-xx-MW

Matte White finish, Clear Glass lens

2.16" Square Aperture

22 Degree Beam Angle

N/A

N/A, Min. 83 CRI

Total Luminaire Watts is approximate

LEDXT lumen output is the same for all available CCT's

This report prepared by Spectrum Lighting, scaled from 20L

© Spectrum Lighting
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SPECTRUM
LIGHTING INC.

Candela Polar Plot
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40° 40°
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Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 278.51 29.82% 90.00° - 100.00° 0.17 0.02%
10.00° - 20.00° 346.25 37.07% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 211.55 22.65% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 65.45 7.01% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 11.16 1.19% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 11.48 1.23% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 4.10 0.44% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 2.61 0.28% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 2.70 0.29% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 933.81 99.98% 0.00° - 180.00° 933.98 100.00%
C0412SQXT-13L-xxK-ND-EX-GL-xx-MW © Spectrum Lighting

Page 3 of 6



SPECTRUM
LIGHTING INC.

Candela Distribution

0.00°  22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°

0.00° 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07 3746.07
5.00° 324551 3199.93 3231.40 3227.03 3214.70 3177.46 3211.07 3230.28 3299.91 3252.34 3306.71 3306.98 3266.54 3226.08 3239.35 3207.73 3245.51
10.00° 2115.24 2127.86 2091.91 2091.66 2122.36 2117.80 2123.72 2150.29 2155.69 2156.30 2135.09 2140.54 2162.07 2123.72 2114.91 2131.82 2115.24
15.00° 1266.13 1254.28 1188.09 1229.73 1275.50 1256.77 | 1209.59 1242.09 1260.92 1241.43 117443 1236.10 1287.70 1211.78 1165.86 1242.40 1266.13
20.00° 76211 769.90 719.00 766.28 790.97 77845 71484 753.74 766.54 753.79 694.99 73718 757.43 72297 69232 74815 762.11
25.00° 41946 481.78 52265 49192 46279 48590 519.34 469.29 |428.86 460.44 510.98 432.75 394.69 433.61 49310 45234 419.46
30.00° 166.48 246.29 366.19 260.07 203.78 252.05 359.21 237.83 | 165.12 224.88 333.32 205.50 147.93 21467 32830 218.03 166.48
35.00° 38.37 79.12 183.43  88.69 54.13 81.14 17517 7481 31.37 66.60 149.85 52.73 35.26 70.59 154.51  66.78 38.37
40.00° 13.53 18.18 57.55 17.46 12.81 20.00 50.55 18.62 12.41 16.66 36.66 15.31 12.87 18.27 46.22 17.46 13.53
45.00° 10.29 10.56 15.54 10.88 9.98 10.78 16.57 10.24 9.57 10.08 12.58 10.03 9.46 11.59 15.51 11.23 10.29
50.00° 10.26 11.28 14.38 12.30 10.68 12.19 12.70 11.72 9.56 11.38 11.65 11.68 10.59 10.26 14.24 11.32 10.26
55.00° 13.34 14.26 16.75 13.87 12.84 16.94 18.11 16.92 15.12 15.52 17.72 17.03 14.55 13.16 15.73 13.78 13.34
60.00° 9.09 8.33 9.59 8.65 6.89 9.88 10.72 9.32 8.41 9.42 9.58 8.72 8.61 8.66 10.73 8.06 9.09
65.00° 2.80 2.64 2.60 224 1.91 3.23 2.56 3.16 279 3.38 3.1 3.10 3.37 2.60 3.34 2.31 2.80
70.00° 1.78 1.57 220 221 1.86 1.94 240 3.03 2.82 243 252 2.46 233 1.65 1.52 145 1.78
75.00° 2.01 1.62 1.02 1.23 212 3.22 4.22 4.14 3.61 261 273 3.22 2.85 1.34 1.75 1.40 2.01
80.00° 0.96 1.60 1.64 1.68 1.42 3.32 4.27 4.93 4.77 4.00 3.64 4.40 4.52 1.44 1.46 1.57 0.96
85.00° 1.05 0.82 1.08 1.10 0.70 5.19 517 6.05 5.42 5.79 5.27 5.99 4.97 1.09 0.87 1.09 1.05
90.00° 1.54 0.87 1.24 0.91 1.44 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 1.15 1.13 1.58 1.54
95.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
115.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
125.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
135.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
145.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
155.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.00° 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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20%
80%
70%
1112
1069
1028
990
955
921
890
861
833
807
783

Mtg Height

551t
6.5 ft
7.5 ft
8.0 ft
10.0 ft
12.0 ft
14.0 ft
16.0 ft
20.0 ft
24.0 ft
28.0 ft

20%
80%
50%
1112
1047
991
942
899
860
825
793
764
737
713

SPECTRUM
LIGHTING INC.

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

20% 20%
80% 80%
30% 10%
1112 1112
1027 1009
960 934
904 874
857 826
817 785
781 750
749 719
721 691
695 666
671 643

Cone of Light

Light Level

123.8 fc
88.7 fc
66.6 fc
58.5 fc
37.5fc
26.0 fc
19.1 fc
14.6 fc
9.4 fc
6.5 fc
4.8 fc

20%
70%
70%
1086
1046
1009
973
940
908
878
850
823
799
775

20%
70%
50%
1086
1027
975
929
888
852
818
787
759
733
709

Beam

20%
70%
30%
1086
1009
947
895
850
812
77
746
718
693
669

Diameter

221t
26 ft
3.0t
3.2t
4.1t
4.9 ft
5.7 ft
6.5 ft
8.11t
9.7 ft
11.3 ft

C0412SQXT-13L-xxK-ND-EX-GL-xx-MW

20%
70%
10%
1086
993
923
867
821
782
747
717
690
665
643

20%
50%
50%
1038
989
946
906
869
836
805
777
750
726
703

20%
50%
30%
1038
975
923
877
837
801
769
740
713
689
666

20% |20% 20%
50% |30% 30%
10% |50% 30%
1038 |993 993
963 955 944
903 918 900
854 884 861
812 852 825
775 822 792
742 |793 762
713|767 (734
687 742 709
663 |719 685
641 697 663

20% |20%
30% [10%
10% | 50%
993 953
934 923
884 893
841 864
803 835
768 808
738 782
710 |757
684 734
661 |712
639 691

20%
10%
30%
953
915
879
845
813
783
755
729
704
681
660

20%
10%
10%
953
907
866
828
794
762
733
706
682
659
638

0%
0%
30%
934
897
862
829
798
769
742
717
693
671
651

Average Luminaire Luminance [cd/m?]

0.00°
45.00°
55.00°
65.00°
75.00°

85.00°

0.00°
1244517
4832
7728
2200
2579
3998

45.00°
1244517
7303
9699
2048
1311

4126

90.00°

1244517

4690
7434
1499
2721

2680
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Page 5 of 6



SPECTRUM
LIGHTING INC.

UGR CIE 190:2010

Ceiling | g7 o7 05 05 03|07 07 05 05 03
reflectance

Wall

05 03 05 03 03|05 03 05 03 03
reflectance

Plane 02 02 02 02 0202 02 02 02 02
reflectance

Room

. . Viewed crosswise Viewed endwise
dimensions

2H (105 115 109 118 121|114 124 118 127 13.0
3H (105 113 109 1.7 121|115 123 118 126 13.0

4H | 106 114 1.0 117 121|117 124 121 128 132

2 6H |107 114 111 118 122|124 131 128 134 138
8H (108 114 112 118 122 (13.0 13.7 134 140 145
12H | 109 115 113 119 123|139 | 145 143 149 153
2H (104 111 108 1.5 119 (112 120 116 123 127
3H (104 110 108 114 119 (114 120 118 124 128
4H (106 111 11.0 1.5 120|119 124 123 128 133
o 6H (108 113 113 11.7 122 (13.0 135 135 140 144
8H | 109 114 114 118 123|140 144 145 149 154
12H | 111 115 116 120 125|153 | 156 157 16.1 16.6
4H (105 11.0 11.0 114 119 (122 126 127 131 13.6
8H 6H (109 113 115 118 123|139 142 144 147 152

8H (112 115 117 120 125|153 156 158 16.1 16.6
12H | 116 118 121 123 129 |17.0 | 172 175 17.7 183
4H (105 109 11.0 114 118 (124 127 129 132 137
12H 6H | 110 113 1.5 11.8 123|142 145 148 15.0 156

8H | 113 16 1.8 121 126|158 16.1 164 16.6 17.2

Corrected UGR values based on total output energy
SHR=1.0

Corrected UGR values based on total output lumens

SHR=1.0
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