SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
CWOBXXUDPC 40LNDCL 40LNDCL 35KXX XXMW (IND/DIR Wet location)
Nom. 6" Diam. Gamma Indirect/Direct Cylinder

Test Number
SP-01084

Test Date
1/20/2020

The results contained in this report pertain only to this IES file.
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SPECTRUM
LIGHTING INC.

Summary of Results

Power Spacing Criterion
Input Watts 54.8W Two luminaires, plane 0° 0.24
Two luminaires, plane 90° 0.23
Lumen Output P
Four luminaires 0.25
Output L 5837
SR Full Beam Angle
Efficacy 106.51 Im/W
. . . 0° - 180° 14°
Luminous Dimensions
90° - 270° 14°
0° - 180° Size -0.5
90° - 270° Size -0.5
Height 0

IES File Header Contents

Keyword Value
TEST = SP-01084
TESTLAB = VLS-245-981
MANUFAC = Spectrum Lighting
TESTDATE | 1/20/2020
ISSUEDATE = 12/15/2020
LUMCAT = CWOBXXUDPC 40LNDCL 40LNDCL 35KXX XXMW (IND/DIR Wet location)
LUMINAIRE ' Nom. 6" Diam. Gamma Indirect/Direct Cylinder
OTHER | Uplight: Narrow Optic, Flush Clear Glass lens
OTHER = Uplight: 13.5 Degree Beam Angle
OTHER ' Downlight: Narrow Optic, Regressed Glass lens
OTHER = Downlight: 13.5 Degree Beam Angle
OTHER | Trim: Matte White
LAMP = N/A
LAMPCAT = N/A, 19mm LES Uplight
OTHER = N/A, 19mm LES Downlight
OTHER = Total Luminaire Watts is approximate

OTHER | CCT Output Multipliers: 27K x 0.97, 30K x 0.98, 40K x 1.04, 27HK x 0.78, 30HK x 0.82
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Zonal Lumen Summary
Lumens % Fixture Zone
893.86 15.31% 90.00° - 100.00°
560.54 9.60% 100.00° - 110.00°
551.36 9.45% 100.00° - 120.00°
627.52 10.75% 120.00° - 130.00°
2711 4.64% 130.00° - 140.00°
7.89 014% 140.00° - 150.00°
196 0.03% 150.00° - 160.00°
1.51 0.03% 160.00° - 170.00°
1.33 0.02% 170.00° - 180.00°
291708 49.98% 0.00° - 180.00°

CWO6BXXUDPC 40LNDCL 40LNDCL 35KXX
XXMW (IND/DIR Wet location)
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SPECTRUM
LIGHTING INC.

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

20% |20% 20% 20% 20% [20% 20% 20% |20% 20% 20% |20% 20% 20% |0%
80% |70% 70% 70% 70% |50% 50% 50% [30% 30% 30% [10% 10% 10% |0%
10% |70% 50% 30% 10% |50% 30% 10% |50% 30% 10% [50% 30% 10% |30%
6253 |5769 5769 5769 5769 |4863 4863 4863 |4035 4035 4035 (3275 3275 3275 |2917
5339 | 5412 5253 5111 4981 |4484 4388 4299 3777 3716 3660 3126 | 3091 3058 |2781
4659 | 5076 4803 4576 4382 |4143 3985 3849 (3534 3430 3339 2971 2909 2853 2639
4130 |4765 4411 4133 3909 | 3840 3643 3481 |3312 3179 3067 2822 2739 2668 2503
3705 |4480 4069 3763 3526 |3572 3351 3175 |3112 2958 2834 (2683 2584 2502 |2377
3358 (4220 3770 3449 3210 | 3335 3099 2918 |2930 2764 2633 |2553 2443 2355 |2261
3070 |3984 3508 3182 2946 |3125 2882 2700 |2768 2593 2460 (2433 2315 2223 |2154
2828 | 3770 3278 2953 2723 |2939 2693 2514 2622 2442 2309 2324 2200 2106 |2057
2624 | 3576 3077 2756 2533 |2774 2529 2354|2491 2309 2177 |2223 2097 2003 1969
2449 | 3401 2899 2585 2371 |2628 2385 2215 2373 2192 2062 2132 2004 1910 (1889
2299 | 3243 2742 2437 2230 |2498 2259 2095|2267 2087 1960 2049 1920 1828 |1817

Cone of Light Average Luminaire Luminance [cd/m?]

Light Level Beam Diameter 0.00° 45.00° 90.00°

5731 fo 1.3 ft 0.00° 950402 950402 950402

410.3 fc 1.6 ft 45.00° 24811 26149 26624

55.00° 539 341 285

308.2 fc 1.8 ft

65.00° 242 237 266

270.9 fc 1.9 ft

75.00° 284 218 272

173.4 fc 2.4 1t

85.00° 926 901 795

120.4 fc 2.9 ft

88.5 fc 3.4 ft

677 fc 3.9 ft

43.3 fc 4.8 ft

30.1fc 5.8 ft

22.1fc 6.8 ft
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SPECTRUM
LIGHTING INC.

UGR CIE 190:2010

Celing | o, 07 o5 05 03|07 07 05 05 03
reflectance

beclll 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
reflectance

Ao 02 02 02 02 02|02 02 02 02 02
reflectance

. Roor_n Viewed crosswise Viewed endwise
dimensions

2H | -151 -145 -141 -85 -12.2 |-142 -135 -18.2 -12.6 -1.3

3H |-125 -9 -N5 -109 -96 |(-127 -121 -16 -1N1 -98

4H |-n5 -11.0 -105 -10.0 -86 [-119 -N.3 -109 -10.3 -9.0

o 6H |97 -92 -86 -82 -6.8 |-11.3 -108 -10.3 -98 -85
8H |-88 -83 78 73 -6.0 |-106 -101 -9.6 -91 -7.8
12H |79 74 ' -68 -6.4 -51 [-96 -91 -8.5 | -81 -6.7
2H |-146 -141 -136 -181 -1.8 [-139 -13.3 -129 -12.3 -1.0
3H |-11.8 -1N1.3 -10.8 -10.3 -9.0 [-1N.9 -1.5 -10.9 -10.5 -91
4H | -10.6 -10.2 -9.5 -91 78 |-10.9 -10.5 -9.9 -95 -81

™ 6H |-85 -81 |74 -7 -5.7 |-10.2 -9.8  -91 -8.8 74
8H |74 71 -6.4 -61 -47 |-95 -91 -8.4 -81 -6.7
12H |-63 -60 -53 -50 -36 |-82 79 72 -69 -55
4H |-10.2 99 -92 -89 -5 [-105 -10.2 -95 -91 -7.8
6H | -77 75 | -67 -64 -50 |95 -92 -84 -82 | -6.8

8H

8H |64 -62 -53 -51 -37 |-87 -85 -6 74 -6.0

12H | -5. -49 -40 -38 -24 (-2 70 -61 -6.0 -45

4H | -10.2 -9.9 -91 -8.8 | -7.5 -10.3 -10.0 -9.2 -90 -7.6

12H 6H |75 | -7.3 -6.5 | -6.3 -49 |-91 -88 -80 -78  -6.4

8H |-61 -59 -50 -48 -34 |-81 -79 Al -6.9 |-55

Corrected UGR values based on total output energy
SHR=1.0

Corrected UGR values based on total output lumens

SHR =1.0
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