SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
STR2 835 13 xx xx RD2XF RB2BS xx RA2LS

2" Adjustable Track Luminaire with extra wide flood optic, difusing lens and
standard bezel

Test Number

SP-01593_2

Test Date
9/27/2023

The results contained in this report pertain only to this IES file.
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Input Watts

Output Lumens

Efficacy

Luminous Dimensions

SPECTRUM
LIGHTING INC.

Summary of Results

Power Spacing_Criterion

14.4 W Two luminaires, plane 0° 0.93

Two luminaires, plane 90° 0.94
Lumen Output P
Four luminaires 0.86
1343
Full Beam Angle
93.23 Im/W

0° - 180° 57°

0° - 180° Size
90° - 270° Size

Height
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STR2 835 13 xx xx RD2XF RB2BS xx RA2LS

90° - 270° 58°
-0.21
-0.21
0

IES File Header Contents

Valve

SP-01593_2

Spectrum Lighting Photometric Lab, VLS-245-981

Spectrum Lighting

9/27/2023

10/03/2023

STR2 835 13 xx xx RD2XF RB2BS xx RA2LS

2" Adjustable Track Luminaire with exira wide flood opfic, difusing lens and standard bezel
Beam Angle: 58 deg

80 CRI, 3500K tested

CCT Output Multipliers: 822 x 0.75, 827 x 0.93, 830 x 1.0, 840 x 1.0
CCT Output Multipliers: 927 x 0.81, 930 x 0.81, 935 x 0.81, 940 x 0.87
Total luminaire wattages are approximate

This report prepared by Spectrum Lighting

80+

822x0.75,827 x0.93,830x 1.0, 840 x 1.0

927 x0.81, 930 x0.81, 935 x0.81, 940 x 0.87

07L x .55, 10L x .75
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SPECTRUM

LIGHTING INC.

Candela Polar Plot

1700 180° 170° .

160° 60°
150° 150°
140° 140°
130° 130°
120° 120°
1109 110°
0°-180° -
1009 100° | 22.50-202.5°
450-225°
90° 90° | e7.50-047.50
90°-270°
80° 80° J—
112.5°-292.5°
20° 20° 135°-315°
157.5°-337.5° ~
60° 60°
50° 50°
40° 40°
30°
20°
Zonal Lumen Summary
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 136.29 10.15% 90.00° - 100.00° 1.48 0.11%
10.00° - 20.00° 376.25 28.03% 100.00° - 110.00° 1.46 0.11%
20.00° - 30.00° 429.58 32.00% 100.00° - 120.00° 2.86 0.21%
30.00° - 40.00° 246.66 18.37% 120.00° - 130.00° 1.36 0.10%
40.00° - 50.00° 97.84 7.29% 130.00° - 140.00° 1.17 0.09%
50.00° - 60.00° 33.77 2.52% 140.00° - 150.00° 1.00 0.07%
60.00° - 70.00° 8.95 0.67% 150.00° - 160.00° 0.80 0.06%
70.00° - 80.00° 2.31 0.17% 160.00° - 170.00° 0.47 0.03%
80.00° - 90.00° 1.57 0.12% 170.00° - 180.00° 0.16 0.01%
0.00° - 90.00° 1333.22 99.31% 0.00° - 180.00° 1342.52 100.00%
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SPECTRUM
LIGHTING INC.

Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°
0.00° 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23 1401.23
2.50° 1394.41 1403.04 1407.62 1413.00 1415.10 1420.52 1419.92 1419.00 1413.64 1406.98 | 1397.38 1393.46 1386.66 1382.48 1384.46 1388.14 | 1394.41
5.00° 1389.62 1405.59 1413.67 142434 1429.17 1437.26 1436.77 1432.89 142528 1411.58 1394.81 1385.89 1374.49 1372.80 1373.06 1381.18 1389.62
7.50° 1389.64 1406.17 | 1417.66 1429.71 1440.88 1453.43 | 1449.84 1444.61 1430.94 1417.08 1397.54 1380.36 1367.89 1363.25 1365.58 1376.08 | 1389.64
10.00° 1390.54 1405.67 1421.01 1431.23 1442.85 1448.38 1449.15 1441.52 1430.80 1412.29 1393.53 1370.59 1363.72 1354.25 1361.07 1373.70 1390.54
12.50° 1372.06 1386.26 1400.03 1412.76 1427.33 1440.03 | 1433.86 1430.10 1408.61 1392.59 1372.85 1355.54 1344.82 1341.03 1345.77 1359.80 | 1372.06
15.00° 1350.41 1357.11 1372.19 1382.12 1393.77 1395.93 | 1396.51 1389.20 1376.68 1356.48 1340.00 1322.91 1320.07 1311.51 1322.74 1330.49 1350.41
17.50° 1283.70 1293.47 1303.35 1316.46 1329.71 1346.91|1337.29 1333.14 1310.57 1298.48 1279.82 1270.19 1262.08 1270.28 1269.06 1278.59 | 1283.70
20.00° 1210.83 1213.63 1224.28 1231.28 1241.13 1240.73 1244.79 1237.29 1229.97 1213.77 1201.51 1190.64 1191.80 1188.18 119521 1198.09 1210.83
22.50° 1087.47 1093.95 109539 1106.57 ' 1114.53 1128.14 1121.46 1122.79 | 1104.05 1095.32 1085.01 1082.07 1079.45 1091.60 1084.40 1090.29 1087.47
25.00° 958.52 956.72 | 955.12 961.08 97250 969.74 97404 971.65 ' 968.48 95878 95504 951.76 953.13 949.89 950.94 950.64  958.52
27.50° 803.20 803.38 | 800.25 805.35 807.87 807.16 806.06 804.40 80583 801.19 799.18 799.77 803.74 805.02 801.77 802.41 803.20
30.00° 64540 643.59 64249 644.69 651.82 64922 64733 64687 648.79 650.90 649.68 653.24 647.25 651.02 643.65 644.95 645.40
32.50° 511.61 509.06 |509.87 507.73 507.32 491.62 | 496.08 493.22 | 506.44 508.67 511.57 | 511.87 51401 507.63 505.98 50522 ' 511.61
35.00° 379.51 383.81 381.77 381.28 38493 381.07 37574 378.19 379.59 389.66 391.33 394.56 387.17 391.96 37896 383.54 379.51
37.50° 293.81 294.53 29584 291.24 290.70 272.81 | 278.41 277.56 | 289.52 29425 300.72 | 298.21 298.07 289.71 286.39 286.59 293.81
40.00° 210.66 217.35 21631 216.10 21562 211.80 206.95 210.03 211.61 219.82 22454 22506 218.13 220.18 210.71 212.86 210.66
42.50° 163.75 165.58 | 167.89 16530 163.01 15239 153.69 153.61 |160.74 16529 17035 170.52 166.85 160.47 159.04 15739 163.75
45.00° 118.04 121.47 123.50 123.50 121.16 11841 11471 11625 117.00 12337 12593 12872 121.93 12248 11808 118.13 118.04
47.50° 91.35 92.72 95.10 94.14 90.94 8477 8497 8482 8772 92.61 95.59 96.59 93.88  90.06 89.44 1 88.12 9135
50.00° 65.03 68.25 68.44 69.07 67.59 65.13 62.91 63.56 62.76 68.70 70.32 72.08 69.07 68.87 65.97 65.67 65.03
52.50° 49.99 52.15 51.50 51.63 51.27 4567 | 4547 4511 4605 5040 5176 | 52.88  51.69 50.22 4881 4827  49.99
55.00° 35.10 38.12 35.38 36.55 37.61 3423 3329 3298 3220 3633  36.84 38465 3560 @ 36.41 34.04 3477 35.10
57.50° 26.37 28.49 26.55 26.74 26.46 23.00 24.06 22.41 23.33 25.53 2646 | 27.68 2597 2498  24.45 24.57 26.37

60.00° 17.75 19.85 18.22 18.44 18.13 16.99 16.62 15.93 16.17 17.88 18.43 19.48 17.28 17.71 16.67 16.72 17.75
62.50° 12.41 14.18 13.37 12.76 12.33 11.13 10.09 10.36 11.73 12.47 13.11 12.95 12.39 11.76 11.90 11.55 12.41
65.00° 7.26 9.09 8.68 7.75 8.16 7.94 6.74 7.33 8.09 8.58 9.01 8.69 8.00 7.98 8.09 8.14 7.26
67.50° 5.23 6.34 6.19 5.49 5.33 4.89 4.93 4.79 5.64 5.71 6.21 5.72 5.97 5.10 5.78 5.49 5.23
70.00° 3.31 3.98 3.77 3.86 3.50 3.67 3.40 3.31 3.88 3.92 4.29 3.95 4.19 3.58 3.91 3.30 3.31
72.50° 2.64 2.97 2.80 2.66 2.43 2.50 2.00 2.02 3.08 2.79 3.24 2.82 3.00 2.41 2.87 2.27 2.64
75.00° 2.00 217 1.86 1.54 1.74 1.81 1.53 1.65 2.30 2.25 2.39 2.04 1.86 1.76 2.05 1.90 2.00
77.50° 1.73 1.81 1.70 1.36 1.33 1.21 1.45 1.42 1.53 2.06 1.73 1.44 1.59 1.53 1.71 1.68 1.73
80.00° 1.50 1.50 1.54 1.35 1.25 1.30 1.42 1.47 1.26 1.80 1.33 1.32 1.38 1.85 1.49 1.54 1.50
82.50° 1.57 1.47 1.63 1.40 1.40 1.37 1.42 1.56 1.59 1.50 1.18 1.43 1.39 1.95 1.55 1.43 1.57
85.00° 1.61 1.47 1.70 1.47 1.32 1.32 1.35 1.46 1.64 1.39 1.13 1.43 1.41 1.79 1.67 1.33 1.61
87.50° 1.39 1.59 1.67 1.52 1.10 1.28 1.25 1.35 1.39 1.37 1.18 1.39 1.31 1.58 1.56 1.34 1.39
90.00° 1.22 1.72 1.64 1.57 1.15 1.31 1.30 1.40 1.30 1.32 1.29 1.30 1.20 1.32 1.40 1.39 1.22
92.50° 1.33 1.54 1.57 1.45 1.37 1.33 1.39 1.46 1.39 1.27 1.46 1.19 1.40 1.19 1.31 1.36 1.33
95.00° 1.41 1.35 1.51 1.31 1.38 1.31 1.28 1.37 1.42 1.35 1.48 1.30 1.60 1.20 1.24 1.29 1.41
97.50° 1.35 1.34 1.44 1.27 1.27 1.29 1.12 1.28 1.41 1.49 1.39 1.47 1.57 1.15 1.12 1.35 1.35
100.00° 1.30 1.34 1.37 1.25 1.45 1.25 1.08 1.16 1.48 1.56 1.41 1.45 1.53 1.07 1.00 1.46 1.30
102.50° 1.32 1.55 1.34 1.25 1.76 1.23 1.07 1.04 1.62 1.62 1.48 1.38 1.51 1.11 1.18 1.33 1.32
105.00° 1.35 1.76 1.31 1.26 1.64 1.24 1.18 1.40 1.64 1.66 1.40 1.26 1.51 1.28 1.39 1.1 1.35
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pfc
pcc

pw

—_

RCR

VW ® N o0 v AW DN

10

20%

80%

70%

1596
1519
1442
1367
1296
1229
1167
1108
1054
1003
956

Mtg Height

5.5 ft
6.5 ft
7.5 ft
8.0 ft
10.0 ft
12.0 ft
14.0 ft
16.0 ft
20.0 ft
24.0 ft
28.0 ft

20%
80%
50%
1596
1481
1375
1279
1193
1115
1045
982
924
872
825

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

20% 20%
80% 80%
30% 10%
1596 1596
1447 1416
1320 1273
1211 1156
1117 1059
1035 976
963 905
899 842
843 787
792 737
746 693

Light Level

46.3 fc
33.2fc
24.9 fc
21.9 fc
14.0 fc
9.7 fc
7.1 fc
5.5 fc
3.5fc
2.4 fc

1.8 fc

20%
70%
70%
1558
1485
1411
1339
1271
1206
1146
1089
1037
988
942

Cone of Light

20% | 20%
70%  70%
50% 30%
1558 1558
1451 1421
1351 1301
1260 1197
1177 1107
1102 1027
1034 957
972 894
9216 839
865 788
818 743

Beam

Diameter

6.0 ft
7.1 ft
8.2 ft
8.8 ft
11.0 ft
13.2 ft
15.4 ft
17.5 ft
21.9 ft
26.3 ft
30.7 ft

STR2 835 13 xx xx RD2XF RB2BS xx RA2LS

20%
70%
10%
1558
1393
1258
1146
1052
971
901
839
785
736
692

20%
50%
50%
1487
1395
1306
1223
1146
1076
1012
954
901
852
807

20%
50%
30%
1487
1371
1265
1170
1086
1012
945
885
831
782
738

20%
50%
10%
1487
1348
1229
1127
1039
962
894
834
781
733
690

20%
30%
50%
1421
1344
1264
1189
1118
1053
993
937
886
839
796

20%
30%
30%
1421
1324
1231
1145
1067
997
933
875
823
775
732

20%
30%
10%
1421
1306
1201
1108
1026
952
887
829
777
730
687

20%
10%
50%
1361
1296
1226
1157
1092
1031
974
921
872
827
785

SPECTRUM
LIGHTING INC.

20%
10%
30%
1361
1281
1199
1121
1049
982
922
866
816
769
727

20%
10%
10%
1361
1267
1175
1090
1013
943
881
824
773
727
685

0%
0%
30%
1333
1255
1174
1099
1028
964
905
851
802
757
716

Average Luminaire Luminance [cd/m?]

0.00°

45.00°

55.00°

65.00°

75.00°

85.00°

0.00°  45.00°
435463 435463
51880 | 54277
19019 19171
5335 6379
2404 2232
5741 6075

90.00°

435463

53248

20378

5999
2092

4697
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SPECTRUM
LIGHTING INC.

UGR CIE 190:2010

Ceiling | 47 97 05 05 03|07 07 05 05 03
reflectance

ool 05 03 05 03 03|05 03 05 03 03
reflectance

Plane

02 02 02 02 02|02 02 02 02 02
reflectance

Room

. . Viewed crosswise Viewed endwise
dimensions

2H | 141 151 144 154 157 (138 148 142 152 155
3H [ 141 150 145 153 157|139 147 143|151 155

4H | 140 149 145 152 156 |13.8 146 142 150 154

2 6H | 140 147 14.4 151 | 155|137 145 142 149 153
8H | 140 147 144 151 155|137 144 142 148 153
12H | 140 147 144 151 155|137 144 142148 153
2H | 140 148 14.4 151 156 (13.7 145 141 149 153
3H | 140 147 144 151 155|138 145 142|149 153
4H | 140 146 144 150 155 (137 143 142 148 152
™ 6H | 140 145 144 149 154|137 142 142|147 152
8H | 140 144 145 149 154 (13.7 142 142 146 15.1
12H [ 140 14.4 145 149 154 |13.7 142 142 147 152
4H | 138 143 143 148 153 |13.6 14.1 141 145 150
8H 6H | 139 142 144 147 152 |13.6 140 141|145 150

8H |[139 142 144 148 153 |13.6 140 142 145 150
12H | 141 143 146 149 155|138 141 143|146 152
4H | 138 142 143 147 152 (13.6 140 141 145 150
12H 6H | 138 142 144|146 152|135 139 141 144 149

8H | 139 142 144 147 153 |(13.6 13.9 142 144 150

Corrected UGR values based on total output energy
SHR=1.0

Corrected UGR values based on total output lumens

SHR=1.0
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