SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
CFOBXXPC 10L 35K XW XX CL XX
Nom 6" diam Gamma Cylinder (damp location), clear glass lens

Test Number
SP-01044_M-10L

Test Date
2/3/2020

The results contained in this report pertain only to this IES file.
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Summary of Results

SPECTRUM
LIGHTING INC.

Power Spacing Criterion
Input Watts 6.5W Two luminaires, plane 0° 117
Two luminaires, plane 90° 117
Lumen Output P
Four luminaires m
Output L 727
SR Full Beam Angle
Efficacy M1.79 Im/W
: H . 0° - 180° 78°
Luminous Dimensions
90° - 270° 77°

0° - 180° Size
90° - 270° Size

Height

Keyword
TEST
TESTLAB
MANUFAC
TESTDATE
ISSUEDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
LAMPCAT
LAMP
OTHER
OTHER

OTHER

Value

SP-01044_M-10L

IES File Header Contents

Spectrum Lighting Photometric Lab, VLS-245-981

Spectrum Lighting
2/3/2020
5/16/2022

CFOBXXPC 10L 35K XW XX CL XX

Nom 6" diam Gamma Cylinder (damp location), clear glass lens

Beam angle: 77.4 deg
XTRA Wide optic
N/A

N/A

CCT Output Multipliers: 27K x 0.97, 30K x 0.98, 40K x 1.04, 27HK x 0.78, 30HK x 0.82

Total luminaire wattage is approximate

This report prepared by Spectrum Lighting, scaled from 40L

CFOBXXPC 10L 35K XW XX CL XX

© Spectrum Lighting
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SPECTRUM

LIGHTING INC.

Candela Polar Plot
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Zonal Lumen Summary,
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 51.38 7.07% 90.00° - 100.00° 0.02 0.00%
10.00° - 20.00° 144.99 19.95% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 21418 29.48% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 211.98 29.17% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 82.60 1.37% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 8.79 1.21% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 8.08 11% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 4.06 0.56% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 0.55 0.08% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 726.61 100.00% 0.00° - 180.00° 726.64 100.00%
CFOBXXPC 10L 35K XW XX CL XX © Spectrum Lighting
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Candela Distribution
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pfc | 20%
pcc | 80%
pw [ 70%

0865

1820
774
729
686
646
609
574

RCR

542

© O N o a0 b~ O D

512

-
o

485

Mtg Height
551t
6.5 ft
7.5 ft
8.0 ft
10.0 ft
12.0 ft
14.0 ft
16.0 ft
20.0 ft
24.0 ft

28.0 ft

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

209%  20%
70% 70%
50%  30%
845 845
782 764
722 692
667 630
617 575
572 | 528
531 486
494 | 448
461 415
431 386
404 359

20%
70%
10%
845
748
667
600
543
495
453
416
383
355
329

Beam Diameter

20% 20% 20% | 20%
80% 80% 80% |70%
50% 30% 10% [70%
865 865 865 |845
798 778 760 |802
734 702 675 |757
677 637 605 |[714
625 581 547 |673
579 532 497 (634
537 489 454 (598
499 451 417 |564
465 417 384 |532
435 387 355 |503
407 361 330 |477
Cone of Light
Light Level
17.8 fc
12.7 fc
9.6 fc
8.4 fc
5.4 fc
3.7 fc
2.7 fc
2.1fc
1.3 fc
0.9 fc
0.7 fc

CFOB6XXPC 10L 35K XW XX CL XX

8.8 ft

10.5 ft

1201t

12.9 ft

16.1 ft

19.3 ft

22.5 ft

25.7 ft

32.2 ft

38.6 ft

457 ft

20% 20% | 20%

50% 50% 50%

50% | 30% 10%

807
752
698
647
601
558
520
485
453
424
397

807
738
673
616
565
520
479
443
an
382
356

807
725

652
590
537
490
449
413

382
353
328

20% 20%
30% 30%
50% 30%
773 773
725 714
676 656
629 603
586 555
546 512
509 473
475 439
445 407
47 379
391 354

20%
30%
10%
773
703
638
581
530
486
446
am
380
352
327

SPECTRUM

20%
10%
50%
741
700
656
612
572
534
499
467
437
410
386

LIGHTING INC.

20% 20% | 0%
10% 10% | 0%
30% 10% |30%
M | 727
691 683 |677
639 625 |626
591 572 | 579
546 524 |535
505 481 |495
468 443 | 459
434 409 |426
403 378 |397
376 351 |370
351 326 |346

Average Luminaire Luminance [cd/m?]

0.00° 45.00° 90.00°
0.00° 29514 29514 | 29514
45.00° 7768 6984 6999
55.00° 615 405 451
65.00° 949 777 789
75.00° 747 789 852
85.00° 220 170 217
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Corrected UGR values based on total output energy

SHR =1.0

Corrected UGR values based on total output lumens

CFOBXXPC 10L 35K XW XX CL XX

SHR=1.0
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